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ANTI-STATIC AIR HOSE 

 
Application  
DELIVERY OF COMPRESSED AIR, WATER 
PNEUMATIC TOOLS 
SUITABLE FOR MINING & OFFSHORE APPLICATIONS 
VERY FLEXIBLE 
VERY GOOD WEATHERING PROPERTIES. OZONE RESISTANT 
 

Technical Specification  
Tube: Smooth Black Oil Mist resistant NBR/SBR rubber 
Cover: Smooth Black Static Conducting Extruded SBR/NR Rubber  
Reinforcement: Polyester Cord 
Temperature Range: -30°C to +80°C 
Conforms to: BS 5118/2, ISO 2398 Type 4 Class A, BS 2050 
Electrical Resistance 
of Cover 

<106 Ohms/mtr (BS2050) 

Burst Pressure Minimum 3x W.P. 
Branding: White Ink – Anti-Static Air Hose ISO 2398 + BS5118/2 20 BAR 

(300PSI) ….MM I.D. 
Max Length: 100 meters  

 

Sizing options and information on next page 
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I.D O.D. W.P. Min BEND 
Radius 

WEIGHT CODE 

mm ins mm psi Bar mm Kg/mtr  
5 3/16 13 300 20 65 0.19 ASA-05 
6 1/4 14 300 20 70 0.21 ASA-06 
8 5/16 16 300 20 80 0.26 ASA-08 
10 3/8 18 300 20 90 0.30 ASA-10 
13 1/2 22 300 20 110 0.37 ASA-13 
16 5/8 27 300 20 135 0.63 ASA-16 
19 5/8 30 300 20 152 0.71 ASA-19 
22 7/8 33 300 20 165 0.80 ASA-22 
25 1 37 300 20 200 0.98 ASA-25 
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ANTI-STATIC MANDREL MADE AIR HOSE 

 
Application  
ROBUST HOSE FOR COMPRESSED AIR APPLICATIONS WHERE ANTI-STATIC 
PROPERTIES ARE 
PREFERRED. RESISTANT TO COMPRESSOR OIL MIST 
PNEUMATIC TOOLS 
SUITABLE FOR HEAVY DUTY INDUSTRIAL WATER & SLURRY DISCHARGE 
HIGH WEAR RESISTANCE 
OZONE & UV RESISTANCE FOR OUTDOOR APPLICATIONS 
 

Technical Specification  
Tube: Smooth Black Oil Mist resistant NBR/SBR rubber 
Cover: Wrapped Black Static Conducting SBR/NR Rubber  
Reinforcement: Polyester Cord 
Temperature Range: -30°C to +80°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A, BS 2050 
Electrical Resistance 
of Cover: 

<106 Ohms/mtr (BS 2050) 

Burst Pressure: Minimum 3x W.P. 
Branding: Black on Blue Strip – ANTI-STATIC AIR HOSE ISO 2398 + BS 

5118/2 20 BAR (300 PSI) W.P. ….MM I.D. 
Max Length: 60 meters 

 

 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
13 1/2 22 300 20 110 0.40 BMM-13 
16 5/8 25 300 20 125 0.50 BMM-16 
19 3/4 31 300 20 156 0.67 BMM-19 
25 1 37 300 20 175 0.85 BMM-25 

 

PLEASE SEE MULTI-PURPOSE HOSE FOR SIZES OVER 25mm 
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TECHNITUBE  

 
Application  
SPRAYING MACHINES 
COMPRESSED AIR FOR HEAVY USAGE 
CHEMICAL PRODUCTS, ABRASIVES, OIL AT ROOM TEMP 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: PEE Polyester Elastomer 
Cover: PVC resistant to wastage and UV 
Reinforcement: Textile Thread 
Temperature Range: -15°C to +60°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Blue Ink – Image of Glass & Fork 
Max Length: 50 meters 

 

 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
16 5/8 23.5 20 70 140 0.296 TECHNITUBE16/23.5 
19 3/4 27.5 20 65 160 0.390 TECHNITUBE19/27.5 
25 1 34.5 15 55 240 0.560 TECHNITUBE25/34.5 

 

ALL VALUES MEASURED AT 23°C 
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YELLOW MANDREL MADE AIR HOSE 

 
Application  
ROBUST HOSE FOR COMPRESSED AIR APPLICATIONS. 
RESISTANT TO COMPRESSOR OIL MIST 
ALSO SUITABLE FOR HEAVY DUTY INDUSTRIAL WATER & SLURRY DISCHARGE 
HIGH WEAR RESISTANCE 
HIGH VISIBILITY 
 

Technical Specification  
Tube: Smooth Black Oil Mist Resistant NBR/SBR Rubber 
Cover: Wrapped Yellow SBR/NR Rubber 
Reinforcement: Polyester Cord 
Temperature Range: -30°C to +80°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A 
Branding: Black Ink on Blue Stripe – AIR HOSE ISO 2398 + BS5118/2 20BAR 

(300PSI) W.P. MM I.D. 
Safety Factor: 3x W.P. 
Max Length: 60 meters  

 

 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
13 1/2 22 300 20 110 0.55 YMM-13 
19 3/4 31 300 20 156 0.81 YMM-19 
25 1 38 300 20 175 1.01 YMM-25 

 

PLEASE SEE MULTI-PURPOSE HOSE FOR SIZES OVER 25mm 
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MULTI-PURPOSE OIL / AIR / WATER HOSE 

 
Application  
DELIVERY OF COMPRESSED AIR, WATER, OIL, DIESEL 
UNSUITABLE FOR UNLEADED PETROL 

Technical Specification  
Tube: Smooth Black Anti-Static Oil Resistant NBR/SBR Rubber 
Cover: Smooth up to 1” I.D. Wrapped over 1” I.D.  

BLACK/YELLOW/RED/BLUE options up to 51mm (2”) 
Reinforcement: Polyester Cord with Anti-Static Copper Wire 
Temperature Range: -30°C to +90°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A 
Safety Factor:  3x W.P. 
Branding: MULTI-PURPOSE OIL/AIR/WATER HOSE ISO2398 +5118/2 20 

BAR (300PSI) W.P … MM I.D. 
 

 

Sizing options and information on next page 
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I.D O.D. WP Min BEND 
Radius 

WEIGHT MAX 
COIL 

LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
6 1/4 14 300 20 48 0.189 100 MPO-06 
8 5/16 16 300 20 64 0.227 100 MPO-08 
10 3/8 18 300 20 80 0.265 100 MPO-10 
13 1/2 23 300 20 104 0.423 100 MPO-13 
16 5/8 26 300 20 128 0.494 100 MPO-16 
19 3/4 29 300 20 152 0.565 100 MPO-19 
25 1 37 300 20 200 0.873 100 MPO-25 
32 1 1/4 44 300 20 230 1.075 60 MPO-32 
38 1 1/2 52 300 20 270 1.454 60 MPO-38 
45 1 3/4 60 300 20 310 1.810 60 MPO-45 
51 2 67 300 20 350 2.217 60 MPO-51 
63 2 1/2 78 300 20 400 3.320 60 MPO-63 
76 3 90.4 300 20 480 3.210 60 MPO-76 
102 4 119 300 20 600 4.280 60 MPO-102 
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STEEL REINFORCED AIR HOSE 

 
Application  
HIGH PRESSURE COMPRESSED AIR 
 

Technical Specification  
Tube: Smooth Black Oil Mist Resistant NBR/SBR Rubber 
Cover: Wrapped Yellow SBR/NR Rubber – Pin Pricked 
Reinforcement: 2 Ply Steel Spiral 
Temperature Range: -30°C to +80°C 
Conforms to: BS 5118/2, BS EN ISO 2398  
Safety Factor:  3x W.P. 
Branding: On Blue Stripe – HEAVY DUTY AIR HOSE ISO 2398 + BS 5118/3 40 

BAR (600PSI) W.P. xxMM I.D 
Max Length: 40 meters  

 

 
 

I.D O.D. WP WEIGHT CODE 
mm Ins mm psi Bar Kg/mtr  
13 1/2 24 600 40 0.55 SRHDA-13 
19 3/4 32 600 40 0.81 SRHDA-19 
25 1 38 600 40 1.01 SRHDA-25 
32 1 1/4 44 600 40 1.24 SRHDA-32 
38 1 1/2 51 600 40 1.66 SRHDA-38 
51 2 66 600 40 2.35 SRHDA-51 
**63 2 1/2 83 600 40 3.57 SRHDA-63 
**76 3 96 600 40 4.36 SRHDA-76 
**102 4 122 600 40 6.20 SRHDA-102 

 

 
**PLEASE CALL US ON 01890 752555 FOR THESE SIZES 
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BREATHING AIR HOSE 

 
Application  
COMPRESSED AIR SUPPLY TO INDIVIDUAL PROTECTIVE APPARATUS 

Technical Specification  
Tube: Anti-Static Black PVC Tube NF EN ISO 8031 <106 Ohms/mtr 
Cover: Smooth Blue Oil Resistant PVC 
Reinforcement: Polyester Cord + 2 Embedded Clear PVC Layers 
Temperature Range: -20°C to +70°C 
Conforms to: EN 14593 & EN 14594 Phthalate Free 
Safety Factor:  Minimum 4x W.P. 
Branding: Black Ink - Nobel AS/R for EN 14593 & EN 14594 .. I.D. x .. O.D. 

Breathing air hose / Antistatic / Heat resistant 
Max Length: 50 meters  

 

 
I.D O.D WP Min BEND Radius WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6 1/4 12 225 15 40 0.103 BAH-1493/4-6 
8 5/16 14 225 15 50 0.126 BAH-1493/4-8 
10 3/8 16 225 15 65 0.148 BAH-1493/4-10 
12.7 1/2 19 225 15 80 0.192 BAH-1493/4-12.7 
19 3/4 28 225 15 120 0.405 BAH-1493/4-19 
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RUBBER AIR HOSE ASSEMBLIES 

 
Application  
COMPRESSED AIR FOR PNEUMATIC TOOLS 

Technical Specification  
Tube: Smooth Black Oil Mist Resistant NBR/SBR Rubber 
Cover: Smooth Yellow Extruded SBR/NR Rubber 
Reinforcement: Polyester Cord 
Temperature Range: -30°C to +80°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A 
Burst Pressure: 3x W.P. 
Branding: Black Ink– AIR HOSE ISO 2398 + BS 5118/2 20 BAR (300PSI) W.P. 
Max Length: 15 meters  
Fittings: European type malleable Iron Safety Claw Couplings Secured by 

2 Bolt Clamps at both ends 
 

 

 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
19 3/4 30 300 20 152 0.71 FMA-19 

 

 
SAFETY NOTICE – ALWAYS RE-TIGHTEN CLAMP BOLTS BEFORE 

EACH USE 
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HEAVY DUTY BRAIDED PVC PRESSURE HOSE 

 
Application  
TRANSPORT OF COMPRESSED AIR, WATER, DIESEL (NOT FOR BIOFUEL) 
PNEUMATIC TOOLS 
GENERAL WORKSHOP USE  
FOR CHEMICAL RESISTANCE PLEASE CONTACT US  

Technical Specification  
Tube: Clear Smooth PVC 
Cover: Smooth Clear or Coloured PVC 
Reinforcement: Fully Encapsulated Polyester Cord 
Temperature Range: -15°C to +65°C 
Conforms to: BS6066 + ISO5774 + BS EN ISO 6224 

FDA Approved Materials 
Phthalate, Cadmium and Silicone Free 
NSF 51 Food Materials & NSF 61 Drinking Water (Clear Only) 
Food Quality (EU) No. 10/2011 Simulants A, B, C 
DEHP Free 

Branding: Unbranded 
 

 

Sizing options and information on next page 
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Colour Options available for 30 Metre coils 
Add suffix to code to request colour 
-CL Clear 
-BLA BLACK 
-BLU BLUE 
-RED RED 
-YEL YELLOW 
Example: BPP-HD-19-BLA  

 
I.D O.D. WP Min BEND 

Radius 
WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
5 3/16 10 350 25 32.5 0.071 BPP-HD-05 
6.3 1/4 11.4 330 22 41 0.077 BPP-HD-06 

8 5/16 13.2 315 21 52 0.100 BPP-HD-08 
10 3/8 16 300 20 65 0.120 BPP-HD-10 
12.5 1/2 18.2 240 16 81.3 0.160 BPP-HD-13 
16 5/8 23 225 15 104 0.217 BPP-HD-16 
19 3/4 25.6 225 15 123.5 0.300 BPP-HD-19 
25 1 32.6 200 13 163 0.444 BPP-HD-25 
32 1 1/4 41.6 120 8 208 0.670 BPP-HD-32 
38 1 1/2 48 120 8 247 0.733 BPP-HD-38 
50 2 60 120 8 325 1.056 BPP-HD-50 

 
100 Metre Coils also available in CLEAR only see below: 

 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6.3 1/4 11.4 330 22 41 0.077 BPP-HD-06-CL/100 
8 5/16 13.2 315 21 52 0.100 BPP-HD-08-CL/100 
10 3/8 16 300 20 65 0.120 BPP-HD-10-CL/100 
12.5 1/2 18.2 240 16 81.3 0.160 BPP-HD-13-CL/100 
16 5/8 23 225 15 104 0.217 BPP-HD-16-CL/100 
19 3/4 25.6 225 15 123.5 0.300 BPP-HD-19-CL/100 
25 1 32.6 200 13 163 0.444 BPP-HD-25-CL/100 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

http://www.hoseworld.com/
mailto:info@hoseworld.com


 

 01890 752 555 | www.hoseworld.com | info@hoseworld.com   14 
 

1 

A
IR

  

CONTRACTORS AIR / WATER HOSE 

 
Application  
LOW COST, TOUGH, GENERAL-PURPOSE AIR / WATER HOSE 
FLUTED COVER FOR ABRASION RESISTANCE & REDUCED DRAG 

Technical Specification  
Tube: Smooth Black NBR/PVC Blend 
Cover: Black Fluted NBR/PVC Blend 
Reinforcement: Fully Encapsulated Polyester Cord 
Temperature Range: -15°C to +60°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 100 meters  

 

 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
12.5 1/2 17 150 10 100 0.127 CAW-013 
19 3/4 24.5 150 10 135 0.231 CAW-019 
25 1 37 100 7 200 0.710 CAW-025 
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GP RUBBER AIR HOSE 

 
Application  
GENERAL PURPOSE RUBBER COMPRESSED AIR & WATER HOSE 
VERY FLEXIBLE, WITH GOOD ABRASION RESISTANCE 
LONG SERVICE LIFE. SUITABLE FOR PNEUMATIC TOOLS 
UV RESISTANT FOR OUTDOOR APPLICATIONS 

Technical Specification  
Tube: Smooth Black SBR Rubber Resistant to Compressor Oil Mist 
Cover: Smooth Black Synthetic Rubber, Resistant to 

Abrasion/Weathering 
Blue Cover also available in 10mm 

Reinforcement: Polyester Cord 
Temperature Range: -25°C to +70°C 
Conforms to: BS 5118/2, BS EN ISO 2398 
Safety Factor:  Minimum 3x W.P. 
Branding: White Ink– AIR HOSE 20 BAR (300PSI) W.P. BS 5118/2 + BS EN 

ISO 2398 ……MM I.D. 
Max Length: 100 meters  

 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6 1/4 12 300 20 60 0.114 AH-06 
8 5/16 15 300 20 75 0.214 AH-08 
10 3/8 17 300 20 85 0.251 AH-10 
10 3/8 17 600 40 85 0.251 AH-10-BLUE 
13 1/2 21 300 20 105 0.372 AH-13 
16 5/8 25 300 20 125 0.495 AH-16 
19 3/4 29 300 20 145 0.628 AH-19 
25 1 35 300 20 175 0.786 AH-25 
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WATER HOSE RANGE 
ANTI-TORSION WATER DELIVERY HOSE ............................................................. 17 

RUBBER WATER DELIVERY HOSE ....................................................................... 18 

HIGH TEMPERATURE HEAVY DUTY EPDM RUBBER WATER DELIVERY HOSE ........ 19 

AMAZONE SE .................................................................................................... 21 

HIGH TEMPERATURE EPDM WATER S & D HOSE ................................................ 22 

CORRUGATED WATER S & D HOSE .................................................................... 24 

MULTI-PURPOSE OIL / AIR / WATER HOSE ......................................................... 25 

OPAL SUPERFLEXIBLE PVC S&D HOSE ............................................................... 27 

CONTRACTORS AIR / WATER HOSE ................................................................... 28 
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FIRE REEL HOSE – PVC COVER .......................................................................... 30 

AQUACULTURE HOSE ....................................................................................... 31 

DAIRY WASHDOWN HOSE................................................................................. 32 
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LIGHT DUTY BLUE PVC LAYFLAT ........................................................................ 39 
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HEAVY DUTY YELLOW PVC LAYFLAT HOSE ........................................................ 41 
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RED LAYFLAT FIRE / GP HOSE ............................................................................ 43 
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SEWER JETTING HOSE ....................................................................................... 45 

RUBBER COVER SEWER JETTING HOSE ............................................................. 46 
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ANTI-TORSION WATER DELIVERY HOSE 

 
Application  
HORTICULTURAL & GARDEN WATER DELIVERY. 
NON-MARKING & ANTI-KINK WASHDOWN HOSE 
ALSO SUITABLE FOR SOME CHEMICALS – PLEASE ENQUIRE 
RESISTANT TO ABRASION & WEATHERING 
ROBUST HOSE FOR ARDUOUS CONDITIONS 
LONG SERVICE LIFE 

Technical Specification  
Tube: Smooth Black Cadmium and Barium Free PVC 
Cover: Smooth Yellow Cadmium and Barium Free PVC 
Reinforcement: Knitted Anti-Kink Polyester Yarn 
Temperature Range: -10°C to +60°C 
Conforms to: Manufacturers 12 Year Warranty 
Burst Pressure: Minimum 3x W.P. 
Branding: Black Ink - ALFAFLEX ANTI-TORSION HOSE (date code) 
  

 

 
I.D O.D. WP WEIGHT MAX LENGTH CODE 

mm Ins mm psi Bar Kg/mtr mtrs  
12.5 1/2 17.5 175 12 0.16 100 ATH-12 
15 5/8 20.5 175 12 0.19 100 ATH-15 
19 3/4 25.5 175 12 0.27 100 ATH-19 
25 1 32.5 120 8 0.42 100 ATH-25 
32 1 1/4 42 120 8 0.72 50 ATH-32 
38 1 1/2 48 120 8 0.86 50 ATH-38 
40 - 51 120 8 0.93 50 ATH-40 
50 2 63 120 8 1.40 50 ATH-50 
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RUBBER WATER DELIVERY HOSE 

 
Application  
DELIVERY OF WATER AND SLURRY. 
RESISTANT TO ABRASION & WEATHERING 
ROBUST HOSE FOR ARDUOUS CONDITIONS  
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black Abrasion Resistant NR/SBR Rubber 
Cover: Wrapped Black SBR/NR Rubber 
Reinforcement: Textile Plies 
Temperature Range: -20°C to +70°C 
Burst Pressure: Minimum 3x W.P. 
Branding: Black Ink on Green Stripe – WATER DELIVERY 100PSI (7 BAR) 

W.P. 
 

 
 

I.D O.D. WP WEIGHT MAX COIL 
LENGTH 

CODE 

mm Ins mm psi Bar Kg/mtr mtr  
32 1 1/4 39 100 7 0.541 60 WDH-32 
35 1 3/8 42 100 7 0.588 60 WDH-35 
38 1 1/2 45 100 7 0.608 60 WDH-38 
45 1 3/4 55 100 7 1.050 60 WDH-45 
51 2 61 100 7 1.227 60 WDH-51 
63 2 1/2 73 100 7 1.75 60 WDH-63 
76 3 87 100 7 2.45 60 WDH-76 
102 4 116 100 7 2.75 60 WDH-102 
127 5 142 75 5 5.07 30 WDH-127 
152 6 166 75 5 5.59 30 WDH-152 
203 8 220 75 5 9.03 10 WDH-203 
254 10 272 75 5 11.89 10 WDH-254 
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HIGH TEMPERATURE HEAVY DUTY EPDM RUBBER WATER 

DELIVERY HOSE 

 
Application  
DELIVERY OF HOT WATER AND SLURRY. 
ROBUST HOSE FOR ARDUOUS CONDITIONS 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black Abrasion Resistant EPDM Rubber 
Cover: Wrapped Black EPDM Rubber Resistant to Abrasion/Weathering 
Reinforcement: Textile Plies 
Temperature Range: -30°C to +100°C - Intermittent to 130°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink on Green Stripe – EPDM WATER DELIVERY 15 BAR / 

225PSI WP MAX TEMP 100C 
 

 

Sizing options and information on next page 
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I.D O.D. WP WEIGHT MAX LENGTH CODE 
mm Ins mm psi Bar Kg/mtr mtr  
19 3/4 30 225 15 0.680 60 HDWDH-019 
22 7/8 32 225 15 0.682 60 HDWDH-022 
25 1 35 225 15 0.723 60 HDWDH-025 
32 1 1/4 44 225 15 1.147 60 HDWDH-032 
35 1 3/8 47 225 15 1.238 60 HDWDH-035 
38 1 1/2 51 225 15 1.461 60 HDWDH-038 
42 1 5/8 55 225 15 1.585 60 HDWDH-042 
45 1 3/4 60 225 15 1.979 60 HDWDH-045 
51 2 65 225 15 2.040 60 HDWDH-051 
55 2 1/8 69 225 15 2.181 60 HDWDH-055 
57 2 1/4 71 225 15 2.206 60 HDWDH-057 
60 2 3/8 74 225 15 2.357 60 HDWDH-060 
63 2 1/2 77 225 15 2.462 60 MDWDH-063 
70 2 3/4 84 225 15 2.710 40 HDWDH-070 
76 3 90 225 15 2.917 60 HDWDH-076 
90 3 1/2 105 225 15 3.674 60 HDWDH-090 
102 4 118 225 15 3.850 60 HDWDH-102 
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AMAZONE SE 

 
Application  
SUCTION AND DISCHARGE OF WATER 

Technical Specification  
Tube: Smooth Grey Flexible PVC 
Cover: Ribbed Green PVC 
Reinforcement: Embedded Shockproof PVC Helix 
Conforms To: FDA Approved Materials (IANESCO lab PV nr 5738 on 08/07/02) 
Temperature Range: -20°C to +60°C 
Burst Pressure:  Minimum 3x W.P. 
Vacuum Resistance: 8 m/H2O 
Max Length: 12 Metres 

 

 
 
 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
203 8 227 - 1.5 1160 9.60 APSEGB-200/6 

 

ALL VALUES MEASURED AT 20°C 
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HIGH TEMPERATURE EPDM WATER S & D HOSE 

 
Application  
SUCTION & DELIVERY OF HOT WATER & SLURRY 
FULL VACUUM RESISTANCE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Wrapped Black EPDM Rubber Resistant to Abrasion / Weathering 
Reinforcement: Textile Plies and Steel Wire Helix 
Temperature Range: -30°C to +100°C – Intermittent to 130°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink on Yellow Stripe – EPDM WATER SUCTION & 

DISCHARGE 10 BAR (150psi) W.P. MAX TEMP 100C 
Vacuum bar: 0.92 

 

 

Sizing options and information on next page 
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I.D O.D. WP Min BEND 
Radius 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
19 3/4 30 150 10 100 0.61 60 WSD-019 
25 1 35 150 10 125 0.69 60 WSD-025 
25 1 35 150 10 125 0.69 80 WSD-025/80 
32 1 1/4 45 150 10 160 1.13 60 WSD-032 
32 1 1/4 45 150 10 160 1.13 80 WSD-032/80 
35 1 3/8 47 150 10 175 1.31 60 WSD-035 
38 1 1/2 51 150 10 190 1.41 60 WSD-038 
45 1 3/4 56 150 10 225 1.65 60 WSD-045 
51 2 65 150 10 255 1.90 60 WSD-051 
51 2 65 150 10 255 1.90 80 WSD-051/80 

57 2 1/4 69 150 10 285 2.10 60 WSD-057 
60 2 3/8 72 150 10 360 2.31 60 WSD-060 
63 2 1/2 76 150 10 380 2.34 60 WSD-063 
70 2 3/4 84 150 10 415 3.42 40 WSD-070 
76 3 90 150 10 455 3.51 60 WSD-076 
90 3 1/2 106 150 10 500 4.80 60 WSD-090 
102 4 118 150 10 610 5.32 60 WSD-102 
114 4 1/2 131 150 10 640 6.23 60 WSD-114 
127 5 145 150 10 700 7.15 30 WSD-127 
152 6 172 150 10 1000 9.67 30 WSD-152 
204 8 224 100 7 1200 14.33 12 WSD-204 
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CORRUGATED WATER S & D HOSE 

 
Application  
SUCTION & DELIVERY OF HOT WATER & SLURRY  
HIGH FLEXIBILITY 
FULL VACUUM RESISTANCE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Corrugated Black EPDM Rubber Resistant to Abrasion / 

Weathering 
Reinforcement: Textile Plies & Embedded Steel Wire Helix 
Temperature Range: -30°C to +100°C – Intermittent to 130°C 
Burst Pressure:  Minimum 3x W.P. 
Vacuum bar: 0.92 
Branding: Black Ink on Yellow Stripe – CORRUGATED WATER SUCTION & 

DISCHARGE 10 BAR (150psi) W.P. 
Max Length: 60 meters  

 

 
 

I.D O.D. WP Min BEND Radius WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  

25 1 35 150 10 80 0.88 CRWSDH-025 
32 1 1/4 42 150 10 95 1.39 CRWSDH-032 
38 1 1/2 48 150 10 125 1.63 CRWSDH-038 
51 2 63 150 10 175 2.00 CRWSDH-051 
63 2 1/2 77 150 10 225 2.34 CRWSDH-063 
76 3 89 150 10 275 3.51 CRWSDH-076 
102 4 116 150 10 400 5.32 CRWSDH-102 
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MULTI-PURPOSE OIL / AIR / WATER HOSE 

 
Application  
DELIVERY OF COMPRESSED AIR, WATER, OIL, DIESEL 
UNSUITABLE FOR UNLEADED PETROL 

Technical Specification  
Tube: Smooth Black Anti-Static Oil Resistant NBR/SBR Rubber 
Cover: Smooth up to 1” I.D. Wrapped over 1” I.D.  

BLACK/YELLOW/RED/BLUE options up to 51mm (2”) 
Reinforcement: Polyester Cord with Anti-Static Copper Wire 
Temperature Range: -30°C to +90°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A 
Safety Factor:  3x W.P. 
Branding: MULTI-PURPOSE OIL/AIR/WATER HOSE ISO2398 +5118/2 20 

BAR (300PSI) W.P … MM I.D 
 

 

Sizing options and information on next page 
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I.D O.D. WP Min BEND 
Radius 

WEIGHT MAX 
COIL 

LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
6 1/4 14 300 20 48 0.189 100 MPO-06 
8 5/16 16 300 20 64 0.227 100 MPO-08 
10 3/8 18 300 20 80 0.265 100 MPO-10 
13 1/2 23 300 20 104 0.423 100 MPO-13 
16 5/8 26 300 20 128 0.494 100 MPO-16 
19 3/4 29 300 20 152 0.565 100 MPO-19 
25 1 37 300 20 200 0.873 100 MPO-25 
32 1 1/4 44 300 20 230 1.075 60 MPO-32 
38 1 1/2 52 300 20 270 1.454 60 MPO-38 

45 1 3/4 60 300 20 310 1.810 60 MPO-45 
51 2 67 300 20 350 2.217 60 MPO-51 
63 2 1/2 78 300 20 400 3.320 60 MPO-63 
76 3 90.4 300 20 480 3.210 60 MPO-76 
102 4 119 300 20 600 4.280 60 MPO-102 
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OPAL SUPERFLEXIBLE PVC S&D HOSE 

 
Application  
SUCTION AND DISCHARGE OF LIQUIDS 
SUITABLE FOR ALCOHOL WITH PERCENTAGES UP TO 50% 

Technical Specification  
Tube: Clear Smooth PVC 
Cover: Clear Smooth PVC 
Reinforcement: Rigid PVC spiral (anti shock) 
Conforms To: Food Quality (approved by the IANESCO lab, PV nr 4818 on 

05/08/94) 
Temperature Range: -10°C to +60°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink 
Max Length: 50 Metres 

 

 
 

I.D O.D. WP MIN BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm Bar mm Kg/mtr  
20 - 34.8 6 100 0.25 NE020 
25 1 30.8 6 135 0.31 NE025 
30 1 3/16 36.0 6 140 0.37 NE030 

32 1 1/4 38.2 6 150 0.40 NE032 
38 1 1/2 44.8 6 180 0.53 NE038 
40 - 47.2 6 190 0.56 NE040 
50 2 58.2 5 220 0.81 NE050 
63 2 1/2 71.6 4 300 1.05 NE063 
75 3 84.6 4 345 1.39 NE075 
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CONTRACTORS AIR / WATER HOSE 

 
Application  
LOW COST, TOUGH, GENERAL-PURPOSE AIR / WATER HOSE 
FLUTED COVER FOR ABRASION RESISTANCE & REDUCED DRAG 

Technical Specification  
Tube: Smooth Black NBR/PVC Blend 
Cover: Black Fluted NBR/PVC Blend 
Reinforcement: Fully Encapsulated Polyester Cord 
Temperature Range: -15°C to +60°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 100 meters  

 

 
 
 
 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
12.5 1/2 17 150 10 100 0.127 CAW-013 
19 3/4 24.5 150 10 135 0.231 CAW-019 
25 1 37 100 7 200 0.710 CAW-025 
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FIRE REEL HOSE – RUBBER COVER 

 
Application  
FIRST AID FIRE REEL HOSE FOR WATER DELIVERY 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Smooth Red Extruded SBR Rubber 
Reinforcement: Polyester Cord 
Temperature Range: -20°C to +70°C 
Conforms to: BS EN 694 + BS3169/A 
Safety Factor:  4x W.P. 
Branding: Black Ink - FIRE REEL HOSE BS EN 694 + BS3169/A 15 BAR W.P. 

…L.D. 
Max Length: 30 meters  

 

 
I.D O.D. WP Min BEND 

Radius 
WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
19 3/4 27 225 15 120 0.49 FAF-19 
25 1 34.5 225 15 160 0.66 FAF-25 

 
Please see next page for PVC Cover 
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FIRE REEL HOSE – PVC COVER 

 
Technical Specification  

Tube: Smooth Black PVC 
Cover: Smooth Red PVC 
Reinforcement: Polyester Cord 
Temperature Range: -15°C to +60°C 
Conforms to: BS EN 694 
Safety Factor:  4x W.P. 
Branding: Black Ink - FIRE REEL HOSE BS EN 694 15 BAR W.P. …L.D. 
Max Length: 30 meters  

 

 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
19 3/4 27 225 15 130 0.38 FAF/PVC-19 
25 1 34.5 225 15 170 0.63 FAF/PVC-25 
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AQUACULTURE HOSE 

 
Application  
LIGHTWEIGHT CRUSH RESISTANT BLACK PVC HOSE FOR WATER SUCTION & 
DISCHARGE 
NON-TOXIC CONSTRUCTION 
SUITABLE FOR GARDEN PONDS AND AQUACULTURE 

Technical Specification  
Tube: Smooth Black PVC 
Cover: Black Corrugated Cover 
Reinforcement: White PVC Helix 
Temperature Range: -15°C to +65°C 
Branding: Unbranded 
Max Length: 30 meters  

 

 
 

I.D O.D. WP VACUUM Min 
BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mtrs/H2O mm Kg/mtr  
10 3/8 15.2 30 2 5.5 15 0.06 BPD-010 
12 1/2 16.5 30 2 5.5 20 0.08 BPD-012 
16 5/8 20.7 30 2 5.5 20 0.11 BPD-016 
19 3/4 24.7 30 2 5 24 0.15 BPD-019 
25 1 30.5 30 2 5 31 0.17 BPD-025 
32 1 1/4 38 30 2 5 40 0.25 BPD-032 
38 1 1/2 44.4 30 2 4 48 0.32 BPD-038 
51 2 57.2 15 1 4 64 0.43 BPD-051 
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DAIRY WASHDOWN HOSE 

  
Application  
DELIVERY OF HOT WATER & STERILIZING CHEMICALS IN DAIRY AND HYGIENIC 
ENVIRONMENT 
NOT FOR USE WITH STEAM 

Technical Specification  
Tube: Smooth White FDA Approved EPDM Rubber 

Phthalate Free 
Cover: Smooth Non-Marking EPDM Rubber 

Resistant to Abrasion and Weathering 
Reinforcement: Polyester Cord 
Temperature Range: -30° to +100°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink – HOT WATER WASHDOWN HOSE MAX TEMP 100C 10 

BAR (300PSI) W.P. … MM I.D. 
Max Length: 100 meters 

 

Sizing options and information on next page 
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I.D O.D. WP MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  
10 3/8 19 150 10 100 0.329 DWH-10-BLUE 
10 1/2 23 150 10 100 0.329 DWH-10-WHITE 
13 1/2 23 150 10 130 0.453 DWH-13-BLUE 
13 1/2 23 150 10 130 0.453 DWH-13-WHITE 
16 5/8 28 150 10 160 0.664 DWH-16-BLUE 
16 5/8 28 150 10 160 0.664 DWH-16-WHITE 
19 3/4 31 150 10 190 0.755 DWH-19-BLUE 
19 3/4 31 150 10 190 0.755 DWH-19-WHITE 
25 1 37 150 10 250 1.404 DWH-25-BLUE 
25 1 37 150 10 250 1.404 DWH-25-WHITE 
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MEDIUM DUTY SUPERFLEXIBLE PVC SUCTION & 

DISCHARGE HOSE 

 
Application  
SUCTION & DELIVERY OF WATER & SLURRY 
GOOD LOW TEMPERATURE FLEXIBILITY 
UV & OZONE RESISTANT 

Technical Specification  
Tube: Smooth Green Flexible PVC 
Cover: Slightly corrugated Green Flexible PVC 
Reinforcement: Embedded White Shockproof PVC Helix 
Temperature Range: -15°C to +65°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A 
Burst Pressure: Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 30 meters  

 

 

Sizing options and information on next page 
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I.D O.D. WP VACUUM Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mtrs 
H2O 

mm Kg/mtr  

19 3/4 25.5 175 12 8 51 0.18 MDP-019 
25 1 32 120 8 8 57 0.36 MDP-025 
32 1 1/4 39 100 7 8 72 0.46 MDP-032 
38 1 1/2 46 90 6.3 8 86 0.57 MDP-038 
51 2 60.2 80 5.3 8 114 0.83 MDP-051 
63 2 1/2 73.1 75 5 8 143 1.05 MDP-063 
76 3 86 60 4.3 8 171 1.47 MDP-076 
90 3 1/2 100.6 60 4.3 8 202 1.73 MDP-090 
102 4 113 58 3.7 8 284 2.17 MDP-102 

127 5 139.6 55 3.7 8 342 3.20 MDP-127 
152 6 166.2 45 3 8 400 4.22 MDP-152 

 

ALL VALUES MEASURED AT 20°C 
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HEAVY DUTY GREY PVC SUCTION & DISCHARGE HOSE 

 
Application  
HEAVY DUTY SUCTION & DELIVERY OF WASTE & SLURRY 
FULL VACUUM RATING 
GOOD LOW TEMPERATURE FLEXIBILITY 
UV & OZONE RESISTANT 

Technical Specification  
Tube: Smooth Grey Flexible PVC 
Cover: Slightly Corrugated Grey Flexible PVC 
Reinforcement: Embedded White Shockproof PVC Helix 
Temperature Range: -15°C to +65°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 

 

 
 

I.D O.D. WP VACUUM Min 
BEND 
Radius 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mtrsH2O mm Kg/mtr mtr  
38 1 1/2 48 87 6.0 10 175 0.69 50 HDG-038 
51 2 61 72 5.0 10 235 1.00 50 HDG-051 
63 2 1/2 75 65 4.5 9 300 1.40 50 HDG-063 
76 3 88 65 4.5 9 375 1.72 50 HDG-076 
102 4 116 50 3.5 8 490 2.70 50 HDG-102 
127 5 141 43 3.0 8 650 3.65 20 HDG-127 
152 6 168 29 2.0 8 780 5.10 20 HDG-152 

 

ALL VALUES MEASURED AT 20°C 
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INDUSTRIAL CLEAR PVC SUCTION & DISCHARGE HOSE 

 
Application  
SUCTION & DELIVERY OF WATER & SLURRY 
SOME CHEMICAL RESISTANCE – PLEASE ENQUIRE 
FULL VACUUM RESISTANCE 
ALSO AVAILABLE IN FOOD QUALITY – SEE ACP RANGE 

Technical Specification  
Tube: Smooth Clear PVC Tube 
Cover: Smooth Clear PVC 
Reinforcement: Embedded Steel Wire Helix 
Temperature Range: -15°C to +65°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 30 meters  

 

 
 

I.D O.D. WP VACUUM Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mtrsH2O mm Kg/mtr  
13 1/2 19.2 175 12 9 40 0.21 CWS-012 
16 5/8 22.2 175 12 9 45 0.26 CWS-016 
19 3/4 26 160 11 9 50 0.33 CWS-019 
25 1 33 150 10 9 60 0.52 CWS-025 
32 1 1/4 40.2 130 9 9 80 0.66 CWS-032 
38 1 1/2 47 130 9 9 95 0.80 CWS-038 
51 2 61.8 100 7 9 125 1.30 CWS-051 
63 2 1/2 74 100 7 9 150 1.80 CWS-063 
76 3 90 70 4.7 9 200 2.30 CWS-076 
102 4 118 45 3 9 325 3.70 CWS-102 

ALL VALUES MEASURED AT 20°C 
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EXTRA PRESSURE PVC SUCTION & DISCHARGE HOSE 

 
Application  
HIGHER PRESSURE CLEAR HOSE WITH FULL VACUUM RATING  
FOR CHEMICAL RESISTANCE PLEASE CONTACT US  

Technical Specification  
Tube: Smooth Clear PVC Tube 
Cover: Smooth Clear PVC 
Reinforcement: Fully embedded galvanised steel wire helix with additional 

polyester spiral reinforcement 
Temperature Range: -5°C to +65°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink - VACUPRESS CRISTAL FOOD QUALITY 90/128 CEE E 

SUCC. MOB –5C+65C VACUUM 9mH2O 
 

 
 

I.D O.D. WP VACUUM Min BEND 
Radius 

WEIGHT MAX 
COIL 

CODE 

mm Ins mm psi Bar mtrs 
H2O 

mm Kg/mtr mtrs  

19 3/4 28 300 20 9 80 0.45 60 CRS-019 
25 1 35.5 300 20 9 90 0.67 60 CRS-025 
32 1 1/4 42.5 230 16 9 110 0.80 60 CRS-032 
38 1 1/2 51 203 14 9 135 1.15 30 CRS-038 
40  53 203 14 9 140 1.20 30 CRS-040 
45 1 3/4 58 203 14 9 155 1.40 30 CRS-045 
50 2 63.5 203 14 9 170 1.60 30 CRS-050 
63 2 1/2 77 175 12 9 205 1.80 30 CRS-063 
76 3 92 175 12 9 280 2.30 30 CRS-076 
102 4 119 150 10 9 390 3.70 30 CRS-102 

 

ALL VALUES MEASURED AT 20°C 

 

http://www.hoseworld.com/
mailto:info@hoseworld.com


 

 01890 752 555 | www.hoseworld.com | info@hoseworld.com   39 
 

2 

W
A

T
E

R
 

LIGHT DUTY BLUE PVC LAYFLAT 

 
Application  
DELIVERY OF WATER AND LIGHT SLURRY 

Technical Specification  
Tube: Smooth Black PVC 
Cover: Smooth Blue PVC 
Reinforcement: High Tensile Polyester Cord 
Temperature Range: -10°C to +60°C 
Branding: Unbranded 
Max Length: 100 Metres 

 

 
 
 

I.D WP WEIGHT CODE 
mm Ins psi Bar Kg/mtr  
25 1 60 4 0.15 LDB-025 
32 1 1/4 60 4 0.18 LDB-032 
38 1 1/2 60 4 0.21 LDB-038 
51 2 60 4 0.28 LDB-051 
60 2 3/8 60 4 0.31 LDB-060 
63 2 1/2 60 4 0.36 LDB-063 
76 3 60 4 0.46 LDB-076 
102 4 60 4 0.62 LDB-102 
127 5 45 3 0.97 LDB-127 
152 6 45 3 1.10 LDB-152 
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POTABLE WATER LAYFLAT DELIVERY HOSE BLUE COVER 

 
Application  
FOOD QUALITY 
FDA APPROVED 
WIDE RANGE OF CHEMICAL RESISTANCE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Extruded Thermoplastic Polyurethane (TPU) 
Cover: Filament Polyester Yarn 
Conforms To: BS 6920 WRAS Material – BS 6391 Type 2  
Temperature Range: -50°C to +75°C 
Burst Pressure:  Minimum 2x W.P. 
Branding: Blue Ink – Image of Glass & Fork 
Max Length: 100 meters 

 

 
 

I.D Wall Thickness WP WEIGHT CODE 
mm Ins mm Bar Kg/mtr  
25 1 1.60 25 0.160 WRC-025 
38 1 1/2 2.01 22 0.300 WRC-038 
51 2 2.30 22 0.400 WRC-051 
63 2 1/2 2.90 21 0.550 WRC-063 

76 3 2.90 21 0.620 WRC-076 
102 4 2.90 18 1.050 WRC-102 
127 5 3.00 15 1.400 WRC-127 
152 6 3.20 16 1.750 WRC-152 

 

ALL VALUES MEASURED AT 20°C 
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HEAVY DUTY YELLOW PVC LAYFLAT HOSE 

 
Application  
WATER & SLURRY DELIVERY HOSE 

Technical Specification  
Tube: Smooth Yellow PVC 
Cover: Smooth Yellow PVC 
Reinforcement: High Tensile Polyester Yarn 
Temperature Range: -10°C to +60°C 
Branding: Unbranded 
Max Length: 100 meters  

 

 
I.D Wall Thickness Distance over Flat Working Pressure CODE 

mm ins mm mm ins psi Bar  
25 1 1.2 45 1 3/4 90 6 HDY-025 
32 1 1/4 1.2 54.2 2 1/8 115 8 HDY-032 
38 1 1/2 1.2 68 2 5/8 90 6 HDY-038 
51 2 1.85 87.5 3 1/2 90 6 HDY-051 
63 2 1/2 2 107 4 1/4 115 8 HDY-063 
76 3 2.1 128 5 90 6 HDY-076 
102 4 2.3 169 6 5/8 90 6 HDY-102 
127 5 2.5 200 8 90 6 HDY-127 
152 6 2.7 250 10 90 6 HDY-152 
203 8 2.7 335 13 90 6 HDY-203 

 

ALL VALUES MEASURED AT 20°C 
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UNCOATED LAYFLAT FIRE / GP HOSE 

 
Application  
WATER DELIVERY HOSE FOR FIRE FIGHTING / AGRICULTURAL / GENERAL PURPOSE 
INDUSTRIAL APPLICATIONS 

Technical Specification  
Tube: Smooth Black SBR Rubber with NBR Synthetic Adhesive 
Cover: Uncoated White Circular Woven Twill 
Temperature Range: -20°C to +60°C 
Conforms to: BS 6391 TYPE 1, DIN 14811, DIN EN 14540 
Branding: Unbranded 
Max Length: 30 meters  

 

Fittings Options 
Available on request with: 

Wired In 
or 
Banded on Light Alloy Couplings 

 
 

I.D Wall Thickness WP WEIGHT CODE 
mm Ins mm psi Bar Kg/mtr  
25 1 1.3 245 17 0.14 ULF-25 

38 1 1/2 1.4 220 15 0.19 ULF-38 
45 1 3/4 1.4 175 12 0.22 ULF-45 
52 2 1.5 175 12 0.25 ULF-52 
64 2 1/2 1.6 175 12 0.31 ULF-64 
70 2 3/4 1.6 175 12 0.35 ULF-70 
76 3 1.6 175 12 0.39 ULF-76 
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RED LAYFLAT FIRE / GP HOSE 

 
Application  
WATER DELIVERY HOSE FOR FIRE FIGHTING / AGRICULTURAL / GENERAL PURPOSE 
INDUSTRIAL 
SUITABLE FOR USE WITH SEA WATER 

Technical Specification  
Tube: Smooth Red EPDM Rubber 
Cover: Red Ribbed SBR Rubber 
Reinforcement: Circular through woven synthetic Yarn 
Temperature Range: -30°C to +100°C 
Conforms to: BS 6391 Type 2, DIN 14811 
Branding: Unbranded 
Max Length: 30 meters  

 

Fittings Options 
Available on request with: 

Wired In 
or 
Banded on Light Alloy Couplings 

 
I.D Wall 

Thickness 
WP WEIGHT CODE 

mm Ins mm psi Bar Kg/mtr  
38 1 1/2 2.1 250 16 0.215 RCLF-38 
45 1 3/4 2.1 250 16 0.250 RCLF-45 
52 2 2.3 250 16 0.275 RCLF-52 
64 2 1/2 2.3 250 16 0.380 RCLF-64 
70 2 3/4 2.6 250 16 0.410 RCLF-70 
76 3 2.6 250 16 0.445 RCLF-76 
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HEAVY DUTY RUBBER DRAG IRRIGATION HOSE 

 
Application  
WATER / SLURRY DELIVERY IN IRRIGATION AND TRAVELLING 
IRRIGATION SYSTEMS 
OIL & FUEL RESISTANT 

Technical Specification  
Tube: Smooth Black NBR / PVC Compound 
Cover: Smooth Black NBR / PVC Compound 
Reinforcement: High Tensile Polyester / Polyamide Textile 
Temperature Range: -20°C to +100°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A 
Branding: Unbranded 
Max Length: 200 meters  

 

 
 
 

I.D Wall 
Thickness 

WP Burst 
Pressure 

Breaking 
Strength 

WEIGHT CODE 

mm Ins mm psi Bar Bar Kg Kg/mtr  
38 1 1/2 2 300 20 50 1700 0.28 RLF-38 
52 2 2.2 300 20 50 3700 0.40 RLF-52 
65 2 1/2 2.2 300 20 50 4300 0.51 RLF-65 
76 3 2.5 300 20 50 6500 0.75 RLF-76 
90 3 1/2 2.8 300 20 50 8500 0.90 RLF-90 
102 4 2.8 260 18 45 9500 1 RLF-102 
114 4 1/2 3 260 18 45 10800 1.17 RLF-114 
127 5 3 230 16 45 12000 1.4 RLF-127 
152 6 3 200 14 35 14000 1.7 RLF-152 
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SEWER JETTING HOSE 

 
Application  
HIGH PRESSURE SEWER CLEANING 

Technical Specification  
Tube: Smooth White Nylon 
Cover: Smooth Orange Polyurethane 
Reinforcement: Aramid Fibre 
Temperature Range: -40°C to +60°C 
Burst Pressure:  2.5x W.P. 
Branding: Unbranded 

 

 
 
 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT COIL 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtrs  
13 1/2 21 2500 175 100 0.23 100 SJH-08/100 
13 1/2 21 2500 175 100 0.23 120 SJH-08/120 
19 3/4 29 2500 175 125 0.30 100 SJH-12/100 
19 3/4 29 2500 175 125 0.30 120 SJH-12/120 
25 1 37 2500 175 160 0.63 100 SJH-16/100 
25 1 37 2500 175 160 0.63 120 SJH-16/120 
32 1 1/4 46 2500 175 250 1.43 100 SJH-20/100 
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RUBBER COVER SEWER JETTING HOSE 

 
Application  
HIGH PRESSURE SEWER JETTING  
DRAIN FLUSHING 
CAN BE USED AS HIGH-PRESSURE AIR OR WATER HOSE 

Technical Specification  
Tube: Smooth Black BR/NR/SBR Rubber 
Cover: Smooth Wrapped Finish Black NR/BR/SBR Rubber 

Highly Resistant to Abrasion  
Good Resistance to Weathering 

Reinforcement: 2 Textile Braids 
Temperature Range: -40°C to +100°C – intermittent use to 120°C 
Burst Pressure:  3x W.P. 
Branding: Yellow/Green Ink - PRIMA A W.P. 250 BAR (3625PSI) ….MM I.D. 

…QTR/…YR 
 

Fittings Options 
Fitted with Swaged on straight BSP 60° Cone Seat Male / Female Couplings 

 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT Standard 
Lengths 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
12.7 1/2 26.6 3625 250 70 0.450 100 / 120 RPWH-08 
19 3/4 31 3625 250 95 0.665 100 / 120 /150 RPWH-12 
25.4 1 39.3 3625 250 110 0.900 100 / 120 / 150 RPWH-16 
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HIGH TEMPERATURE PRESSURE WASHER HOSE 

 
Application  
HIGH PRESSURE JET WASHING 
SUITABLE FOR HOT WATER & DETERGENTS 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Blue Wrapped Finish Pin Pricked & Non-Marking 
Reinforcement: Single or Double High Tensile Steel Wire Braids 
Temperature Range: -40°C to +155°C 
Branding: White Ink - HOT WATER PRESSURE WASHER HOSE ***BAR 

(***PSI) W.P. MAX TEMP 155C 
Max Length: 100 meters  

 

Accessories 
Sleeves Available 

 
SINGLE WIRE BRAID 

I.D. O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6.3 1/4 13.2 2900 210 100 0.23 PWH-06-1W 
10 3/8 16 2900 210 127 0.33 PWH-10-1W 
13 1/2 21 2900 210 165 0.55 PWH-13-1W 

 
 

DOUBLE WIRE BRAID 
I.D O.D. WP Min BEND 

Radius 
WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6.3 1/4 14.7 5800 400 155 0.35 PWH-06-2W 
8 5/16 16.3 5000 350 160 0.39 PWH-08-2W 
10 3/8 18 5000 350 165 0.50 PWH-10-2W 
12.5 1/2 23 5000 350 180 0.60 PWH-13-2W 
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RUBBER WATER SUCTION & DISCHARGE HOSE 

 
Application  
SUCTION & DELIVERY OF WATER AND SLURRY 

Technical Specification  
Tube: Smooth Black Abrasion Resistant NR/SBR Rubber 
Cover: Wrapped Black SBR/EPDM Rubber Resistant to Abrasion / 

Weathering 
Reinforcement: Textile Plies and Steel Wire Helix 
Temperature Range: -20°C to +70°C 
Vacuum Rating: 80% 
Burst Pressure: Minimum 3x W.P. 
Branding: Yellow Ink on Black Stripe - WATER S & D W.P. 10 BAR (150psi) 
Max Length: 60 meters  

 

 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm mm psi Bar mm Kg/mtr  
19 29 150 10 125 0.71 SWSD-19 
25 35 150 10 152 0.86 SWSD-25 
32 42 150 10 190 1.12 SWSD-32 
38 48 150 10 228 1.26 SWSD-38 
51 61 150 10 305 1.78 SWSD-51 
63 75 150 10 380 2.39 SWSD-63 
76 87 150 10 450 2.93 SWSD-76 
102 115 150 10 600 4.66 SWSD-102 
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PVC PRESSURE HOSE 

 
Application  
TRANSPORT OF COMPRESSED AIR, WATER, DIESEL (NOT FOR BIOFUEL) 
PNEUMATIC TOOLS 
GENERAL WORKSHOP USE  
FOR CHEMICAL RESISTANCE PLEASE CONTACT US  

Technical Specification  
Tube: Clear Smooth PVC 
Cover: Smooth Clear or Coloured PVC 
Reinforcement: Fully Encapsulated Polyester Cord 
Temperature Range: -15°C to +65°C 
Conforms to: BS6066 + ISO5774 + BS EN ISO 6224 

FDA Approved Materials 
Phthalate, Cadmium and Silicone Free 
NSF 51 Food Materials & NSF 61 Drinking Water (Clear Only) 
Food Quality (EU) No. 10/2011 Simulants A, B, C 
DEHP Free 

Branding: Unbranded 
 

 

Sizing options and information on next page 
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Colour Options available for 30 Metre coils 
Add suffix to code to request colour 
-CL Clear 
-BLA BLACK 
-BLU BLUE 
-RED RED 
-YEL YELLOW 
Example: BPP-HD-19-BLA  

 
I.D O.D. WP Min BEND Radius WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
5 3/16 10.0 350 25 32.5 0.071 BPP-HD-05 
6.3 1/4 11.4 330 22 41.0 0.077 BPP-HD-06 
8 5/16 13.2 315 21 52.0 0.100 BPP-HD-08 

10 3/8 16.0 300 20 65.0 0.120 BPP-HD-10 
12.5 1/2 18.2 240 16 81.3 0.160 BPP-HD-13 
16 5/8 23.0 225 15 104.0 0.217 BPP-HD-16 
19 3/4 25.6 225 15 123.5 0.300 BPP-HD-19 
25 1 32.6 200 13 163.0 0.444 BPP-HD-25 
32 1 1/4 41.6 120 8 208.0 0.670 BPP-HD-32 
38 1 1/2 48.0 120 8 247.0 0.733 BPP-HD-38 
50 2 60.0 120 8 325.0 1.056 BPP-HD-50 

 
100 Metre Coils also available in CLEAR only see below: 

 

I.D O.D. WP Min BEND Radius WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  
6.3 1/4 11.4 330 22 41.0 0.077 BPP-HD-06-CL/100 
8 5/16 13.2 315 21 52.0 0.100 BPP-HD-08-CL/100 
10 3/8 16.0 300 20 65.0 0.120 BPP-HD-10-CL/100 
12.5 1/2 18.2 240 16 81.3 0.160 BPP-HD-13-CL/100 
16 5/8 23.0 225 15 104.0 0.217 BPP-HD-16-CL/100 
19 3/4 25.6 225 15 123.5 0.300 BPP-HD-19-CL/100 
25 1 32.6 200 13 163.0 0.444 BPP-HD-25-CL/100 
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SUNNY BLUE PVC LAYFLAT HOSE 

 
Application  
WATER & LIGHT SLURRY DELIVERY HOSE 

Technical Specification  
Tube: Smooth Blue PVC 
Cover: Smooth Blue PVC 
Reinforcement: Polyester Yarn 
Temperature Range: -20°C to +60°C 
Branding: Sunny Hose 
Max Length: 100 meters  

 

 
I.D Wall 

Thickness 
O.D. Distance over 

Flat 
WEIGHT Working 

Pressure 
CODE 

mm ins mm mm mm ins Kg/mtr psi Bar  
26 1 1.50 29 45 1 3/4 0.165 100 7 SLF1 
32 1 1/4 1.25 34.5 54.2 2 1/8 0.220 87 6 SLF125 
41 1 1/2 1.25 43.5 68 2 5/8 0.205 70 5 SLF15 
53 2 1.30 55.6 87.5 3 1/2 0.270 65 4.5 SLF2 
66 2 1/2 1.50 69 107 4 1/2 0.380 57 4 SLF25 
78 3 1.70 81.4 128 5 0.530 57 4 SLF3 
104 4 1.75 107.5 169 6 5/8 0.705 57 4 SLF4 
128 5 1.85 131.7 200 8 0.935 45 3 SLF5 
155 6 1.95 1.175 250 10 1.175 45 3 SLF6 
207.5 8 2.20 211.9 335 13 1.785 45 3 SLF8 
257 10 2.50 257 406 16 2.650 35 2.5 SLF10 

 

ALL VALUES MEASURED AT 20°C 
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HOT WATER & STEAM RANGE 
HEAVY DUTY HIGH TEMPERATURE EPDM RUBBER WATER DELIVERY HOSE ........ 53 

TEXTILE BRAIDED STEAM HOSE ......................................................................... 55 

HOT AIR / STEAM DUCTING ............................................................................... 56 

UNREINFORCED SILICONE TUBE ....................................................................... 58 

PLATINUM CURED - SILICONE STEAM TUBE ....................................................... 60 

ALFACLEAN 40 BAR ........................................................................................... 63 

DAIRY WASHDOWN HOSE................................................................................. 64 

FOOD QUALITY DAIRY STEAM HOSE .................................................................. 65 

HIGH TEMPERATURE EPDM WATER S & D HOSE ................................................ 66 

STEEL STEAM HOSE .......................................................................................... 68 

CORRUGATED WATER S & D HOSE .................................................................... 70 
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HEAVY DUTY HIGH TEMPERATURE EPDM RUBBER WATER 

DELIVERY HOSE 

 
Application  
DELIVERY OF HOT WATER AND SLURRY. 
ROBUST HOSE FOR ARDUOUS CONDITIONS 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black Abrasion Resistant EPDM Rubber 
Cover: Wrapped Black EPDM Rubber Resistant to Abrasion/Weathering 
Reinforcement: Textile Plies 
Temperature Range: -30°C to +100°C - Intermittent to 130°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink on Green Stripe – EPDM WATER DELIVERY 15 BAR / 

225PSI WP MAX TEMP 100°C 
 

Sizing options and information on next page 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

http://www.hoseworld.com/
mailto:info@hoseworld.com


 

 01890 752 555 | www.hoseworld.com | info@hoseworld.com   54 
 

3 

H
O

T
 W

A
T

E
R

 A
N

D
 S

T
E

A
M

 

I.D O.D. WP WEIGHT MAX 
LENGTH 

CODE 

      
mm Ins mm psi Bar Kg/mtr mtr  
19 3/4 30 225 15 0.680 60 HDWDH-019 
22 7/8 32 225 15 0.682 60 HDWDH-022 
25 1 35 225 15 0.723 60 HDWDH-025 
32 1 1/4 44 225 15 1.147 60 HDWDH-032 
35 1 3/8 47 225 15 1.238 60 HDWDH-035 
38 1 1/2 51 225 15 1.461 60 HDWDH-038 
42 1 5/8 55 225 15 1.585 60 HDWDH-042 
45 1 3/4 60 225 15 1.979 60 HDWDH-045 
51 2 65 225 15 2.040 60 HDWDH-051 

55 2 1/8 69 225 15 2.181 60 HDWDH-055 
57 2 1/4 71 225 15 2.206 60 HDWDH-057 
60 2 3/8 74 225 15 2.357 60 HDWDH-060 
63 2 1/2 77 225 15 2.462 60 MDWDH-063 
70 2 3/4 84 225 15 2.710 40 HDWDH-070 
76 3 90 225 15 2.917 60 HDWDH-076 
90 3 1/2 105 225 15 3.674 60 HDWDH-090 
102 4 118 225 15 3.850 60 HDWDH-102 
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TEXTILE BRAIDED STEAM HOSE 

 
Application  
DELIVERY OF HOT WATER & STEAM IN INDUSTRIAL ENVIRONMENTS 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Wrapped Finish PIN Pricked Black EPDM Rubber  

Resistant to Abrasion & Weathering 
Reinforcement: Textile Plies 
Temperature Range: -30°C to +165°C 
Conforms to: BS5122/A, ISO 6134 
Burst Pressure:  Minimum 10x W.P. 
Branding: Black Ink on Orange Stripe – STEAM HOSE 7BAR (100PSI) MAX. 

TEMP 165C BS 5122/A 
Max Length: 50 meters  

 

 
 
 

I.D O.D. WP WEIGHT CODE 
mm Ins mm psi Bar Kg/mtr  
13 1/2 24 100 7 0.40 SH-013 
19 3/4 31 100 7 0.55 SH-019 
25 1 37 100 7 0.75 SH-025 
32 1 1/4 46 100 7 1.05 SH-032 
38 1 1/2 52 100 7 1.22 SH-038 
45 1 3/4 - 100 7 1.55 SH-045 
51 2 67 100 7 1.75 SH-051 
63 2 1/2 81 100 7 2.54 SH-063 
76 3 95 100 7 3.35 SH-076 

 

NOTE - ALWAYS DRAIN FULLY AFTER USE 
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HOT AIR / STEAM DUCTING 

 
Application  
MULTI-PURPOSE DUCTING FOR GASES, 
VEHICLE ENGINE AIR INTAKE & BRAKE COOLING  
VENTILATION IN MECHANICAL & PLANT ENGINEERING 

Technical Specification  
Body: 0.5mm Thermoplastic Rubber TPE Antistatic 
Reinforcement: Fully embedded Spring Steel Wire Helix 
Temperature Range: -40°C to +125°C – intermittent to 150°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A 
Branding: Unbranded 
Max Length: 10 meters  

 

 

Sizing options and information on next page 
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I.D O.D. WP VACUUM Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm Bar Bar mm Kg/mtr  
40 - - 0.350 0.15 40 0.20 LF-040 
45 1 3/4 - 0.350 0.13 45 0.215 LF-045 
51 2 58 0.235 0.105 33 0.23 LF-051 
60 2 3/8 68 0.195 0.09 38 0.26 LF-060 
63 2 3/8 - 0.350 0.08 63 0.28 LF-063 
70 2 3/4 78 0.170 0.075 43 0.30 LF-070 
75-76 3 83 0.160 0.070 46 0.33 LF-076 
80 - 88 0.150 0.065 48 0.36 LF-080 
90 3 1/2 - 0.17 0.05 80 0.36 LF-090 
100-102 4 109 0.120 0.055 58 0.52 LF-102 

110 - - 0.15 0.04 110 0.45 LF-110 
120 - - 0.15 0.04 120 0.49 LF-120 
125-127 5 134 0.095 0.045 71 0.64 LF-127 
130 - - 0.13 0.04 130 0.551 LF-130 
140 5 1/2 148 0.085 0.040 78 0.71 LF-140 
150-152 6 159 0.080 0.020 98 0.91 LF-150 
160 6 3/8 168 0.075 0.025 83 0.80 LF-160 
178-180 7 188 0.065 0.020 98 0.91 LF-180 
200-203 8 210 0.060 0.020 108 1.01 LF-200 
220 - - 0.07 0.020 220 1.01 LF-220 
229 9 - 0.07 0.020 229 1.12 LF-229 
250 - 258 0.050 0.015 133 1.21 LF-250 
280 11 - 0.06 0.01 280 1.23 LF-280 
300 - - 0.05 0.01 300 1.39 LF-300 
315 - - 0.05 0.01 315 1.45 LF-315 
325 12 3/4 - 0.05 0.01 325 1.56 LF-325 
350 - - 0.04 0.01 350 1.62 LF-350 
375 14 3/4 - 0.04 0.01 375 1.81 LF-375 
400 15 3/4 - 0.04 0.01 400 1.90 LF-400 
450 17 3/4 - 0.03 0.01 450 2.10 LF-450 
500 19 3/4 - 0.03 0.01 500 2.37 LF-500 

 

ALL VALUES MEASURED AT 20°C 
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UNREINFORCED SILICONE TUBE 

 
Application  
SILICONE TUBE FOR STEAM 
SUITABLE FOR FOOD & PHARMACEUTICAL APPLICATIONS 
VAPOUR STERILIZATION TO 3.8 BAR 
HOT AIR STERILIZATION TO 250°C 
NON-TASTING & NON-TAINTING 

Technical Specification  
Tube: Smooth Extruded Translucent Peroxide Cured Silicone Rubber 
Conforms To: FDA 177.2600 
Temperature Range: -60°C to +220°C 
Branding: Unbranded 
Max Length: 25 meters 

 

Sizing options and information on next page 
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I.D O.D. WEIGHT CODE 

mm Ins mm Kg/mtr  
1 - 2 0.010 SIL-01 
1.5 - 3 0.010 SIL-01.5 
3 1/8 5 0.010 SIL-03 
4 - 6 0.020 SIL-04 
5 - 8 0.040 SIL-05 
6 1/4 9 0.060 SIL-06 
8 5/16 12 0.080 SIL-08 
10 3/8 14 0.090 SIL-10 
12.7 1/2 19 0.220 SIL-12.7 
16 5/8 22.5 0.250 SIL-16 

20 3/4 26.5 0.290 SIL-20X 
25 1 31.5 0.330 SIL-25 
30 - 36 0.380 SIL-30 
32 1 1/4 37 0.420 SIL-32 
35 1 3/8 41 0.450 SIL-35 
38 1 1/2 44 0.475 SIL-38 
40 - 46 0.500 SIL-40 
45 1 3/4 51 0.560 SIL-45 
50 2 56 0.620 SIL-50 
60 2 3/8 70 1.270 SIL-60 

 

ALL VALUES MEASURED AT 20°C 
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PLATINUM CURED - SILICONE STEAM TUBE 

 
Application  
SILICONE TUBE FOR STEAM. ALSO SUITABLE FOR FOOD & PHARMACEUTICAL 
APPLICATIONS 
VAPOUR STERILIZATION TO 3.8 BAR 
HOT AIR STERILIZATION TO 250°C 
NON-TASTING, NON-TAINTING 

Technical Specification  
Tube: Smooth Extruded Translucent Platinum Cured 
Temperature Range: -40°C to +200°C 
Conforms to: FDA 177.2600 
Branding: Unbranded 
Shore Hardness: A 
Max Length: 25 meters  

 

 

Sizing options and information on next page 
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I.D O.D. CODE 

mm Ins mm  
0.5 - 1.5 SIL-0.50/1.50 
0.5 - 2.1 SIL-0.50/2.10 
0.8 - 2.4 SIL-0.50/2.40 
1.0 - 2.0 SIL-1.0/2.0 
1.0 - 3.0 SIL-1.0/3.0 
1.5 - 2.5 SIL-1.50/2.50 
1.5 - 3.0 SIL-1.5/3.0 
1.5 - 3.5 SIL-1.50/3.50 
1.6 - 3.2 SIL-1.60/3.20 
1.6 - 4.8 SIL-1.60/4.80 

2.0 - 4.0 SIL-2.0/4.0 
2.0 - 6.0 SIL-2.0/6.0 
2.4 - 4.0 SIL-2.4/4.0 
3.0 1/8 5.0 SIL-3.0/5.0 
3.0 1/8 6.0 SIL-3.0/6.0 
3.0 1/8 7.0 SIL-3.0/7.0 
3.2 - 4.8 SIL-3.0/4.8 
3.2 - 5.2 SIL-3.0/5.20 
3.2 - 6.4 SIL-3.20/6.40 
4.0 - 5.6 SIL-4.0/5.6 
4.0 - 6.0 SIL-4.0/6.0 
4.0 - 7.0 SIL-4.0/7.0 
4.0 - 8.0 SIL-4.0/8.0 
4.0 - 10.0 SIL-4.0/10.0 
4.8 - 6.4 SIL-4.80/6.40 
4.8 - 8.0 SIL-4.8/8.0 
4.8 - 9.6 SIL-4.80/960 
5.0 - 7.0 SIL-5.0/7.0 
5.0 - 8.0 SIL-5.0/8.0 
5.0 - 9.0 SIL-5.0/8.0 
5.0 - 10.0 SIL-5.0/10.0 
6.0 1/4 8.0 SIL-6.0/8.0 
6.0 1/4 9.0 SIL-6.0/9.0 
6.0 1/4 10.0 SIL-6.0/10.0 
6.0 1/4 12.0 SIL-6.0/12.0 
6.3 - 9.5 SIL-6.30/9.50 
6.3 - 11.1 SIL-6.30/11.10 
6.3 - 12.7 SIL-6.30/12.70 
6.4 - 8.0 SIL-6.40/8.0 
7.0 - 10.0 SIL-7.0/10.0 
7.0 - 11.0 SIL-7.0/11.0 
7.0 - 13.0 SIL-7.0/13.0 
8.0 5/16 10.0 SIL-8.0/10.0 
8.0 5/16 11.2 SIL-8.0/11.2 
8.0 5/16 12.0 SIL-8.0/12.0 
8.0 5/16 12.8 SIL-8.0/12.80 
8.0 5/16 13.0 SIL-8.0/13.0 
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I.D O.D. CODE 
mm Ins mm  
8.0 5/16 14.0 SIL-8.0/14.0 
8.0 5/16 16.0 SIL-8.0/16.0 
9.0 - 13.0 SIL-9.0/13.0 
9.0 - 15.0 SIL-9.0/15.0 
9.5 - 15.9 SIL-9.5/15.90 
9.6 - 12.8 SIL-9.60/12.80 
9.6 - 14.4 SIL-9.60/14.40 
10.0 3/8 12.0 SIL-10.0/12.0 
10.0 3/8 14.0 SIL-10.0/14.0 
10.0 3/8 15.0 SIL-10.0/15.0 
10.0 3/8 16.0 SIL-10.0/16.0 
10.0 3/8 18.0 SIL-10.0/18.0 
12.0 - 16.0 SIL-12.0/16.0 
12.7 - 19.1 SIL-12.7/19.1 
12.8 - 16.0 SIL-12.8/16.0 
12.8 - 17.6 SIL-12.8-17.6 
13.0 1/2 19.0 SIL-13.0/19.0 
15.0 - 21.0 SIL-15.0/21.0 
16.0 5/8 20.8 SIL-16.0/20.80 
16.0 5/8 22.0 SIL-16.0/22.0 
16.0 5/8 26.0 SIL-16/26 
19.0 3/4 25.4 SIL-19.0/25.40 
20.0 - 26.0 SIL-20.0/26.0 
22.0 7/8 28.0 SIL-22.0/28.0 
25.0 1 31.0 SIL-25.0/31.0 
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ALFACLEAN 40 BAR 

 
Application  
FOOD QUALITY 
HIGH FLEXIBILITY 
RESISTANT TO ANIMAL FATS 

Technical Specification  
Tube: Layered PVC 
Cover: Layered PVC 
Reinforcement: Durable Textile Wire 
Temperature Range: -15°C to +70°C 
Branding: Black Ink – PROFILTRESS 40/120bar ..X..mm 
Max Length: 50 Metres 

 

Sizing options and information on next page 
 
 
 

I.D O.D. WP BURST 
PRESSURE 

MIN 
BEND 

RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm Bar Bar mm Kg/mtr mtr  
12 - 20 40 120 110 0.260 50 AFCL1220 
19 - 28 40 120 165 0.420 50 AFCL1928 

 

ALL VALUES MEASURED AT 23°C 
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DAIRY WASHDOWN HOSE 

  
Application  
DELIVERY OF HOT WATER & STERILIZING CHEMICALS IN DAIRY AND HYGIENIC 
ENVIRONMENT 
NOT FOR USE WITH STEAM 

Technical Specification  
Tube: Smooth White FDS Approved EPDM Rubber 

Phthalate Free 
Cover: Smooth Non-Marking EPDM Rubber 

Resistant to Abrasion and Weathering 
Reinforcement: Polyester Cord 
Temperature Range: -30° to +100°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink – HOT WATER WASHDOWN HOSE MAX TEMP 100C 10 

BAR (300PSI) W.P. … MM I.D. 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  
10 3/8 19 150 10 100 0.329 DWH-10-BLUE 
10 1/2 23 150 10 100 0.329 DWH-10-WHITE 
13 1/2 23 150 10 130 0.453 DWH-13-BLUE 
13 1/2 23 150 10 130 0.453 DWH-13-WHITE 
16 5/8 28 150 10 160 0.664 DWH-16-BLUE 
16 5/8 28 150 10 160 0.664 DWH-16-WHITE 
19 3/4 31 150 10 190 0.755 DWH-19-BLUE 
19 3/4 31 150 10 190 0.755 DWH-19-WHITE 
25 1 37 150 10 250 1.404 DWH-25-BLUE 
25 1 37 150 10 250 1.404 DWH-25-WHITE 
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FOOD QUALITY DAIRY STEAM HOSE 

 
Application  
HOT WATER & STEAM IN FOOD, DAIRY & HYGIENIC ENVIRONMENTS 
RESISTANT TO CIP TREATMENTS 
VERY FLEXIBLE 
LIGHTWEIGHT 
NON-MARKING 

Technical Specification  
Tube: Smooth White Food Quality EPDM Rubber 
Cover: Wrapped Blue Non-Marking PIN Pricked EPDM Cover 
Reinforcement: Textile Plies 
Temperature Range: -30°C to +160°C 
Conforms to: BS 5122 Type A2, BS EN ISO 6134, FDA Approval 
Burst Pressure: Minimum 10x W.P. 
Branding: Blue Ink on White Stripe – DAIRY STEAM HOSE 7 BAR (100PSI) 

WP MAX TEMP 160C 
Max Length: 60 meters  

 

 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
13 1/2 25 100 7 100 0.55 BDS-013 
19 3/4 32 100 7 155 0.78 BDS-019 
25 1 40 100 7 205 1.13 BDS-025 
32 1 1/4 47 100 7 255 1.31 BDS-032 
38 1 1/2 52 100 7 305 1.49 BDS-038 
51 2 67 100 7 405 2.26 BDS-051 
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HIGH TEMPERATURE EPDM WATER S & D HOSE 

 
Application  
SUCTION & DELIVERY OF HOT WATER & SLURRY 
FULL VACUUM RESISTANCE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Wrapped Black EPDM Rubber Resistant to Abrasion / Weathering 
Reinforcement: Textile Plies and Steel Wire Helix 
Temperature Range: -30°C to +100°C – Intermittent to 130°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink on Yellow Stripe – EPDM WATER SUCTION & 

DISCHARGE 10 BAR (150psi) W.P. MAX TEMP 100C 
Vacuum bar: 0.92 

 

 

Sizing options and information on next page 
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I.D O.D. WP Min BEND 
Radius 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
19 3/4 30 150 10 100 0.61 60 WSD-019 
25 1 35 150 10 125 0.69 60 WSD-025 
25 1 35 150 10 125 0.69 80 WSD-025/80 
32 1 1/4 45 150 10 160 1.13 60 WSD-032 
32 1 1/4 45 150 10 160 1.13 80 WSD-032/80 
35 1 3/8 47 150 10 175 1.31 60 WSD-035 
38 1 1/2 51 150 10 190 1.41 60 WSD-038 
38 1 1/2 51 150 10 190 1.41 80 WSD-038/80 
45 1 3/4 56 150 10 225 1.65 60 WSD-045 
51 2 65 150 10 255 1.90 60 WSD-051 

51 2 65 150 10 255 1.90 80 WSD-051/80 
57 2 1/4 69 150 10 285 2.10 60 WSD-057 
60 2 3/8 72 150 10 360 2.31 60 WSD-060 
63 2 1/2 76 150 10 380 2.34 60 WSD-063 
70 2 3/4 84 150 10 415 3.42 40 WSD-070 
76 3 90 150 10 455 3.51 60 WSD-076 
90 3 1/2 106 150 10 500 4.80 60 WSD-090 
102 4 118 150 10 610 5.32 60 WSD-102 
114 4 1/2 131 150 10 640 6.23 60 WSD-114 
127 5 145 150 10 700 7.15 30 WSD-127 
152 6 172 150 10 1000 9.67 30 WSD-152 
204 8 224 100 7 1200 14.33 12 WSD-204 
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STEEL STEAM HOSE 

 
Application  
DELIVERY OF HIGH-PRESSURE SUPERHEATED STEAM IN INDUSTRIAL 
ENVIRONMENTS 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Wrapped finish PIN Pricked EPDM Rubber 
Reinforcement: Spiral Steel Wire Plies 
Temperature Range: -30°C to +235°C 
Conforms to: BS5342/A2, ISO 6134 
Burst Pressure: Minimum 10x W.P. 
Branding: Black Ink - STEAM HOSE BS5342/A2 ISO 6134 17 BAR (235PSI) 

WP MAX TEMP 235C DRAIN AFTER USE 
 

 
 

I.D O.D. WP WEIGHT MAX COIL 
LENGTH 

CODE 

mm Ins mm psi Bar Kg/mtr   
13 1/2 25 235 17 0.50 60 SSH-013 
19 3/4 33 235 17 0.85 60 SSH-019 
25 1 39 235 17 1.02 60 SSH-025 
32 1 1/4 46 235 17 1.20 40 SSH-032 

38 1 1/2 52 235 17 1.60 40 SSH-038 
51 2 66 235 17 2.15 40 SSH-051 

 

NOTE - ALWAYS DRAIN FULLY AFTER USE 
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STEAM IRON HOSE 

 
Application  
INDUSTRIAL & COMMERCIAL STEAM IRONS 

Technical Specification  
Tube: Natural Silicone 
Cover: Red Non-Marking Silicone 
Reinforcement: Polyester Spiral 
Temperature Range: -40°C to +160°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: Unbranded 
Max Length: 50 meters  

 

 
 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
5 3/16 10 150 18 65 0.19 SIH-05 
10 3/8 17 185 13 70 0.19 SIH-10RED 

 
 
 
 

http://www.hoseworld.com/
mailto:info@hoseworld.com


 

 01890 752 555 | www.hoseworld.com | info@hoseworld.com   70 
 

3 

H
O

T
 W

A
T

E
R

 A
N

D
 S

T
E

A
M

 

CORRUGATED WATER S & D HOSE 

 
Application  
SUCTION & DELIVERY OF HOT WATER & SLURRY  
HIGH FLEXIBILITY 
FULL VACUUM RESISTANCE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Corrugated Black EPDM Rubber Resistant to Abrasion / 

Weathering 
Reinforcement: Textile Plies & Embedded Steel Wire Helix 
Temperature Range: -30°C to +100°C – Intermittent to 130°C 
Burst Pressure:  Minimum 3x W.P. 
Vacuum bar: 0.92 
Branding: Black Ink on Yellow Stripe – CORRUGATED WATER SUCTION & 

DISCHARGE 10 BAR (150psi) W.P. 
Max Length: 60 meters  

 

 
 

I.D O.D. WP Min BEND Radius WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  

25 1 35 150 10 80 0.88 CRWSDH-025 
32 1 1/4 42 150 10 95 1.39 CRWSDH-032 
38 1 1/2 48 150 10 125 1.63 CRWSDH-038 
51 2 63 150 10 175 2.00 CRWSDH-051 
63 2 1/2 77 150 10 225 2.34 CRWSDH-063 
76 3 89 150 10 275 3.51 CRWSDH-076 
102 4 116 150 10 400 5.32 CRWSDH-102 
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AUTOMOTIVE & MARINE HOSE RANGE 
 
MARINE FUEL HOSE .......................................................................................... 73 

MARINE DIESEL EXHAUST HOSE ........................................................................ 75 

STAINLESS STEEL OVERBRAIDED MARINE FUEL HOSE ....................................... 77 

MARINE WET EXHAUST SILICONE HOSE ............................................................ 78 

MARINE SANITATION HOSE ............................................................................... 80 

EPDM RADIATOR HOSE – STRAIGHT LENGTHS ................................................... 81 

EPDM RADIATOR HOSE – 45 DEGREE ELBOWS ................................................... 83 

EPDM RADIATOR HOSE – 90 DEGREE ELBOWS ................................................... 85 

EPDM RADIATOR HOSE – REINFORCED CORRUGATED COVER ........................... 87 

EPDM RADIATOR HOSE – UNREINFORCED CORRUGATED COVER ...................... 89 

NITRILE FUEL FILLER HOSE – 1M LENGTHS ........................................................ 90 

NITRILE FUEL FILLER HOSE – 45° ELBOWS ......................................................... 91 

NITRILE FUEL FILLER HOSE – 90° ELBOWS ......................................................... 92 

NITRILE RUBBER TUBE ...................................................................................... 93 

ADBLUE HOSE .................................................................................................. 94 

BIO-FUEL HOSE ................................................................................................ 95 

CARAVAN / MOTORHOME WASTE WATER HOSE ................................................ 96 

FUEL INJECTION HOSE SAE J30R9 - CONTINENTAL ............................................ 97 

FUEL INJECTION HOSE SAE J30R9 ..................................................................... 98 

SILICONE COOLANT HOSE ................................................................................ 99 

SILICONE COOLANT HOSE 90° ELBOW ............................................................ 101 

SILICONE COOLANT HOSE 45° ELBOW ............................................................ 103 

SILICONE COOLANT HOSE 135° ELBOW .......................................................... 105 

SILICONE COOLANT HOSE – REDUCING 90° ELBOW ........................................ 107 

SILICONE COOLANT HOSE – STRAIGHT REDUCERS ......................................... 109 

SILICONE COOLANT HOSE – CONTINUOUS LENGTHS ...................................... 113 

CAR HEATER HOSE ......................................................................................... 115 

HEATER HOSE ................................................................................................. 116 

FUEL HOSE ..................................................................................................... 117 

FUEL INJECTION HOSE .................................................................................... 118 

FLUOROSILICONE LINED SILICONE HOSE ....................................................... 119 
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FLUOROSILICONE LINED SILICONE 90° ELBOW ............................................... 121 

STAINLESS STEEL OVER BRAIDED FUEL HOSE ................................................. 123 

POLYESTER OVER BRAIDED FUEL HOSE .......................................................... 124 

FUEL FILLER HOSE .......................................................................................... 125 

CLEAR PVC FUEL TUBE .................................................................................... 126 

AIR BRAKE HOSE SAE J1402/A & BS AU110/5 ................................................... 127 

AIR BRAKE HOSE DIN 74310 ............................................................................ 128 

ENGINE & BRAKE AIR INTAKE DUCT ................................................................. 129 

STAINLESS STEEL OVER BRAIDED FUEL TUBING .............................................. 131 

GALVANISED STEEL EXHAUST HOSE ................................................................ 132 
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MARINE FUEL HOSE 

 
Application  
HANDLING OF DIESEL AND PETROL IN MARINE APPLICATIONS 

Technical Specification  
Tube: Smooth Black Fuel Resistant Nitrile Rubber 
Cover: Oil Resistant Wrapped Black Self-Extinguishing Chloroprene 
Reinforcement: Polyester Cord up to <=25mm (1”)  

Steel Wire Helix >= 32mm (1 1/4”) 
Temperature Range: -30°C to +110°C 
Conforms to: <= 25mm O.D. – ISO7840 Type A1 CE Marked 

>= 25mm O.D. – ISO7840 Type A2 CE Marked 
Burst Pressure: Minimum 4x W.P. 
Branding: >= 32mm I.D. Black Ink on Red Stripe – MARINE FUEL HOSE SAE 

J1527 + ISO 7840 A2 CE LLOYDS 10 BAR (150PSI) W.P. …MM ...” 
I.D. 
>=16 and <= 25mm I.D. White Ink on Black Stripe - MARINE FUEL 
HOSE SAE J1527 + ISO 7840 A2 CE LLOYDS 10 BAR (150PSI) W.P. 
…MM….” I.D. 
<= 13mm I.D. White Ink on Black Stripe - MARINE FUEL HOSE 
SAE J1527 + ISO 7840 A1 CE LLOYDS 10 BAR (150PSI) W.P. 
…MM….” I.D. 

 

 

Sizing options and information on next page 
 
 
 
 
 
 
 
 
 
 
 

http://www.hoseworld.com/
mailto:info@hoseworld.com


 

 01890 752 555 | www.hoseworld.com | info@hoseworld.com   74 
 

4 

A
U

T
O

M
O

T
IV

E
 &

 M
A

R
IN

E
 

 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
3.5 - 9.5 150 10 40 0.15 100 MFH-035 
5 3/16 14 150 10 50 0.15 100 MFH-05 
6 1/4 16 150 10 60 0.15 100 MFH-06 
8 5/16 18 150 10 80 0.21 100 MFH-08 
10 3/8 20 150 10 100 0.36 100 MFH-10 
13 1/2 24 150 10 130 0.38 100 MFH-13 
16 5/8 27 150 10 160 0.45 100 MFH-16 
19 3/4 30 150 10 190 0.58 100 MFH-19 
25 1 36 150 10 250 0.71 100 MFH-25 
32 1 1/4 42 75 5 192 0.99 60 MFH-32 
38 1 1/2 48 75 5 228 1.15 60 MFH-38 
51 2 63 75 5 305 1.84 60 MFH-51 
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MARINE DIESEL EXHAUST HOSE 

 
Application  
MARINE WET EXHAUST HOSE FOR WATER COOLED DIESEL ENGINE EXHAUST GAS 
SYSTEMS ON SMALL CRAFT (less than 24mtrs long) OR PLEASURE YACHTS 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Black Corrugated Fire Retardant & Self-Extinguishing CR Rubber 
Reinforcement: Textile Plies and Single Steel Wire Helix 
Temperature Range: -30°C to +121°C 
Conforms to: LLOYDS REGISTER CLASSIFICATION OF SPECIAL SERVICE 

CRAFT 
JULY 2013. SAE J2006 R1 Rev. Oct 2003 “MARINE EXHAUST 
HOSE” 

Burst Pressure:  Minimum 3x W.P. 
Vacuum Rating: 80% 
Branding: Black Ink on Green Stripe – MARINE DIESEL EXHAUST HOSE 

LLOYDS APPROVAL CERTIFICATE No. 08/10061(E3) …I.D. 
 

 

Sizing options and information on next page 
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I.D O.D. WP Min BEND 
Radius 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr   
19 3/4 26 75 5 60 0.587 60 CMDEH-019 
22 7/8 30 75 5 60 0.725 60 CMDEH-022 
25 1 33.5 75 5 40 0.587 60 CMDEH-025 
32 1 1/4 40 75 5 50 0.725 60 CMDEH-032 
35 1 3/8 43 75 5 55 0.805 60 CMDEH-035 
38 1 1/2 47 75 5 60 0.867 60 CMDEH-038 
40 1 9/16 49 75 5 65 1.035 60 CMDEH-040 
45 1 3/4 54 75 5 70 1.042 60 CMDEH-045 
51 2 59 75 5 75 1.240 60 CMDEH-051 
57 2 1/4 66 75 5 85 1.120 60 CMDEH-057 

60 2 3/8 68 75 5 90 1.344 60 CMDEH-060 
64 2 1/2 72 75 5 95 1.513 60 CMDEH-064 
76 3 85 75 5 115 2.098 60 CMDEH-076 
80 3 1/8 90 75 5 135 2.495 40 CMDEH-080 
90 3 1/2 99 75 5 140 2.630 30 CMDEH-090 
102 4 112 75 5 150 2.990 30 CMDEH-102 
127 5 138 75 5 190 4.520 30 CMDEH-127 
153 6 164 75 5 230 5.593 30 CMDEH-153 
203 8 214 75 5 1200 7.287 30 CMDEH-203 
254 10 267 75 5 1500 14.58 12 CMDEH-254 
305 12 319 75 5 2025 15.53 12 CMDEH-305 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

http://www.hoseworld.com/
mailto:info@hoseworld.com


 

 01890 752 555 | www.hoseworld.com | info@hoseworld.com   77 
 

4 

A
U

T
O

M
O

T
IV

E
 &

 M
A

R
IN

E
 

STAINLESS STEEL OVERBRAIDED MARINE FUEL HOSE 

 
Application  
HANDLING OF DIESEL AND PETROL IN MARINE APPLICATIONS 

Technical Specification  
Inner: Tube – Smooth Black Fuel Resistant Nitrile Rubber 

Cover - Oil Resistant Wrapped Black Self-Extinguishing 
Chloroprene 

External Braid: 0.2mm to 0.28mm Grade 304 Stainless Steel Wire with 98% 
Coverage 

Reinforcement: Polyester Cord 
Conforms To: ISO 7840 TYPE A1 
Temperature Range: -30°C to +110°C 
Burst Pressure:  Minimum 3x W.P. 
Vacuum Rating: 0.94 bar 
Branding: Unbranded 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6 1/4 17 150 10 60 0.380 SSBMFH-06 
8 5/16 19.5 150 10 80 0.380 SSBMFH-08 

10 3/8 21.5 150 10 100 0.600 SSBMFH-10 
13 1/2 24.5 150 10 130 0.800 SSBMFH-13 
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MARINE WET EXHAUST SILICONE HOSE 

 
Application  
WET EXHAUST SYSTEMS 
ENGINES AND AUXILIARY GENERATORS 

Technical Specification  
Tube: Red/Brown High Tensile Liner 
Cover: Blue Smooth Cellulose Bonded Silicone Rubber 
Reinforcement: 4, 5, 6 & 8 ply high quality polyester fabric 140gsm 
Conforms To: SAE J2006 R3 
Temperature Range: -50°C to +180°C 
Burst Pressure:   
Branding: Unbranded 
Max Length: 1 meter 

 

Sizing options and information on next page 
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I.D Wall 
Thickness 

WEIGHT PLY CODE 

mm Ins mm Kg/mtr   
25.4 1 5.5 1.0 4 MSH-M25 
42.0 - 5.5 1.2 4 MSH-M42 
45.0 1 3/4 5.5 1.5 4 MSH-M45 
50.8 2 5.5 1.5 5 MSH-M51 
60.0 2 3/8 5.5 1.5 5 MSH-M60 
63.0 2 1/2 5.5 1.5 5 MSH-M63 
70.0 2 3/4 5.5 1.5 5 MSH-M70 
102.0 4 5.5 2.0 5 MSH-M102 
152.0 6 5.5 2.0 5 MSH-M152 
168.0 - 5.5 3.0 5 MSH-M168 

178.0 7 5.5 3.0 5 MSH-M178 
203.0 8 7.0 3.0 6 MSH-M203 
254.0 10 7.0 3.5 6 MSH-M254 
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MARINE SANITATION HOSE 

 
Application  
FOR USE IN SANITARY SYSTEMS IN BOATS, CARAVANS ETC. 
PREVENTS ODOUR PERMEATION 
RESISTANT TO CLEANING CHEMICAL 
SMOOTH COVER IS EASY TO WIPE CLEAN 

Technical Specification  
Tube: Smooth White PVC 
Cover: Smooth White PVC 
Reinforcement: Embedded White PVC Helix 
Temperature Range: -15°C to +65°C 
Branding: No Alcohol or Solvents 
Max Length: 30 meters  

 

 
 
 
 
 

I.D O.D. WP VACUUM Min BEND Radius WEIGHT CODE 
mm Ins mm psi Bar mtrs/H2O mm Kg/mtr  
16 5/8 22.2 130 9.0 9 32 0.28 MSH-016 

19 3/4 26.0 105 7.5 9 45 0.32 MSH-019 
25 1 33.0 100 7.0 9 50 0.52 MSH-025 
32 1 1/4 40.2 100 7.0 9 80 0.66 MSH-032 
38 1 1/2 47.0 100 7.0 9 95 0.75 MSH-038 
51 2 61.8 85 6 9 128 1.30 MSH-051 
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EPDM RADIATOR HOSE – STRAIGHT LENGTHS 

 
Application  
FOR USE IN ENGINE COOLANT SYSTEMS 
RESISTANT TO ANTI-FREEZE & CORROSION INHIBITORS 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Wrapped Black EPDM Rubber 
Reinforcement: Rayon Cords 
Temperature Range: -40°C to +120°C – Intermittent on 125°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink – RADIATOR HOSE …MM I.D. 
Max Length: 1 Metre 

 

 

Sizing options and information on next page 
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I.D O.D. WP WEIGHT CODE 
mm Ins mm psi Bar Kg/mtr  
6 1/4 15 70 5 0.20 RH-006 
10 3/8 19 70 5 0.20 RH-010 
13 1/2 22 70 5 0.25 RH-013 
14 - 23 70 5 0.26 RH-014 
15 - 24 70 5 0.27 RH-015 
16 5/8 25 70 5 0.29 RH-016 
18 - 28 70 5 0.30 RH-018 
19 3/4 29 70 5 0.30 RH-019 
22 7/8 30 70 5 0.35 RH-022 
25 1 34 70 5 0.42 RH-025 
28 1 1/8 37 70 5 0.52 RH-028 
30 - 38 70 5 0.52 RH-030 
32 1 1/4 41 70 5 0.55 RH-032 
35 1 3/8 43 70 5 0.59 RH-035 
38 1 1/2 47 70 5 0.64 RH-038 
41 1 3/8 49 70 5 0.72 RH-041 
45 1 3/4 54 70 5 0.75 RH-045 
48 1 7/8 56 70 5 0.80 RH-048 
51 2 60 70 5 0.84 RH-051 
54 2 1/8 63 70 5 0.90 RH-054 
57 2 1/4 66 70 5 0.95 RH-057 
60 2 3/8 68 70 5 1.00 RH-060 
63 2 1/2 72 70 5 1.04 RH-063 
67 2 5/8 76 70 5 1.10 RH-067 
70 2 3/4 78 70 5 1.15 RH-070 
73 2 7/8 82 70 5 1.25 RH-073 
76 3 85 70 5 1.45 RH-076 
80 - 91 70 5 1.50 RH-080 
83 3 1/4 93 70 5 1.55 RH-083 
86 3 3/8 96 70 5 1.60 RH-086 
90 3 1/2 102 70 5 1.60 RH-090 
95 3 3/4 106 70 5 1.65 RH-095 
102 4 114 70 5 1.71 RH-102 
115 4 1/2 123 70 5 1.83 RH-115 
127 5 135 70 5 2.02 RH-127 
140 5 1/2 154 70 5 2.20 RH-140 
152 6 161 70 5 2.41 RH-152 
204 8 216 70 5 3.00 RH-204 
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EPDM RADIATOR HOSE – 45 DEGREE ELBOWS 

 
Application  
FOR USE IN ENGINE COOLANT SYSTEMS 
RESISTANT TO ANTI-FREEZE & CORROSION INHIBITORS 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Wrapped Black EPDM Rubber 
Reinforcement: 2 Ply Polyester 
Temperature Range: -40°C to +100°C – Intermittent to 125°C 
Burst Pressure: Minimum 3x W.P. 
Branding: Unbranded 
Leg Length: 6” (152mm) 

 

 

Sizing options and information on next page 
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I.D O.D. WP CODE 
mm Ins mm psi Bar  
10 3/8 20 20 2 EPDM45-010 
13 1/2 21 20 2 EPDM45-013 
16 5/8 24 20 2 EPDM45-016 
19 3/4 27 20 2 EPDM45-019 
22 7/8 30 20 2 EPDM45-022 
25 1 34 20 2 EPDM45-025 
28 1 1/8 37 20 2 EPDM45-028 
32 1 1/4 41 20 2 EPDM45-032 
35 1 3/8 44 20 2 EPDM45-035 
38 1 1/2 47 20 2 EPDM45-038 
41 1 3/8 50 20 2 EPDM45-041 
45 1 3/4 54 20 2 EPDM45-045 
48 1 7/8 60 20 2 EPDM45-048 
51 2 60 70 5 EPDM45-051 
54 2 1/8 63 70 5 EPDM45-054 
57 2 1/4 67 70 5 EPDM45-057 
60 2 3/8 70 70 5 EPDM45-060 
63 2 1/2 73 70 5 EPDM45-063 
70 2 3/4 80 70 5 EPDM45-070 
76 3 85 70 5 EPDM45-076 
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EPDM RADIATOR HOSE – 90 DEGREE ELBOWS 

 
Application  
FOR USE IN ENGINE COOLANT SYSTEMS 
RESISTANT TO ANTI-FREEZE & CORROSION INHIBITORS 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Wrapped Black EPDM Rubber 
Reinforcement: 2 Ply Polyester 
Temperature Range: -40°C to +100°C – Intermittent to 125°C 
Burst Pressure: Minimum 3x W.P. 
Branding: Unbranded 
Leg Length: 8” (204mm) 

 

 

Sizing options and information on next page 
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I.D O.D. WP CODE 
mm Ins mm psi Bar  
10 3/8 20 20 2 EPDM90-010 
13 1/2 21 20 2 EPDM90-013 
16 5/8 24 20 2 EPDM90-016 
19 3/4 27 20 2 EPDM90-019 
22 7/8 30 20 2 EPDM90-022 
25 1 34 20 2 EPDM90-025 
28 1 1/8 37 20 2 EPDM90-028 
30  38 20 2 EPDM90-030 
32 1 1/4 41 20 2 EPDM90-032 
35 1 3/8 44 20 2 EPDM90-035 
38 1 1/2 47 20 2 EPDM90-038 
41 1 3/8 50 20 2 EPDM90-041 
45 1 3/4 54 20 2 EPDM90-045 
48 1 7/8 60 20 2 EPDM90-048 
51 2 60 70 5 EPDM90-051 
54 2 1/8 63 70 5 EPDM90-054 
57 2 1/4 67 70 5 EPDM90-057 
60 2 3/8 70 70 5 EPDM90-060 
63 2 1/2 73 70 5 EPDM90-063 
70 2 3/4 80 70 5 EPDM90-070 
73 2 7/8 82 70 5 EPDM90-073 
76 3 85 70 5 EPDM90-076 
102 4 111 70 5 EPDM90-102 
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EPDM RADIATOR HOSE – REINFORCED CORRUGATED 

COVER 

 
Application  
FOR USE IN ENGINE COOLANT SYSTEMS 
RESISTANT TO ANTI-FREEZE & CORROSION INHIBITORS 
SOFT (UNWIRED) CUFFS AT BOTH ENDS 
EMBEDDED WIRE HELIX ENABLES TIGHT BEND RADIUS 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Wrapped Black EPDM Rubber 
Reinforcement: Wire Helix and Double Ply Polyester Braid 
Temperature Range: -30°C to +100°C – Intermittent to 125°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 

 

 

Sizing options and information on next page 
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I.D O.D. WP WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar Kg/mtr mtr  
13 1/2 22 30 2 0.25 1 RCRH-13 
16 5/8 25 30 2 0.28 1 RCRH-16 
19 3/4 28 30 2 0.30 1 RCRH-19 
22 7/8 30 30 2 0.35 1 RCRH-22 
25 1 34 30 2 0.42 1 RCRH-25 
28 1 1/8 37 30 2 0.52 1 RCRH-28 
30 - 38 30 2 0.55 1 RCRH-30 
32 1 1/4 41 30 2 0.59 1 RCRH-32 
35 1 3/8 44 30 2 0.64 1 RCRH-35 
38 1 1/2 47 30 2 0.72 1 RCRH-38 

38 1 1/2 47 30 2 0.45 0.6 RCRH/60-38 
41 1 3/8 49 30 2 0.75 1 RCRH-41 
45 1 3/4 54 30 2 0.79 1 RCRH-45 
48 1 7/8 56 30 2 0.80 1 RCRH-48 
51 2 60 30 2 0.84 1 RCRH-51 
51 2 60 30 2 0.55 0.6 RCRH/60-51 
54 2 1/8 63 30 2 0.90 1 RCRH-54 
57 2 1/4 66 30 2 0.95 1 RCRH-57 
60 2 3/8 68 30 2 0.95 1 RCRH-60 
63 2 1/2 72 30 2 1.04 1 RCRH-63 
70 2 3/4 80 30 2 1.15 1 RCRH-70 
76 3 85 30 2 1.30 1 RCRH-76 
80 - 91 30 2 1.40 1 RCRH-80 
90 3 1/2 102 30 2 1.55 1 RCRH-90 
102 4 114 30 2 1.61 1 RCRH-102 
115 4 1/2 128 30 2 1.83 1 RCRH-115 
127 5 135 30 2 2.02 1 RCRH-127 
140 5 1/2 149 30 2 2.20 1 RCRH-140 
152 6 161 30 2 2.41 1 RCRH-152 
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EPDM RADIATOR HOSE – UNREINFORCED CORRUGATED 

COVER 

 
Application  
FOR USE IN ENGINE COOLANT SYSTEMS 
RESISTANT TO ANTI-FREEZE & CORROSION INHIBITORS 
VERY FLEXIBLE – SOFT CUFFED ENDS 

Technical Specification  
Tube: Corrugated Black EPDM Rubber 
Cover: N/A 
Reinforcement: N/A 
Temperature Range: -40°C to +100°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 1 Metre 

 

 
 

I.D WP WEIGHT CODE 
mm Ins psi Bar Kg/mtr  
20 3/4 22 1.5 1.3 CRRH-20 
25 1 22 1.5 1.5 CRRH-25 
31.5 1 1/4 22 1.5 2.0 CRRH-31 
37 1 1/2 22 1.5 2.4 CRRH-37 
44 1 1/4 22 1.5 3.0 CRRH-44 
48 1 3/4 22 1.5 3.7 CRRH-48 
55 2 1/8 22 1.5 4.1 CRRH-55 
65 2 1/2 22 1.5 4.6 CRRH-65 
80 - 22 1.5 5.1 CRRH-80 
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NITRILE FUEL FILLER HOSE – 1M LENGTHS 

 
Application  
FUEL DELIVERY HOSE SUITABLE FOR:  
LEADED & UNLEADED PETROL  
DIESEL FUELS & OILS 

Technical Specification  
Tube: Smooth Black Nitrile Rubber 
Cover: Smooth Black Nitrile cover for sizes up to and including 25mm 

I.D. 
Wrapped Finish in sizes from 32mm I.D. and larger 

Reinforcement: Polyester Cords 
Temperature Range: -20°C to +120°C – Intermittent to 125°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink – NITRILE 
Max Length: 1 Metre 

 

 
I.D O.D. WP CODE 

mm Ins mm psi Bar  
13 1/2 22 70 5 NTFH-13 
16 5/8 25 70 5 NTFH-16 
19 3/4 29 70 5 NTFH-19 
25 1 34 70 5 NTFH-25 

32 1 1/4 41 70 5 NTFH-32 
38 1 1/2 47 70 5 NTFH-38 
45 1 3/4 54 70 5 NTFH-45 
51 2 60 70 5 NTFH-51 
63 2 1/2 73 70 5 NTFH-63 
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NITRILE FUEL FILLER HOSE – 45° ELBOWS 

 
Application  
FUEL DELIVERY HOSE SUITABLE FOR:  
LEADED & UNLEADED PETROL  
DIESEL FUELS & OILS 

Technical Specification  
Tube: Smooth Black Nitrile Rubber 
Cover: Smooth Black Nitrile cover for sizes up to and including 25mm 

I.D. 
Wrapped Finish in sizes from 32mm I.D. and larger 

Reinforcement: Polyester Cords 
Temperature Range: -20°C to +120°C – Intermittent to 125°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink – NITRILE 

 

 
I.D WP LEG LENGTH CODE 

mm Ins psi Bar mm  
6 1/4 70 5 152 NTFH-06/45 
8 5/16 70 5 152 NTFH-08/45 
10 3/8 70 5 152 NTFH-10/45 
13 1/2 70 5 152 NTFH-13/45 
16 5/8 70 5 152 NTFH-16/45 

19 3/4 70 5 152 NTFH-19/45 
25 1 70 5 152 NTFH-25/45 
32 1 1/4 70 5 204 NTFH-32/45 
38 1 1/2 70 5 204 NTFH-38/45 
45 1 3/4 70 5 204 NTFH-45/45 
51 2 70 5 204 NTFH-51/45 
63 2 1/2 70 5 204 NTFH-63/45 
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NITRILE FUEL FILLER HOSE – 90° ELBOWS 

 
Application  
FUEL DELIVERY HOSE SUITABLE FOR:  
LEADED & UNLEADED PETROL  
DIESEL FUELS & OILS 

Technical Specification  
Tube: Smooth Black Nitrile Rubber 
Cover: Smooth Black Nitrile cover for sizes up to and including 25mm 

I.D. 
Wrapped Finish in sizes from 32mm I.D. and larger 

Reinforcement: Polyester Cords 
Temperature Range: -20°C to +120°C – Intermittent to 125°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink – NITRILE 

 

 
 

I.D WP LEG LENGTH CODE 
mm Ins psi Bar mm  
6 1/4 70 5 152 NTFH-06/90 
8 5/16 70 5 152 NTFH-08/90 
10 3/8 70 5 152 NTFH-10/90 
13 1/2 70 5 152 NTFH-13/90 
16 5/8 70 5 152 NTFH-16/90 
19 3/4 70 5 152 NTFH-19/90 
25 1 70 5 152 NTFH-25/90 
32 1 1/4 70 5 204 NTFH-32/90 
38 1 1/2 70 5 204 NTFH-38/90 
45 1 3/4 70 5 204 NTFH-45/90 
51 2 70 5 204 NTFH-51/90 
63 2 1/2 70 5 204 NTFH-63/90 
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NITRILE RUBBER TUBE 

 
Application  
SUITABLE FOR OIL & FUELS UP TO 40% AROMATIC CONTENT 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black Nitrile Rubber 
Conforms To: 70 Shore A Hardness 

Elongation 450% 
Temperature Range: -30°C to +125°C 
Branding: Unbranded 
Max Length: 100 meters 

 

Sizing options and information on next page 
 
 
 

I.D O.D. WEIGHT CODE 
mm Ins mm Kg/mtr  
3.5 1/8 7 0.04 NT-035 
4 - 6 0.06 NT-04 
5 3/16 9 0.12 NT-05 
6 1/4 10 0.13 NT-06 
8 5/16 12 0.14 NT-08 
10 3/8 14 0.16 NT-10 
12 1/2 16 0.22 NT-12 
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ADBLUE HOSE 

 
Application  
TRANSFER OF ADBLUE LIQUIDS 
ABRASION AND WEATHER RESISTANT 
 

Technical Specification  
Tube: EPDM Blended 
Cover: Black EPDM Extrusion-Smooth Surface 
Reinforcement: Polyester Yarn 
Temperature Range: -20°C to +70°C 
Safety Factor:  3x W.P. 
Branding: Blue Ink – ADBLUE HOSE 19mm I.D. 10 bar / 150psi W.P. 
Max Length: 100 Metres 

 

 
 
 
 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
19 3/4 29 150 10 155 0.557 ADB-19 

 
 
 

 

http://www.hoseworld.com/
mailto:info@hoseworld.com


 

 01890 752 555 | www.hoseworld.com | info@hoseworld.com   95 
 

4 

A
U

T
O

M
O

T
IV

E
 &

 M
A

R
IN

E
 

BIO-FUEL HOSE 

 
Application  
TRANSPORT OF BLENDED BIOFUEL 
SUITABLE FOR ETHANOL AND BIODIESEL 

Technical Specification  
Tube: Smooth Low Permeability Black Synthetic Rubber 
Cover: Smooth Green Abrasion Resistant Extruded Synthetic Rubber 
Reinforcement: Synthetic Textile Cord 
Temperature Range: -30°C to +80°C 
Safety Factor:  3x W.P. 
Branding: White Ink – BIOFUEL HOSE 12 BAR (175PSI) W.P _ MM I.D 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
5 3/16 12 175 12 48 0.150 BFH-05 
6 1/4 13 175 12 48 0.159 BFH-06 
8 5/16 15 175 12 64 0.201 BFH-08 
10 3/8 17 175 12 80 0.246 BFH-10 

13 1/2 21 175 12 104 0.346 BFH-13 
16 5/8 25 175 12 128 0.461 BFH-16 
19 3/4 29 175 12 152 0.594 BFH-19 
25 1 36 175 12 200 0.805 BFH-25 
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CARAVAN / MOTORHOME WASTE WATER HOSE 

 
Application  
WASTE DISPOSAL IN CARAVANS, MOTORHOMES ETC 

Technical Specification  
Tube: Convoluted Flexible Grey PVC 
Temperature Range: -20°C to +90°C 
Branding: Unbranded 

 

 
 

I.D O.D. MIN BEND 
RADIUS 

MAX LENGTH CODE 

mm Ins mm mm mtr  
23.5 - 28.0 55 50 CWH-23.5 
28.5 - 34.5 25 25 CWH-28.5 
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FUEL INJECTION HOSE SAE J30R9 - CONTINENTAL 

 
Application  
AUTOMOBILE FUEL INJECTION HOSE 
SUITABLE FOR USE WITH PETROL, ETHANOL, DIESEL AND BIODIESEL 

Technical Specification  
Tube: Fluroelastomer 
Cover: Black Chlorinated Polyethylene 
Reinforcement: Polyester Aramid Spiral 
Conforms To: FDA Approved Materials (IANESCO lab PV nr 5738 on 08/07/02) 
Temperature Range: -34°C to +135°C 
Branding: White Ink – Continental ..” (..mm) FUEL INJECTION HOSE – SAE 

J30R9 
Max Length: 15.24 M  

 

 
 
 
 
 

I.D WP BURST PRESSURE CODE 
mm Ins psi Bar psi Bar  
6.3 1/4 100 6.9 900 62.1 SAEJ30R9-1/4-CONT 
8 5/16 100 6.9 900 62.1 SAEJ30R9-5/16-CONT 
9.5 3/8 100 6.9 900 62.1 SAEJ30R9-3/8-CONT 
13 1/2  100 6.9 900 62.1 SAEJ30R9-1/2-CONT 
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FUEL INJECTION HOSE SAE J30R9 

 
Application  
AUTOMOBILE FUEL INJECTION HOSE 
SUITABLE FOR USE WITH PETROL, ETHANOL, DIESEL AND BIODIESEL 

Technical Specification  
Tube: Fluroelastomer 
Cover: Black Chlorinated Polyethylene 
Reinforcement: Polyester Aramid Spiral 
Conforms To: FDA Approved Materials (IANESCO lab PV nr 5738 on 08/07/02) 
Temperature Range: -34°C to +135°C 
Branding: White Ink – ..” (..mm) FUEL INJECTION HOSE – SAE J30R9 
Max Length: 15.24 M  

 

 
 
 
 
 

I.D WP BURST PRESSURE CODE 
mm Ins psi Bar psi Bar  
6.3 1/4 100 6.9 900 62.1 SAEJ30R9-1/4 
8 5/16 100 6.9 900 62.1 SAEJ30R9-5/16 
9.5 3/8 100 6.9 900 62.1 SAEJ30R9-3/8 
13 1/2  100 6.9 900 62.1 SAEJ30R9-1/2 
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SILICONE COOLANT HOSE 

 
Application  
FOR USE IN ENGINE COOLANT SYSTEMS 
RESISTANT TO ANTI-FREEZE & CORROSION INHIBITORS 

Technical Specification  
Tube: Smooth Silicone Rubber 
Cover: Smooth Cellulose Bonded Silicone Rubber 
Reinforcement: < 2” I.D. 3 Ply 120gm Polyester 

>2” and <4” I.D. 4 Ply 120gm Polyester 
>4” 5 Ply 120gm Polyester 

Conforms To: SAE J20 R1/A 
Temperature Range: -50°C to +180°C 
Branding: Unbranded 

 

Sizing options and information on next page 
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Colour Options available for all sizes 
Add prefix before size to request colour 
BSR- BLUE 
BLASR- BLACK 
RSR- RED 
Examples: 
RSR-06 = 6mm Red 
BLASR-25 = 25mm Black 
ALL EXAMPLES IN TABLE DENOTE BLUE VARIANT 

 
I.D O.D. WP WEIGHT MAX 

LENGTH 
CODE 

mm Ins mm psi Bar Kg/mtr mtr  
6 1/4 16 30 2 0.08 3 BSR-06 

8 5/16 18 30 2 0.10 3 BSR-08 
10 3/8 20 30 2 0.15 3 BSR-10 
13 1/2 21 30 2 0.25 3 BSR-13 
16 5/8 24 30 2 0.28 3 BSR-16 
19 3/4 27 30 2 0.30 3 BSR-19 
22 7/8 30 30 2 0.35 3 BSR-22 
25 1 34 30 2 0.42 3 BSR-25 
28 1 1/8 37 30 2 0.45 3 BSR-28 
30 - 40 30 2 0.52 3 BSR-30 
32 1 1/4 41 30 2 0.55 3 BSR-32 
35 1 3/8 44 30 2 0.59 3 BSR-35 
38 1 1/2 47 30 2 0.64 3 BSR-38 
41 1 5/8 50 30 2 0.72 3 BSR-41 
45 1 3/4 54 30 2 0.75 3 BSR-45 
48 1 7/8 57 30 2 0.80 3 BSR-48 
51 2 60 30 2 0.84 3 BSR-51 
54 2 1/8 63 30 2 0.90 3 BSR-54 
57 2 1/4 67 30 2 0.95 3 BSR-57 
60 2 3/8 70 30 2 1.00 3 BSR-60 
63 2 1/2 73 30 2 1.04 3 BSR-63 
70 2 3/4 80 30 2 1.15 3 BSR-70 
76 3 86 30 2 1.45 3 BSR-76 
80 - 90 30 2 1.50 1 BSR-80 
83 3 1/4 93 30 2 1.55 1 BSR-83 
90 3 1/2 100 30 2 1.60 1 BSR-90 
102 4 112 30 2 1.71 1 BSR-102 
110 - 120 30 2 1.76 1 BSR-110 
115 4 1/2 125 30 2 1.83 1 BSR-115 
127 5 137 30 2 2.02 1 BSR-127 
140 5 1/2 150 30 2 2.20 1 BSR-140 
152 6 162 30 2 2.41 1 BSR-152 
178 7 188 30 2 2.80 1 BSR-178 
204 8 216 30 2 3.51 1 BSR-204 
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SILICONE COOLANT HOSE 90° ELBOW 

 
Application  
FOR USE IN ENGINE COOLANT SYSTEMS 
RESISTANT TO ANTI-FREEZE & CORROSION INHIBITORS 

Technical Specification  
Tube: Smooth VMQ Silicone Rubber 
Cover: Smooth Cellulose Bonded Silicone Rubber 
Reinforcement: < 2” I.D. 3 Ply 120gm Polyester 

>2” and <4” I.D. 4 Ply 120gm Polyester 
>4” 5 Ply 120gm Polyester 

Conforms To: SAE J20 R1/A 
Temperature Range: -50°C to +180°C – Intermittent to 200°C 
Branding: Unbranded 
Leg Length: 152mm 

 

Sizing options and information on next page 

Please note some sizes available with 204mm (8”) & 254mm (10”) legs please check 
description on website or call us on 01890 752 555 
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Colour Options available for all sizes 
Add prefix before size to request colour 
BSR- BLUE 
BLASR- BLACK 
RSR- RED 
Examples: 
RSR-06 = 6mm Red 
BLASR-25 = 25mm Black 
ALL EXAMPLES IN TABLE DENOTE BLUE VARIANT 

 
I.D O.D. WP CODE 

mm Ins mm psi Bar  
6 1/4 16 30 2 BSR-06/90 
8 5/16 18 30 2 BSR-08/90 
10 3/8 20 30 2 BSR-10/90 
13 1/2 21 30 2 BSR-13/90 
16 5/8 24 30 2 BSR-16/90 
19 3/4 27 30 2 BSR-19/90 
22 7/8 30 30 2 BSR-22/90 
25 1 34 30 2 BSR-25/90 
28 1 1/8 37 30 2 BSR-28/90 
30 - 40 30 2 BSR-30/90 
32 1 1/4 41 30 2 BSR-32/90 
35 1 3/8 44 30 2 BSR-35/90 
38 1 1/2 47 30 2 BSR-38/90 
41 1 5/8 50 30 2 BSR-41/90 
45 1 3/4 54 30 2 BSR-45/90 
48 1 7/8 57 30 2 BSR-48/90 
51 2 60 30 2 BSR-51/90 
54 2 1/8 63 30 2 BSR-54/90 
57 2 1/4 67 30 2 BSR-57/90 
60 2 3/8 70 30 2 BSR-60/90 
63 2 1/2 73 30 2 BSR-63/90 
70 2 3/4 80 30 2 BSR-70/90 
76 3 86 30 2 BSR-76/90 
80 - 90 30 2 BSR-80/90 
90 3 1/2 100 30 2 BSR-90/90 
102 4 112 30 2 BSR-102/90 
115 4 1/2 125 30 2 BSR-115/90 
127 5 137 30 2 BSR-127/90 
140 5 1/2 150 30 2 BSR-140/90 
152 6 162 30 2 BSR-152/90 
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SILICONE COOLANT HOSE 45° ELBOW 

 
Application  
FOR USE IN ENGINE COOLANT SYSTEMS 
RESISTANT TO ANTI-FREEZE & CORROSION INHIBITORS 

Technical Specification  
Tube: Smooth VMQ Silicone Rubber 
Cover: Smooth Cellulose Bonded Silicone Rubber 
Reinforcement: < 2” I.D. 3 Ply 120gm Polyester 

>2” and <4” I.D. 4 Ply 120gm Polyester 
>4” 5 Ply 120gm Polyester 

Conforms To: SAE J20 R1/A 
Temperature Range: -50°C to +180°C – Intermittent to 200°C 
Branding: Unbranded 
Leg Length: 154mm 

 

Sizing options and information on next page 

Please note some sizes available with 204mm (8”) & 254mm (10”) legs please check 
description on website or call us on 01890 752 555 
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Colour Options available for all sizes 
Add prefix before size to request colour 
BSR- BLUE 
BLASR- BLACK 
RSR- RED 
Examples: 
RSR-06 = 6mm Red 
BLASR-25 = 25mm Black 
ALL EXAMPLES IN TABLE DENOTE BLUE VARIANT 

 
I.D O.D WP CODE 

mm Ins mm psi Bar  
6 1/4 16 30 2 BSR-06/45 
8 5/16 18 30 2 BSR-08/45 
10 3/8 20 30 2 BSR-10/45 
13 1/2 21 30 2 BSR-13/45 
16 5/8 24 30 2 BSR-16/45 
19 3/4 27 30 2 BSR-19/45 
22 7/8 30 30 2 BSR-22/45 
25 1 34 30 2 BSR-25/45 
28 1 1/8 37 30 2 BSR-28/45 
30 - 40 30 2 BSR-30/45 
32 1 1/4 41 30 2 BSR-32/45 
35 1 3/8 44 30 2 BSR-35/45 
38 1 1/2 47 30 2 BSR-38/45 
41 1 5/8 50 30 2 BSR-41/45 
45 1 3/4 54 30 2 BSR-45/45 
48 1 7/8 57 30 2 BSR-48/45 
51 2 60 30 2 BSR-51/45 
54 2 1/8 63 30 2 BSR-54/45 
57 2 1/4 67 30 2 BSR-57/45 
60 2 3/8 70 30 2 BSR-60/45 
63 2 1/2 73 30 2 BSR-63/45 
70 2 3/4 80 30 2 BSR-70/45 
76 3 86 30 2 BSR-76/45 
80 - 90 30 2 BSR-80/45 
83 - 93 30 2 BSR-83/45 
90 3 1/2 100 30 2 BSR-90/45 
102 4 112 30 2 BSR-102/45 
115 4 1/2 125 30 2 BSR-115/45 
127 5 137 30 2 BSR-127/45 
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SILICONE COOLANT HOSE 135° ELBOW 

 
Application  
FOR USE IN ENGINE COOLANT SYSTEMS 
RESISTANT TO ANTI-FREEZE & CORROSION INHIBITORS 

Technical Specification  
Tube: Smooth VMQ Silicone Rubber 
Cover: Smooth Cellulose Bonded Silicone Rubber 
Reinforcement: < 2” I.D. 3 Ply 120gm Polyester 

>2” and <4” I.D. 4 Ply 120gm Polyester 
>4” 5 Ply 120gm Polyester 

Conforms To: SAE J20 R1/A 
Temperature Range: -50°C to +180°C – Intermittent to 200°C 
Branding: Unbranded 
Leg Length: 154mm 

 

Sizing options and information on next page 
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Colour Options available for all sizes 
Add prefix before size to request colour 
BSR- BLUE 
BLASR- BLACK 
RSR- RED 
Examples: 
RSR-06 = 6mm Red 
BLASR-25 = 25mm Black 
ALL EXAMPLES IN TABLE DENOTE BLUE VARIANT 

 
I.D O.D. WP CODE 

mm Ins mm psi Bar  
6 1/4 16 30 2 BSR-06/135 
8 5/16 18 30 2 BSR-08/135 
10 3/8 20 30 2 BSR-10/135 
13 1/2 21 30 2 BSR-13/135 
16 5/8 24 30 2 BSR-16/135 
19 3/4 27 30 2 BSR-19/135 
22 7/8 30 30 2 BSR-22/135 
25 1 34 30 2 BSR-25/135 
28 1 1/8 37 30 2 BSR-28/135 
32 1 1/4 41 30 2 BSR-32/135 
35 1 3/8 44 30 2 BSR-35/135 
38 1 1/2 47 30 2 BSR-38/135 
41 1 5/8 50 30 2 BSR-41/135 
42 - 52 30 2 BSR-42/135 
45 1 3/4 54 30 2 BSR-45/135 
48 1 7/8 57 30 2 BSR-48/135 
51 2 60 30 2 BSR-51/135 
54 2 1/8 63 30 2 BSR-54/135 
57 2 1/4 67 30 2 BSR-57/135 
60 2 3/8 70 30 2 BSR-60/135 
63 2 1/2 73 30 2 BSR-63/135 
70 2 3/4 80 30 2 BSR-70/135 
76 3 86 30 2 BSR-76/135 
80 - 90 30 2 BSR-80/135 
90 3 1/2 100 30 2 BSR-90/135 
102 4 112 30 2 BSR-102/135 
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SILICONE COOLANT HOSE – REDUCING 90° ELBOW 

 
Application  
FOR USE IN ENGINE COOLANT SYSTEMS 
RESISTANT TO ANTI-FREEZE & CORROSION INHIBITORS 

Technical Specification  
Tube: Smooth VMQ Silicone Rubber 
Cover: Smooth Cellulose Bonded Silicone Rubber 
Reinforcement: < 2” I.D. 3 Ply 120gm Polyester 

>2” and <4” I.D. 4 Ply 120gm Polyester 
>4” 5 Ply 120gm Polyester 

Conforms To: SAE J20 R1/A 
Temperature Range: -50°C to +180°C – Intermittent to 200°C 
Branding: Unbranded 
Length: 152mm 

 

Sizing options and information on next page(s) 
 
 

Colour Options available for all sizes 
Add prefix before size to request colour 
SRE-BSR BLUE 
SRE-BLASR BLACK 
SRE-RSR RED 
Examples: 
SRE-RSR13/16 = 13mm (I.D. 1) and 16mm (I.D. 2) Red 
SRE-BLASR25/28 = 25mm (I.D. 1) and 28mm (I.D. 2) Black 
ALL EXAMPLES IN TABLE DENOTE BLUE VARIANT 
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I.D. 1 I.D. 2 WP CODE 
mm mm psi Bar  
13 16 30 2 SRE-BSR13/16 
13 19 30 2 SRE-BSR13/19 
16 19 30 2 SRE-BSR16/19 
16 22 30 2 SRE-BSR16/22 
16 25 30 2 SRE-BSR16/25 
19 22 30 2 SRE-BSR19/22 
19 25 30 2 SRE-BSR19/25 
19 28 30 2 SRE-BSR19/28 
22 28 30 2 SRE-BSR22/28 
22 38 30 2 SRE-BSR22/38 
25 28 30 2 SRE-BSR25/28 
25 32 30 2 SRE-BSR25/32 
25 35 30 2 SRE-BSR25/35 
25 38 30 2 SRE-BSR25/38 
28 32 30 2 SRE-BSR28/32 
28 35 30 2 SRE-BSR28/35 
28 38 30 2 SRE-BSR28/38 
32 35 30 2 SRE-BSR32/35 
32 38 30 2 SRE-BSR32/38 
32 45 30 2 SRE-BSR32/45 
35 38 30 2 SRE-BSR35/38 
35 40 30 2 SRE-BSR35/40 
38 45 30 2 SRE-BSR38/45 
38 51 30 2 SRE-BSR38/51 
45 51 30 2 SRE-BSR45/51 
48 60 30 2 SRE-BSR45/60 
50 60 30 2 SRE-BSR50/60 
51 54 30 2 SRE-BSR51/54 
51 57 30 2 SRE-BSR51/57 
51 60 30 2 SRE-BSR51/60 
51 63 30 2 SRE-BSR51/63 
51 70 30 2 SRE-BSR51/70 
51 76 30 2 SRE-BSR51/76 
57 63 30 2 SRE-BSR57/63 
57 70 30 2 SRE-BSR57/70 
60 70 30 2 SRE-BSR60/70 
60 76 30 2 SRE-BSR60/76 
63 76 30 2 SRE-BSR63/76 
67 76 30 2 SRE-BSR67/76 
70 80 30 2 SRE-BSR70/80 
76 90 30 2 SRE-BSR76/90 
76 102 30 2 SRE-BSR76/102 
80 90 30 2 SRE-BSR80/90 
89 51 30 2 SRE-BSR89/51 
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SILICONE COOLANT HOSE – STRAIGHT REDUCERS 

 
Application  
FOR USE IN ENGINE COOLANT SYSTEMS 
RESISTANT TO ANTI-FREEZE & CORROSION INHIBITORS 

Technical Specification  
Tube: Smooth VMQ Silicone Rubber 
Cover: Smooth Cellulose Bonded Silicone Rubber 
Reinforcement: < 2” I.D. 3 Ply 120gm Polyester 

>2” and <4” I.D. 4 Ply 120gm Polyester 
>4” 5 Ply 120gm Polyester 

Conforms To: SAE J20 R1/A 
Temperature Range: -50°C to +180°C – Intermittent to 200°C 
Branding: Unbranded 
Length: 102mm 
  

 

Sizing options and information on next page(s) 
 
 

Colour Options available for all sizes 
Add prefix before size to request colour 
SR-BSR BLUE 
SR-BLASR BLACK 
SR-RSR RED 
Examples: 
SR-RSR13/16 = 13mm (I.D. 1) and 16mm (I.D. 2) Red 
SR-BLASR25/28 = 25mm (I.D. 1) and 28mm (I.D. 2) Black 
ALL EXAMPLES IN TABLE DENOTE BLUE VARIANT 
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I.D. 1 I.D. 2 WP CODE 

mm mm psi Bar  
13 16 30 2 SR-BSR13/16 
13 19 30 2 SR-BSR13/19 
16 19 30 2 SR-BSR16/19 
16 22 30 2 SR-BSR16/22 
16 25 30 2 SR-BSR16/25 
19 22 30 2 SR-BSR19/22 
19 25 30 2 SR-BSR19/25 
22 25 30 2 SR-BSR22/25 
22 28 30 2 SR-BSR22/28 
22 35 30 2 SR-BSR22/35 

22 38 30 2 SR-BSR22/38 
25 28 30 2 SR-BSR25/28 
25 32 30 2 SR-BSR25/32 
25 35 30 2 SR-BSR25/35 
25 38 30 2 SR-BSR25/38 
28 32 30 2 SR-BSR28/32 
28 35 30 2 SR-BSR28/35 
28 38 30 2 SR-BSR28/38 
30 38 30 2 SR-BSR30/38 
32 35 30 2 SR-BSR32/35 
32 38 30 2 SR-BSR32/38 
32 45 30 2 SR-BSR32/45 
32 51 30 2 SR-BSR32/51 
35 38 30 2 SR-BSR35/38 
35 40 30 2 SR-BSR35/40 
38 45 30 2 SR-BSR38/45 
38 51 30 2 SR-BSR38/51 
41 51 30 2 SR-BSR41/51 
42 55 30 2 SR-BSR42/55 
45 51 30 2 SR-BSR45/51 
45 54 30 2 SR-BSR45/54 
45 57 30 2 SR-BSR45/57 
45 60 30 2 SR-BSR45/60 
51 54 30 2 SR-BSR51/54 
51 57 30 2 SR-BSR51/57 
51 60 30 2 SR-BSR51/60 
51 63 30 2 SR-BSR51/63 
51 67 30 2 SR-BSR51/67 
51 70 30 2 SR-BSR51/70 
51 76 30 2 SR-BSR51/76 
51 89 30 2 SR-BSR51/89 
57 63 30 2 SR-BSR57/63 
57 70 30 2 SR-BSR57/70 
57 90 30 2 SR-BSR57/90 
60 70 30 2 SR-BSR60/70 
60 76 30 2 SR-BSR60/76 
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I.D. 1 I.D. 2 WP CODE 
60 80 30 2 SR-BSR60/80 
60 90 30 2 SR-BSR60/90 
63 76 30 2 SR-BSR63/76 
63 90 30 2 SR-BSR63/90 
67 76 30 2 SR-BSR67/76 
70 80 30 2 SR-BSR70/80 
76 90 30 2 SR-BSR76/90 
76 102 30 2 SR-BSR76/102 
80 90 30 2 SR-BSR80/90 
90 102 30 2 SR-BSR90/102 
90 115 30 2 SR-BSR90/115 
102 127 30 2 SR-BSR102/127 
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SILICONE VACUUM TUBE 

 
Application  
VACUUM LINES 
SCREENWASH TUBING 
COOLANT DRAIN & OVERFLOW 
VERY FLEXIBLE 

Technical Specification  
Tube: Unreinforced Smooth Silicone Rubber 
Temperature Range: -50°C to +180°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 30 meters 

 

 
Colour Options available for all sizes 
Add suffix after size to request colour 
/BLUE BLUE 
/BLACK BLACK 
/RED RED 
Examples: 
SVT-06/RED = 6.3mm Red 
SVT-25/BLACK = 25mm Black 
ALL EXAMPLES IN TABLE DENOTE BLUE VARIANT 

 
I.D O.D. CODE 

mm Ins mm  
3 1/8 7 SVT-03/BLUE 
4 - 8 SVT-04/BLUE 
6.3 1/4 11 SVT-06/BLUE 
8 5/16 14 SVT-08/BLUE 
10 3/8 16 SVT-10/BLUE 
12.7 1/2 20 SVT-13/BLUE 
16 5/8 21 SVT-16/BLUE 
19 3/4 25 SVT-19/BLUE 
25 1 31 SVT-25/BLUE 
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SILICONE COOLANT HOSE – CONTINUOUS LENGTHS 

 
Application  
FOR USE IN VEHICLE HEATING & COOLANT SYSTEMS. 
SUITABLE FOR USE WITH GLYCOL AND OAT TYPE ANTIFREEZE 
RESISTANT TO MOST CORROSION INHIBITORS 
AVAILABLE IN LONG CONTINUOUS LENGTHS 
VERY FLEXIBLE 

Technical Specification  
Tube: Smooth Blue Silicone Rubber 
Cover: Smooth Blue Silicone 
Reinforcement: Knitted Polyester 
Conforms To: SAEJ20 R4/A 
Temperature Range: -55°C to +180°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 100 meters 

 

Sizing options and information on next page 
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I.D O.D. BURST 
PRESSURE 

W.P. BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6 1/4 15 250 6 10 0.15 SHH-06 
8 5/16 16 250 6 12 0.18 SHH-08 
10 3/8 19 250 6 16 0.20 SHH-10 
13 1/2 23 250 6 32 0.30 SHH-13 
16 5/8 26 250 6 38 0.38 SHH-16 
19 3/4 29 200 5 60 0.45 SHH-19 
22 7/8 32 200 5 70 0.52 SHH-22 
25 1 35 175 4 102 0.59 SHH-25 
28 1 1/8 38 175 4 114 0.66 SHH-28 
32 1 1/4 42 150 3.5 130 0.75 SHH-32 
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CAR HEATER HOSE 

 
Application  
VEHICLE HEATING & COOLING SYSTEMS & IN STATIONARY WATER-COOLED 
ENGINES 
RESISTANT TO GLYCOL BASED ANTIFREEZE & MOST CORROSION INHIBITORS 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Smooth Black EPDM Rubber 
Reinforcement: Polyester Cord 
Conforms To: SAE 20R3 C (212) 
Temperature Range: -30°C to +120°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink - HEATER HOSE SAE20 R3 C 130PSI (9 BAR) W.P. …MM 

I.D.. 
 

 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
8 5/16 15 130 9 100 0.19 100 CHH-08 
10 3/8 20 130 9 100 0.24 100 CHH-10 
13 1/2 21 130 9 130 0.30 100 CHH-13 
16 5/8 23 130 9 160 0.36 100 CHH-16 
19 3/4 27 130 9 - 0.44 100 CHH-19 
22 7/8 32 130 9 190 0.50 100 CHH-22 
25 1 33 130 9 220 0.56 100 CHH-25 
28 1 1/8 38 130 9 292 0.64 100 CHH-28 
32 1 1/4 44 130 9 320 1.05 30 CHH-32 
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HEATER HOSE 

 
Application  
HIGH TEMPERATURE  
VEHICLE HEATING & COOLING SYSTEMS & IN STATIONARY WATER-COOLED 
ENGINES 
RESISTANT TO GLYCOL BASED ANTIFREEZE & MOST CORROSION INHIBITORS 

Technical Specification  
Tube: Smooth Black EPDM Rubber 
Cover: Wrapped Black EPDM Rubber 
Reinforcement: Polyester Cord 
Conforms To: SAE J20 R4/D3 
Temperature Range: -30°C to +150°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink - HEATER HOSE SAE J20 R4 D3 150PSI (10 BAR) W.P. 

…MM I.D.. 
Max Length: 100 meters 

 

 
 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
13 1/2 21 150 10 130 0.34 HH-13 
14 - 22 150 10 150 0.35 HH-14 
16 5/8 23 150 10 160 0.36 HH-16 
19 3/4 27 150 10 190 0.42 HH-19 
25 1 33 150 10 250 0.56 HH-25 
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FUEL HOSE 

 
Application  
DELIVERY OF DIESEL & UNLEADED PETROL IN VEHICLE FUEL SYSTEMS 
DIESEL DROP HOSE 
VERY FLEXIBLE 

Technical Specification  
Tube: Smooth Black Fuel Resistant Nitrile Rubber 
Cover: Smooth Black Extruded Nitrile Rubber 
Reinforcement: Polyester Cord 
Conforms To: BS AU106 C4 L4/R SAE J30 R6 
Temperature Range: -30°C to +125°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink - FUEL HOSE SAE J30 R6 + BS AU108 L4/C4/R 150PSI / 

10 BAR W.P. 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6 1/4 13 150 10 70 0.16 FH-06 
8 5/16 16 150 10 80 0.20 FH-08 
10 3/8 18 150 10 90 0.28 FH-10 
13 1/2 23 150 10 115 0.36 FH-13 
16 5/8 27 150 10 160 0.44 FH-16 
19 3/4 29 150 10 190 0.50 FH-19 
22 7/8 33 150 10 220 0.60 FH-22 
25 1 36 150 10 250 0.66 FH-25 
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FUEL INJECTION HOSE 

 
Application  
DELIVERY OF DIESEL & UNLEADED PETROL IN VEHICLE FUEL SYSTEMS 
DIESEL DROP HOSE 
VERY FLEXIBLE 

Technical Specification  
Tube: Smooth Black Fuel Resistant Nitrile Rubber 
Cover: Smooth Black Extruded Nitrile Rubber 
Reinforcement: Polyester Cord 
Conforms To: BS AU108 C4 L4/R + SAE J30 R6 
Temperature Range: -30°C to +125°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink - FUEL HOSE SAE J30 R6 + BS AU108 L4/C4/R 150PSI / 

15 BAR W.P. 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
4.8 3/16 11.6 225 15 48 0.15 FHI-05 
6 1/4 13 225 15 60 0.16 FHI-06 
7.6 5/16 14.6 225 15 76 0.20 FHI-08 
9.5 3/8 16.5 225 15 95 0.28 FHI-10 
13 1/2 20 225 15 125 0.36 FHI-13 
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FLUOROSILICONE LINED SILICONE HOSE 

 
Application  
FOR USE WITH FUELS, OILS & VARIOUS CHEMICALS  
SAFE WITH OAT & HOAT COOLANTS  
CORROSION INHIBITORS 
BI-PRODUCTS FROM 
EGR SYSTEMS 
TURBO SYSTEMS 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black FMVQ Fluorosilicone 
Cover: Smooth Green Silicone 
Reinforcement: 190gm/mtr2 Polyester Mesh 

<50mm I.D. 3 Ply 
>51mm I.D. 4 Ply 
>102mm I.D. 5 Ply 

Conforms To: SAE J20 R1 Class A 
Temperature Range: -55°C to +230°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: Unbranded 

 

Sizing options and information on next page 
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I.D O.D. MIN BURST PRESSURE WEIGHT CODE 
mm Ins mm bar Kg/mtr  
6 1/4 15 30 0.08 FSR-06 
8 5/16 17 30 0.10 FSR-08 
10 3/8 19 28 0.15 FSR-10 
12 1/2 21 27 0.25 FSR-12 
14 - 23 27 0.28 FSR-14 
15 - 24 27 0.30 FSR-15 
16 5/8 25 26 0.31 FSR-16 
19 3/4 28 25 0.33 FSR-19 
20 - 29 25 0.34 FSR-20 
22 7/8 31 24 0.35 FSR-22 
25 1 34 23 0.42 FSR-25 
28 1 1/8 37 23 0.45 FSR-28 
30 - 39 22 0.50 FSR-30 
32 1 1/4 41 22 0.55 FSR-32 
35 1 3/8 44 21 0.59 FSR-35 
38 1 1/2 47 21 0.64 FSR-38 
40 - 49 20 0.71 FSR-40 
42 1 5/8 51 20 0.72 FSR-42 
45 1 3/4 54 19 0.75 FSR-45 
48 1 7/8 57 18 0.80 FSR-48 
51 2 61 16 0.84 FSR-51 
54 1 1/8 64 14 0.90 FSR-54 
57 2 1/4 67 13 0.95 FSR-57 
60 - 70 12 1.00 FSR-60 
61 2 3/8 71 12 1.02 FSR-61 
64 2 1/2 74 11 1.04 FSR-64 
65 - 75 11 1.06 FSR-65 
70 2 3/4 80 10 1.15 FSR-70 
76 3 86 10 1.45 FSR-76 
80 3 1/4 90 8.5 1.50 FSR-80 
83 3 3/8 93 7 1.55 FSR-83 
85 - 95 6.5 1.58 FSR-85 
89 3 1/2 100 6 1.60 FSR-89 
95 3 3/4 106 5 1.65 FSR-95 
102 4 113 5 1.71 FSR-102 
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FLUOROSILICONE LINED SILICONE 90° ELBOW 

 
Application  
FOR USE WITH FUELS, OILS & VARIOUS CHEMICALS  
SAFE WITH OAT & HOAT COOLANTS  
CORROSION INHIBITORS 
BI-PRODUCTS FROM 
EGR SYSTEMS 
TURBO SYSTEMS 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black FMVQ Fluorosilicone 
Cover: Smooth Green Silicone 
Reinforcement: 190gm/mtr2 Polyester Mesh 

<50mm I.D. 3 Ply 
>51mm I.D. 4 Ply 
>102mm I.D. 5 Ply 

Conforms To: SAE J20 R1 Class A 
Temperature Range: -55°C to +230°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: Unbranded 
Leg Length: 150mm 

 

Sizing options and information on next page 
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I.D O.D. MIN BURST PRESSURE WEIGHT CODE 
mm Ins mm bar Kg/mtr  
10 3/8 19 28 0.15 FSR-10/90 
12 1/2 21 27 0.25 FSR-12/90 
14 - 23 27 0.28 FSR-14/90 
15 - 24 27 0.30 FSR-15/90 
16 5/8 25 26 0.31 FSR-16/90 
18 - 27 25 0.33 FSR-18/90 
19 3/4 28 25 0.33 FSR-19/90 
20 - 29 25 0.34 FSR-20/90 
22 7/8 31 24 0.35 FSR-22/90 
25 1 34 23 0.42 FSR-25/90 
28 1 1/8 37 23 0.45 FSR-28/90 
30 - 39 22 0.50 FSR-30/90 
32 1 1/4 41 22 0.55 FSR-32/90 
35 1 3/8 44 21 0.59 FSR-35/90 
38 1 1/2 47 21 0.64 FSR-38/90 
40 - 49 20 0.71 FSR-40/90 
42 1 5/8 51 20 0.72 FSR-42/90 
45 1 3/4 54 19 0.75 FSR-45/90 
48 1 7/8 57 18 0.80 FSR-48/90 
51 2 61 16 0.84 FSR-51/90 
54 2 1/8 64 14 0.90 FSR-54/90 
55 - 65 13 0.93 FSR-55/90 
57 2 1/4 67 13 0.95 FSR-57/90 
60 - 70 12 1.00 FSR-60/90 
61 2 3/8 71 12 1.02 FSR-61/90 
64 2 1/2 74 11 1.04 FSR-64/90 
65 - 75 11 1.06 FSR-65/90 
70 2 3/4 80 10 1.15 FSR-70/90 
76 3 86 10 1.45 FSR-76/90 
80 3 1/4 90 8.5 1.50 FSR-80/90 
83 3 3/8 93 7 1.55 FSR-83/90 
85 - 95 6.5 1.58 FSR-85/90 
89 3 1/2 100 6 1.60 FSR-89/90 
95 3 3/4 106 5 1.65 FSR-95/90 
102 4 113 5 1.71 FSR-102/90 
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STAINLESS STEEL OVER BRAIDED FUEL HOSE 

 
Application  
DELIVERY OF DIESEL & UNLEADED PETROL IN VEHICLE FUEL SYSTEMS 

Technical Specification  
Inner: Smooth Black Fuel Resistant Nitrile Rubber Hose 
External Braid: 0.2mm to 0.28mm Grade 304 Stainless Steel Wire with 98% 

Coverage 
Conforms To: Inner Hose to BS AU 108 and SAE J30 R6 
Temperature Range: -30°C to +100°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 100 Metres 

 

 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
5 3/16 11.5 150 10 50 0.31 SSBFH-05 
6 1/4 13.5 150 10 60 0.38 SSBFH-06 
8 5/16 16.5 150 10 80 0.46 SSBFH-08 
10 3/8 19 150 10 100 0.60 SSBFH-10 

13 1/2 25 150 10 130 0.80 SSBFH-13 
16 5/8 29 150 10 160 0.90 SSBFH-16 
19 3/4 31 150 10 190 1.10 SSBFH-19 
22 7/8 35 150 10 220 1.30 SSBFH-22 
25 1 38 150 10 250 1.46 SSBFH-25 
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POLYESTER OVER BRAIDED FUEL HOSE 

 
Application  
DELIVERY OF DIESEL & UNLEADED PETROL IN VEHICLE FUEL SYSTEMS 

Technical Specification  
Tube: Smooth Static Conducting Black Fuel Resistant Nitrile Rubber 
Cover: Black Braided Polyester 
Conforms To: DIN 73379 B 
Temperature Range: -30°C to +85°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink - FUEL HOSE DIN 73379 xx MM I.D. 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  
3.0 - 6.5 200 15 30 0.05 PBF-030 
3.2 1/8 7.0 200 15 32 0.05 PBF-032 
3.5 - 8.5 200 15 35 0.05 PBF-035 
4.0 - 9.0 200 15 40 0.06 PBF-04 
4.5 - 9.5 200 15 45 0.06 PBF-045 

5.0 3/16 10.0 200 15 50 0.07 PBF-05 
5.5 - 10.5 200 15 55 0.08 PBF-055 
6.0 1/4 11.0 200 15 60 0.09 PBF-06 
7.0 - 12.0 200 15 70 0.10 PBF-07 
7.5 - 12.5 200 15 75 0.11 PBF-075 
8.0 5/16 13.0 200 15 80 0.13 PBF-08 
9.0 - 14.0 200 15 90 0.15 PBF-09 
10 3/8 15.0 600 15 100 0.17 PBF-10 
12 1/2 18.0 600 15 120 0.20 PBF-12 
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FUEL FILLER HOSE 

 
Application  
FOR USE IN VEHICLE & ENGINE FUEL FILLER SYSTEMS 
VERY FLEXIBLE 
SOFT CUFFED ENDS 

Technical Specification  
Tube: Corrugated Black Nitrile / Polychloroprene  Rubber 
Temperature Range: -30°C to +120°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 1 Metre 

 

 
 
 

I.D WP WEIGHT CODE 
mm Ins psi Bar Kg/mtr  
20 3/4 22 1.5 1.3 CRFH-20 
25 1 22 1.5 1.5 CRFH-25 
31.5 1 1/4 22 1.5 2.0 CRFH-31 
37 1 1/2 22 1.5 2.4 CRFH-37 
44 1 3/4 22 1.5 3.0 CRFH-44 
48 1 7/8 22 1.5 3.7 CRFH-48 
55 2 1/8 22 1.5 4.1 CRFH-55 
65 2 1/2 22 1.5 4.6 CRFH-65 
80 - 22 1.5 5.1 CRFH-80 
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CLEAR PVC FUEL TUBE 

 
Application  
TRANSPARENT PVC TUBE RESISTANT TO PETROL, DIESEL, OILS, BIOFUELS 
SUITABLE FOR FUEL LINES ON MOTOR MOWERS & SIMILAR LIGHT DUTY 
APPLICATIONS. 
NOT FOR PRESSURE APPLICATIONS 
GOOD UV RESISTANCE 
SELF EXTINGUISHING 

Technical Specification  
Tube: Clear Smooth PVC 
Temperature Range: -15°C to +60°C 

 

 
 

I.D O.D. WALL 
THICKNESS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm mm Kg/mtr mtr  
4 - 8 2.0 0.02 100 CPVCFT-04 
6 1/4 10 2.0 0.03 100 CPVCFT-06 
8 5/16 12 2.0 0.04 50 CPVCFT-08 
10 3/8 14 2.0 0.06 50 CPVCFT-10 
12 1/2 16 1.5 0.08 50 CPVCFT-12 
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AIR BRAKE HOSE SAE J1402/A & BS AU110/5 

 
Application  
PNEUMATIC LINES ON VEHICLE BRAKE SYSTEMS 

Technical Specification  
Tube: Smooth Black Oil Mist Resistant NBR Rubber 
Cover: Smooth Black Pinpricked NBR Rubber 
Reinforcement: Polyester Cord 
Conforms To: BS AU 110/5 & SAE J1402/A 
Temperature Range: -40°C to +100°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: Blue Ink - AIR BRAKE HOSE SAE J1402/A + BS AU110/5 ..MM I.D. 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
10 3/8 19 225 16 100 0.24 ABH-10 
13 1/2 22 225 16 130 0.27 ABH-13 
16 5/8 27 225 16 160 0.30 ABH-16 
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AIR BRAKE HOSE DIN 74310 

 
Application  
PNUEMATIC LINES ON VEHICLE BRAKE SYSTEMS 

Technical Specification  
Tube: Smooth Low Permeability Black EPDM Rubber 
Cover: Smooth Black EPDM Rubber 
Reinforcement: Polyester Cord 
Conforms To: DIN 74310 
Temperature Range: -40°C to +70°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink - AIR BRAKE HOSE DIN 74310 150PSI W.P. 13MM I.D.. 
Max Length: 100 meters 

 

 
 
 
 

I.D O.D. WP MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  
13 1/2 25 150 10 100 0.33 DIN74310-013 
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ENGINE & BRAKE AIR INTAKE DUCT 

 
Application  
MULTI-PURPOSE DUCTING FOR GASES, 
VEHICLE ENGINE AIR INTAKE & BRAKE COOLING  
VENTILATION IN MECHANICAL & PLANT ENGINEERING 

Technical Specification  
Body: 0.5mm Thermoplastic Rubber TPE Antistatic 
Reinforcement: Fully embedded Spring Steel Wire Helix 
Temperature Range: -40°C to +125°C – intermittent to 150°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A 
Branding: Unbranded 
Max Length: 10 meters  

 

 

Sizing options and information on next page 
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I.D O.D. WP VACUUM Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm Bar Bar mm Kg/mtr  
40 - - 0.350 0.15 40 0.20 LF-040 
45 1 3/4 - 0.350 0.13 45 0.215 LF-045 
51 2 58 0.235 0.105 33 0.23 LF-051 
60 2 3/8 68 0.195 0.09 38 0.26 LF-060 
63 2 3/8 - 0.350 0.08 63 0.28 LF-063 
70 2 3/4 78 0.170 0.075 43 0.30 LF-070 
75-76 3 83 0.160 0.070 46 0.33 LF-076 
80 - 88 0.150 0.065 48 0.36 LF-080 
90 3 1/2 - 0.17 0.05 80 0.36 LF-090 
100-102 4 109 0.120 0.055 58 0.52 LF-102 

110 - - 0.15 0.04 110 0.45 LF-110 
120 - - 0.15 0.04 120 0.49 LF-120 
125-127 5 134 0.095 0.045 71 0.64 LF-127 
130 - - 0.13 0.04 130 0.551 LF-130 
140 5 1/2 148 0.085 0.040 78 0.71 LF-140 
150-152 6 159 0.080 0.020 98 0.91 LF-150 
160 6 3/8 168 0.075 0.025 83 0.80 LF-160 
178-180 7 188 0.065 0.020 98 0.91 LF-180 
200-203 8 210 0.060 0.020 108 1.01 LF-200 
220 - - 0.07 0.020 220 1.01 LF-220 
229 9 - 0.07 0.020 229 1.12 LF-229 
250 - 258 0.050 0.015 133 1.21 LF-250 
280 11 - 0.06 0.01 280 1.23 LF-280 
300 - - 0.05 0.01 300 1.39 LF-300 
315 - - 0.05 0.01 315 1.45 LF-315 
325 12 3/4 - 0.05 0.01 325 1.56 LF-325 
350 - - 0.04 0.01 350 1.62 LF-350 
375 14 3/4 - 0.04 0.01 375 1.81 LF-375 
400 15 3/4 - 0.04 0.01 400 1.90 LF-400 
450 17 3/4 - 0.03 0.01 450 2.10 LF-450 
500 19 3/4 - 0.03 0.01 500 2.37 LF-500 

 

ALL VALUES MEASURED AT 20°C 
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STAINLESS STEEL OVER BRAIDED FUEL TUBING 

 
Application  
FOR USE AS EXTERNALLY ARMOURED GRAVITY FEED OR LOW-PRESSURE FUEL 
LINE 
SUITABLE FOR LEADED & UNLEADED PETROL & DIESEL 

Technical Specification  
Inner: Smooth Black Fuel Resistant Nitrile Rubber Hose 
External Braid: 0.2mm to 0.28mm Grade 304 Stainless Steel Wire with 98% 

Coverage 
Temperature Range: -30°C to +100°C 
Branding: Unbranded 

 

 
 

I.D O.D. WALL 
THICKNESS 
INNER TUBE 

MIN 
BEND 

RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm mm mm Kg/mtr mtr  
3.5 - 8 2 35 0.09 100 SSBFT-035 
5 3/16 9.5 2 50 0.09 100 SSBFT-05 
6 1/4 10.5 2 60 0.11 100 SSBFT-06 
8 5/16 12.5 2 80 0.15 100 SSBFT-08 
10 3/8 14.5 2 100 0.20 100 SSBFT-10 
13 1/2 17 2 130 0.35 100 SSBFT-13 
19 3/4 26 3.25 190 0.45 50 SSBFT-19 
25 1 26 3.25 250 0.70 50 SSBFT-25 
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GALVANISED STEEL EXHAUST HOSE 

 
Application  
ENGINE EXHAUST HOSE  
VIBRATION ABSORBANT 
LOW NOISE ATTENUATION 
LOW THERMAL EXPANSION 

Technical Specification  
Body: Griplock Flexible Galvanised Steel Body with Copper Wire 

Packing 
Conforms To: BS 1449 
Temperature Range: Maximum +500°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 10 meters 

 

Sizing options and information on next page 
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I.D O.D. BEND RADIUS WEIGHT CODE 
mm Ins mm  Kg/mtr  
6 1/4 9 25 0.16 GSEH-006 
8 5/16 11 30 0.18 GSEH-008 
10 3/8 13 33 0.23 GSEH-010 
12 1/2 16 45 0.30 GSEH-012 
16 5/8 20 55 0.33 GSEH-016 
20 3/4 24 59 0.34 GSEH-020 
22 7/8 26 63 0.40 GSEH-022 
25 1 29 78 0.49 GSEH-025 
28 1 1/8 33 90 0.62 GSEH-028 
30 1 3/16 33 92 0.70 GSEH-030 
32 1 1/4 37 96 0.75 GSEH-032 
35 1 3/8 40 110 0.88 GSEH-038 
38 1 1/2 45 110 1.01 GSEH-038 
41 1 5/8 48 115 1.08 GSEH-041 
45 1 3/4 52 123 1.18 GSEH-045 
48 1 7/8 55 129 1.26 GSEH-048 
51 2 58 135 1.35 GSEH-051 
54 2 1/8 61 143 1.37 GSEH-054 
57 2 1/4 64 150 1.39 GSEH-057 
60 2 3/8 67 158 1.41 GSEH-060 
63 2 1/2 70 165 1.42 GSEH-063 
70 2 3/4 77 180 1.68 GSEH-070 
76 3 83 195 2.25 GSEH-076 
79 3 1/8 85 260 2.30 GSEH-079 
83 3 1/4 88 269 2.45 GSEH-083 
86 3 3/8 91 280 2.52 GSEH-086 
89 3 1/2 94 290 2.61 GSEH-089 
95 3 3/4 100 312 2.85 GSEH-095 
102 4 107 328 3.10 GSEH-102 
114 4 1/2 121 369 3.25 GSEH-114 
127 5 134 403 3.40 GSEH-127 
140 5 1/2 147 445 3.80 GSEH-140 
152 6 159 485 4.19 GSEH-152 
178 7 185 560 4.85 GSEH-178 
203 8 210 640 5.50 GSEH-204 
254 10 261 797 6.80 GSEH-254 
305 12 312 950 7.60 GSEH-305 
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FUEL & OIL HOSE RANGE 
ANTI-STATIC OIL & FUEL SUCTION & DELIVERY HOSE ...................................... 135 

BLUE PVC / NITRILE OIL SUCTION & DELIVERY HOSE ....................................... 137 

DIESEL DROP HOSE ........................................................................................ 138 

HEAVY DUTY ANTI-STATIC OIL & FUEL SUCTION & DISCHARGE HOSE .............. 139 

MULTI-PURPOSE OIL / AIR / WATER HOSE ....................................................... 140 

RUBBER OIL / FUEL SUCTION & DISCHARGE HOSE .......................................... 142 

TRICOFUEL ..................................................................................................... 143 

FUEL HOSE ..................................................................................................... 144 
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ANTI-STATIC OIL & FUEL SUCTION & DELIVERY HOSE 

 
Application  
SUCTION & DELIVERY OF OILS & FUELS UP TO 40% AROMATIC CONTENT 
HYDRAULIC RETURN LINES 

Technical Specification  
Tube: Smooth Black Fuel Resistant Nitrile Rubber 
Cover: Wrapped Black CR / NBR Rubber 

Static Conducting BS 5020 (<106 Ohms/mtr) 
Reinforcement: Polyester Cord and Steel Wire Helix 
Conforms To: SAE 100 R4 J517 

BS 3492 
Temperature Range: -20°C to +80°C 
Vacuum Rating: 80% 
Burst Pressure:  Minimum 4x W.P. 
Branding: Black Ink on Red Stripe - ANTI-STATIC OIL SUCTION & 

DISCHARGE 10 BAR (150PSI) W.P. SAE 100 R4 
 

Sizing options and information on next page 
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I.D. O.D. WP MIN 
BEND 

RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
19 3/4 32 315 21 100 0.60 60 ASO-019 
22 7/8 36 150 10 120 0.73 60 ASO-022 
25 1 38 250 17 125 0.85 60 ASO-025 
32 1 1/4 44 200 14 160 1.00 60 ASO-032 
35 1 3/8 45 150 10 170 1.03 60 ASO-035 
38 1 1/2 51 150 10 190 1.20 60 ASO-038 
45 1 3/4 54 150 10 225 1.30 60 ASO-045 
48 1 7/8 60 150 10 240 1.33 60 ASO-048 
51 2 65 150 10 240 1.35 60 ASO-051 

57 2 1/4 69 150 10 255 1.60 60 ASO-057 
60 2 3/8 71 150 10 285 1.75 60 ASO-060 
63 2 1/2 77 150 10 360 1.95 60 ASO-063 
70 2 3/4 84 150 10 415 3.05 60 ASO-070 
76 3 93 150 10 455 3.51 60 ASO-076 
90 3 1/2 102 150 10 500 4.55 60 ASO-090 
102 4 118 150 10 610 4.85 60 ASO-102 
114 4 1/2 132 150 10 640 5.80 40 ASO-114 
127 5 145 150 10 700 6.25 40 ASO-127 
152 6 171 150 10 1000 8.00 30 ASO-152 
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BLUE PVC / NITRILE OIL SUCTION & DELIVERY HOSE 

 
Application  
SUCTION AND DELIVERY OF DIESEL & MINERAL BASED OILS 

Technical Specification  
Lining: Blue Oil Resistant Flexible PVC/Nitrile 
Cover: Blue UV & Ozone Resistant Flexible PVC/Nitrile 
Reinforcement: Embedded White Shock Proof PVC Helix 
Temperature Range: -10°C to +55°C  
Branding: Unbranded 
Max Length: 30 meters 

 

 
 

I.D O.D. WP VACUUM 
RATING 

MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mH2O mm Kg/mtr  
19 3/4 25 150 10 9 100 0.23 BPO-019 
25 1 33.8 130 9 9 113 0.49 BPO-025 
32 1 1/4 40.8 115 8 9 144 0.58 BPO-032 
38 1 1/2 47 115 8 9 171 0.68 BPO-038 
51 2 60.9 105 7 9 230 1.04 BPO-051 
63 2 1/2 73.9 105 7 9 284 1.36 BPO-063 

76 3 87.6 90 6 9 342 1.70 BPO-076 
102 4 115.5 75 5 9 459 2.62 BPO-102 
127 5 144.2 - 1 8 423 3.49 BPO-127 
152 6 172.8 - 1 8 506 4.43 BPO-152 
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DIESEL DROP HOSE 

 
Application  
DELIVERY OF OIL, DIESEL FUEL & RED DIESEL 
ALSO SUITABLE FOR MINERAL HYDRAULIC OILS, VEGETABLE &RAPE SEED OILS, 
GLYCOL & POLYGLYCOL BASED OILS, SYNTHETIC ESTER BASED OILS, WATER 
VERY FLEXIBLE 
VERY GOOD WEATHERING PROPERTIES. OZONE RESISTANT 

Technical Specification  
Tube: Smooth Black Anti-Static Oil Resistant Nitrile Rubber 
Cover: Wrapped Black Anti-Static Nitrile Rubber 

Electrical Resistance <106 Ω/mtr 
Reinforcement: Textile Braid 
Conforms To: EN 854 R6/1TE 

SAE100R6 
Temperature Range: -40°C to +100°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: White Ink – SAE 100R6 EN 854-R6 ANTISTATIC OIL / FUEL 

RETURN HOSE …PSI / …BAR W.P …MM I.D. 
Max Length: 50 meters 

 

 
I.D O.D. WP MIN 

BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6 1/4 12.7 350 25 45 0.110 SAE100R6-4 
8 5/16 16.0 350 25 65 0.145 SAE100R6-5 
10 3/8 18.0 350 25 75 0.165 SAE100R6-6 
13 1/2 21.0 350 25 90 0.230 SAE100R6-8 
16 5/8 25.0 350 25 115 0.285 SAE100R6-10 
19 3/4 29.0 350 25 140 0.325 SAE100R6-12 
25 1 34.0 350 25 150 0.430 SAE100R6-16 
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HEAVY DUTY ANTI-STATIC OIL & FUEL SUCTION & 

DISCHARGE HOSE 

 
Application  
HEAVY DUTY SUCTION & DELIVERY OF OILS & FUELS UP TO 40% AROMATIC 
CONTENT 

Technical Specification  
Tube: Smooth Black Anti-Static Fuel Resistant Nitrile Rubber 
Cover: Fire Retardant Oil and Abrasion Resistant Black Rubber 
Reinforcement: Polyester Cord 

Twin High Tensile Steel Wire Helices 
Anti-Static Copper Wire 

Conforms To: Generally in accordance with requirements of BS EN 1765 
(Previously BS1435) BS3492:187 
Fire Retardant to AS 2660 

Temperature Range: -20°C to +70°C 
Burst Pressure:  Minimum 3x W.P. 
Vacuum Rating: 23”Hg (0.78bar) 
Branding: Black Ink on Brown Stripe - ANTI-STATIC HEAVY DUTY OIL / FUEL 

SUCTION & DISCHARGE 20 BAR / 300 PSI W.P. 
Max Length: 60 meters 

 

 
 

I.D O.D. WP MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  
51 2 65 300 20 300 2.09 HDOSD-51 
76 3 93 300 20 450 3.80 HDOSD-76 
102 4 123 300 20 600 6.26 HDOSD-102 
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MULTI-PURPOSE OIL / AIR / WATER HOSE 

 
Application  
DELIVERY OF COMPRESSED AIR, WATER, OIL, DIESEL 
UNSUITABLE FOR UNLEADED PETROL 

Technical Specification  
Tube: Smooth Black Anti-Static Oil Resistant NBR/SBR Rubber 
Cover: Smooth up to 1” I.D. Wrapped over 1” I.D.  

BLACK/YELLOW/RED/BLUE options up to 51mm (2”) 
Reinforcement: Polyester Cord with Anti-Static Copper Wire 
Temperature Range: -30°C to +90°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A 
Safety Factor:  3x W.P. 
Branding: MULTI-PURPOSE OIL/AIR/WATER HOSE ISO2398 +5118/2 20 

BAR (300PSI) W.P … MM I.D 
 

 

Sizing options and information on next page 
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I.D O.D. WP Min BEND 
Radius 

WEIGHT MAX 
COIL 

LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr   
6 1/4 14 300 20 48 0.189 100 MPO-06 
8 5/16 16 300 20 64 0.227 100 MPO-08 
10 3/8 18 300 20 80 0.265 100 MPO-10 
13 1/2 23 300 20 104 0.423 100 MPO-13 
16 5/8 26 300 20 128 0.494 100 MPO-16 
19 3/4 29 300 20 152 0.565 100 MPO-19 
25 1 37 300 20 200 0.873 100 MPO-25 
32 1 1/4 44 300 20 230 1.075 60 MPO-32 
38 1 1/2 52 300 20 270 1.454 60 MPO-38 

45 1 3/4 60 300 20 310 1.810 60 MPO-45 
51 2 67 300 20 350 2.217 60 MPO-51 
63 2 1/2 78 300 20 400 3.320 60 MPO-63 
76 3 90.4 300 20 480 3.210 60 MPO-76 
102 4 119 300 20 600 4.280 60 MPO-102 
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RUBBER OIL / FUEL SUCTION & DISCHARGE HOSE 

 
Application  
SUCTION & DELIVERY OF OILS & FUELS UP TO 40% AROMATIC CONTENT. 
HYDRAULIC RETURN LINES 

Technical Specification  
Tube: Smooth Black Fuel Resistant Nitrile Rubber 
Cover: Wrapped Black Abrasion Resistant Synthetic Rubber 

Ozone and Weather Resistant 
Static Conducting (<106 Ohms/mtr) 
Flame Resistant in accordance with TRbF-131-Teil 2 

Reinforcement: Textile Plies and Steel Wire Helix 
Conforms To:  
Temperature Range: -20°C to +70°C 
Burst Pressure:  Minimum 3x W.P. 
Vacuum Rating: 80% 
Branding: Red Ink - OIL / FUEL S & D W.P. 10 BAR (150PSI) 
Max Length: 60 meters 

 

 
I.D O.D. WP MIN 

BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
25 1 35 150 10 152 0.74 OSD-25 
28 1 1/8 38 150 10 125 0.85 OSD-28 
32 1 1/4 42 150 10 190 0.96 OSD-32 
38 1 1/2 48 150 10 228 1.10 OSD-38 
51 2 62 150 10 335 1.68 OSD-51 
63 2 1/2 76 150 10 360 2.39 OSD-63 
76 3 89 150 10 450 2.95 OSD-76 
102 4 118 150 10 610 4.80 OSD-102 

 
 

 

http://www.hoseworld.com/
mailto:info@hoseworld.com


 

 01890 752 555 | www.hoseworld.com | info@hoseworld.com   143 
 

5 

F
U

E
L

 &
 O

IL
 

TRICOFUEL 

 
Application  
TRANSFER OF FUELS 
NOT SUITABLE FOR AROMATIC HYDROCARBONS 
OUTER COATING HYDROCARBON RESISTANT 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Flexible clear green PVC 
Cover: Smooth clear green PVC core 
Reinforcement: Fibre reinforcement 
Temperature Range: -15°C to +60°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink – Tricofuel (Batch Number) 
Max Length: 50 Metres 

 

Sizing options and information on next page 
 
 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
12 1/2 19 140 10 84 0.21 50 TRI-051204 
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FUEL HOSE 

 
Application  
DELIVERY OF DIESEL & UNLEADED PETROL IN VEHICLE FUEL SYSTEMS 
DIESEL DROP HOSE 
VERY FLEXIBLE 

Technical Specification  
Tube: Smooth Black Fuel Resistant Nitrile Rubber 
Cover: Smooth Black Extruded Nitrile Rubber 
Reinforcement: Polyester Cord 
Conforms To: BS AU106 C4 L4/R SAE J30 R6 
Temperature Range: -30°C to +125°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink - FUEL HOSE SAE J30 R6 + BS AU108 L4/C4/R 150PSI / 

10 BAR W.P. 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6 1/4 13 150 10 70 0.16 FH-06 
8 5/16 16 150 10 80 0.20 FH-08 
10 3/8 18 150 10 90 0.28 FH-10 
13 1/2 23 150 10 115 0.36 FH-13 
16 5/8 27 150 10 160 0.44 FH-16 
19 3/4 29 150 10 190 0.50 FH-19 
22 7/8 33 150 10 220 0.60 FH-22 
25 1 36 150 10 250 0.66 FH-25 
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GAS HOSE RANGE 
ARGON WELDING HOSE .................................................................................. 146 

GALVANISED STEEL OVERBRAIDED NATURAL GAS TUBE .................................. 147 

GALVANISED STEEL OVERBRAIDED LPG / PROPANE HOSE ............................... 148 

OXY-ACETYLENE HOSE ................................................................................... 149 

LPG / PROPANE HOSE ..................................................................................... 150 

TWIN LINE GAS WELDING HOSE ...................................................................... 151 
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ARGON WELDING HOSE 

 
Application  
TRANSFER OF ARGON GAS & NITROGEN 

Technical Specification  
Tube: Smooth Black NBR Rubber 
Cover: Smooth Black Pin Pricked Black EPDM Rubber 
Reinforcement: Polyester Cord 
Conforms To: BS EN 559  

ISO 3821 
Temperature Range: -20°C to +70°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink - ARGON GAS HOSE ISO 3821 EN559 20Bar (300psi) 

W.P. 6MM I.D. 
Max Length: 100 meters 

 

 
 
 

I.D O.D. WP MIN BEND RADIUS WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6 1/4 13 300 20 60 0.16 AWH-006 
8 5/16 15 300 20 64 0.16 AWH-008 
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GALVANISED STEEL OVERBRAIDED NATURAL GAS TUBE 

 
Application  
FOR TRANSFER OF NATURAL GAS IN HARSH ENVIRONMENTS 

Technical Specification  
Tube: Smooth Black Nitrile Rubber 
External Overbraid: 90% Coverage 0.030” Galvanised Steel Wire 
Temperature Range: -20°C to +800°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 25 meters 

 

 
 
 

I.D WP MIN BEND RADIUS WEIGHT CODE 

mm Ins psi Bar mm Kg/mtr  
6 1/4 225 15 40 0.16 GSBNG-06 
8 5/16 225 15 50 0.20 GSBNG-08 
10 3/8 225 15 55 0.32 GSBNG-10 
13 1/2 225 15 60 0.44 GSBNG-13 
19 3/4 150 10 90 0.56 GSBNG-19 
25 1 150 10 120 0.80 GSBNG-25 
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GALVANISED STEEL OVERBRAIDED LPG / PROPANE HOSE 

 
Application  
TRANSFER OF LPG & PROPANE GAS IN HARSH ENVIRONMENTS 

Technical Specification  
Tube: Smooth Black NBR/SBR Rubber 
Cover: Smooth Pin Pricked Orange Rubber 
External Overbraid: 90% Coverage 0.030” Galvanised Steel Wire 
Reinforcement: Polyester Cord 
Conforms To: BS EN559 

BS 3212/2 
BS 5120 
BS EN 1763 

Temperature Range: -30°C to +80°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN BEND RADIUS WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
5 3/16 13.5 300 20 48 0.154 GSBLPG-05 
6 1/4 15.5 300 20 60 0.203 GSBLPG-06 

8 5/16 17.5 300 20 80 0.208 GSBLPG-08 
10 3/8 18.5 300 20 100 0.239 GSBLPG-10 
13 1/2 22.5 300 20 130 0.370 GSBLPG-13 
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OXY-ACETYLENE HOSE 

 
Application  
FOR USE IN GAS WELDING APPLICATIONS 
RED COVER FOR ACETYLENE 
BLUE COVER FOR OXYGEN 

Technical Specification  
Tube: Smooth Black NBR/SBR Rubber 
Cover: Smooth Pin Pricked Blue or Red NR/SBR Rubber 

Resistant to Abrasion and Weathering 
Reinforcement: Polyester Cord 
Conforms To: BS EN 559 

DIN 8541 
ISO 3821 

Temperature Range: -30°C to +80°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink - EN559 DIN 8451 ISO 3821 20 BAR (300PSI) W.P. 

…I.D. 
Max Length: 100 meters 

 

 
I.D. O.D. WP MIN BEND 

RADIUS 
WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
5 3/16 12 300 20 48 0.16 GWH-05B 
5 3/16 12 300 20 48 0.16 GWH-05R 
6 1/4 14 300 20 60 0.18 GWH-06B 
6 1/4 14 300 20 60 0.18 GWH-06R 
8 5/16 16 300 20 80 0.23 GWH-08B 
8 5/16 16 300 20 80 0.23 GWH-08R 
10 3/8 18 300 20 100 0.34 GWH-10B 
10 3/8 18 300 20 100 0.34 GWH-10R 
13 1/2 23 300 20 130 0.44 GWH-13B 
13 1/2 23 300 20 130 0.44 GWH-13R 
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LPG / PROPANE HOSE 

 
Application  
TRANSFER OF LPG & PROPANE GAS 

Technical Specification  
Tube: Smooth Black NBR/SBR Rubber 
Cover: Smooth Pin Pricked Orange Rubber 
Reinforcement: Polyester Cord 
Conforms To: BS EN 559 

BS 3212/2 
BS EN 1763 

Temperature Range: -30°C to +80°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink - LPG / PROPANE ISO 3821 + BS 3212/2 + BS EN 559 20 

BAR W.P. …MM I.D.. 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  
5 3/16 12 300 20 48 0.154 LPH-05 
6 1/4 14 300 20 60 0.203 LPH-06 
8 5/16 16 300 20 80 0.208 LPH-08 

10 3/8 17 300 20 100 0.239 LPH-10 
13 1/2 21 300 20 130 0.370 LPH-13 
19 3/4 29 300 20 180 0.620 LPH-19 
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TWIN LINE GAS WELDING HOSE 

 
Application  
FOR USE IN GAS WELDING APPLICATIONS 
RED COVER FOR ACETYLENE 
BLUE COVER FOR OXYGEN 

Technical Specification  
Tube: Smooth Black NBR/SBR Rubber 
Cover: Smooth Pin Pricked Blue or Red NR/SBR Rubber 

Resistant to Abrasion and Weathering 
Reinforcement: Polyester Cord 
Conforms To: BS EN 559 

DIN 8541 
ISO 3821 

Temperature Range: -30°C to +80°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink - EN559 DIN 8451 ISO 3821 20 BAR (300PSI) W.P. …I.D. 
Max Length: 100 meters 

 

 
 

I.D. O.D. WP MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  
6 1/4 14 300 20 60 0.368 TLG-06 
8 5/16 16 300 20 80 0.462 TLG-08 
10 3/8 18 300 20 100 0.680 TLG-10 
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FOOD AND DRINK HOSE RANGE 
 
BREWERS SUCTION & DELIVERY HOSE ............................................................ 153 

BREWERS DELIVERY HOSE / NON-CONDUCTIVE HOSE .................................... 154 

FOOD & MILK SUCTION & DELIVERY HOSE ...................................................... 156 

AQUA VEND REINFORCED HOSE ..................................................................... 157 

UHMWPE FOOD SUCTION & DELIVERY HOSE .................................................. 158 

SILICONE LINED FOOD QUALITY PRESSURE HOSE ........................................... 159 

FOOD QUALITY CLEAR PVC SUCTION & DELIVERY HOSE ................................. 161 

PVC PRESSURE HOSE ..................................................................................... 163 
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BREWERS SUCTION & DELIVERY HOSE 

 
Application  
SUCTION & DELIVERY OF POTABLE WATER, BEER, WINE, FRUIT JUICES 

Technical Specification  
Tube: Smooth White Natural Rubber 
Cover: Wrapped Red EPDM / Natural Rubber 
Reinforcement: Synthetic Textile Plies & Embedded Steel Wire Helix 
Conforms To: FDA 177-2600 (SGS Approval) 
Temperature Range: -35°C to +95°C – Steam Sterilize to 120°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink - BREWERS SUCTION & DELIVERY HOSE 10 BAR W.P. 
Max Length: 60 meters 

 

 
 
 

I.D O.D. WP VACUUM MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar Bar mm Kg/mtr  

13 1/2 24 150 10 0.9 100 0.565 BSH-013 

19 3/4 32 150 10 0.9 130 0.897 BSH-019 

25 1 38 150 10 0.9 150 1.069 BSH-025 

32 1 1/4 46 150 10 0.9 190 1.477 BSH-032 

38 1 1/2 52 150 10 0.9 230 1.690 BSH-038 

51 2 66 150 10 0.9 300 2.446 BSH-051 

63 2 1/2 80 150 10 0.9 380 3.186 BSH-063 

76 3 93 150 10 0.9 450 4.072 BSH-076 

102 4 120 150 10 0.9 600 5.778 BSH-102 
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BREWERS DELIVERY HOSE / NON-CONDUCTIVE HOSE 

 
Application  
DELIVERY OF BEER, WINE, FRUIT JUICES 
TOTALLY NON-CONDUCTIVE 

Technical Specification  
Tube: Smooth White Natural Rubber 
Cover: Wrapped Orange EPDM/NR Rubber 
Reinforcement: Synthetic Textile Plies 
Conforms To: FDA 177-2600 (SGS Approval) 
Temperature Range: -35°C to +95°C – Steam Sterilize to 120°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: White Ink - BREWERS HOSE / NON-CONDUCTIVE HOSE 10 BAR 

W.P. 
Max Length: 60 meters 

 

 
 

I.D O.D. WP WEIGHT CODE 
mm Ins mm psi Bar Kg/mtr  

13 1/2 24 150 10 0.508 BH-013 

19 3/4 32 150 10 0.812 BH-019 

25 1 38 150 10 0.978 BH-025 

32 1 1/4 32 150 10 1.352 BH-032 

38 1 1/2 52 150 10 1.543 BH-038 

51 2 66 150 10 2.174 BH-051 

63 2 1/2 80 150 10 2.899 BH-063 

76 3 93 150 10 3.481 BH-076 

102 4 120 150 10 4.993 BH-102 
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WINE SUCTION & DELIVERY HOSE 

 
Application  
FOOD QUALITY 
FDA APPROVED 
WIDE RANGE OF CHEMICAL RESISTANCE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Clear Smooth PVC 
Cover: Clear Smooth PVC 
Reinforcement: Fully Embedded PVC Spiral (Anti-Shock) 
Conforms To: Food Quality Approved Materials (IANESCO lab PV nr 4819 on 

05/08/94) 
Temperature Range: -20°C to +60°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 50 Metres 

 

 
 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  

25 1 32 130 9 180 0.39 BA025 

30 1 3/16 38 130 9 200 0.49 BA030 

32 1 1/4 40 115 8 220 0.52 BA032 

 

ALL VALUES MEASURED AT 20°C 
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FOOD & MILK SUCTION & DELIVERY HOSE 

 
Application  
SUCTION & DELIVERY OF FOODS & LIQUIDS 
SUITABLE FOR FATTY FOODS 
NON-TASTING & NON-TAINTING 
VERY FLEXIBLE 
PHTHALATE FREE 

Technical Specification  
Tube: Smooth White Chlorobutyl Rubber 
Cover: Wrapped Blue EPDM/Natural Rubber 
Reinforcement: Textile Plies and Embedded Steel Wire Helix 
Conforms To: FDA 177-2600 

EC1935/2004 
2002/72/EC 

Temperature Range: -20°C to +90°C – Steam Sterilize to 150°C max for 30 minutes 
Burst Pressure:  Minimum 3x W.P. 
Branding: Blue Ink on White Stripe - FOOD FDA BFR PHTHALATE FREE 
Max Length: 60 meters 

 

 
 

I.D O.D. WP VACUUM MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar Bar mm Kg/mtr  

19 3/4 31 150 10 0.9 40 0.50 MTH-019 

25 1 37 150 10 0.9 55 0.75 MTH-025 

32 1 1/4 44 150 10 0.9 70 0.90 MTH-032 

38 1 1/2 52 150 10 0.9 80 1.25 MTH-038 

51 2 65 150 10 0.9 110 1.61 MTH-051 

63 2 1/2 79 150 10 0.8 140 2.17 MTH-063 

76 3 92 150 10 0.8 170 2.79 MTH-076 

102 4 122 150 10 0.8 220 4.64 MTH-102 
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AQUA VEND REINFORCED HOSE 

 
Application  
FOOD QUALITY 
VENDING MACHINES 
DRINKING WATER 
CADMIUM AND SILICONE FREE 
WRAS APPROVED CONSTRUCTION 

Technical Specification  
Tube: Black Hygienic PVC Inner 
Cover: White Smooth PVC 
Reinforcement: High Tensile Polyester Fibre 
Temperature Range: -15°C to +70°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: WRAS REF No - ******* **** 
Max Length: 30 Metres 

 

 
 

I.D O.D. WP MIN BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  

10 3/8 16 145 10 40 0.158 AQUA VENDING HOSE-10 

12 1/2 19 145 10 55 0.207 AQUA VENDING HOSE-12.5 
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UHMWPE FOOD SUCTION & DELIVERY HOSE 

 
Application  
FOOD QUALITY  
SUCTION & DELIVERY OF VARIOUS CHEMICALS 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Translucent Food Quality Ultra High Molecular Weight 
Cover: Wrapped Blue Non-Marking EPDM Rubber 

Resistant to Abrasion & Weathering 
Reinforcement: Polyester Cord & Steel Wire Helix 

Anti-Static Copper Wire 
Conforms To: EN12115 (<106 Ohms/mtr) 
Vacuum Rating 26”Hg 
Temperature Range: -30°C to +100°C – Intermittent to 130°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Blue Ink - UHMWPE ANTI-STATIC CHEMICAL - FOOD QUALITY 16 

BAR W.P. EN 12115 
Max Length: 60 meters 

 

 
 

I.D O.D. WP MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  

13 1/2 23 230 16 114 0.42 UHMW-013 

19 3/4 34 230 16 125 0.90 UHMW-019 

25 1 39 230 16 152 1.01 UHMW-025 

32 1 1/4 46 230 16 192 1.24 UHMW-032 

38 1 1/2 51 230 16 228 1.33 UHMW-038 

51 2 66 230 16 305 2.07 UHMW-051 

63 2 1/2 78 230 16 396 2.50 UHMW-063 

76 3 91 230 16 457 3.20 UHMW-076 
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SILICONE LINED FOOD QUALITY PRESSURE HOSE 

 
Application  
DELIVERY OF FOODS AND LIQUIDS 
SUITABLE FOR PHARMACEUTICAL APPLICATIONS 
VAPOUR STERILIZATION TO 3.8 BAR 
HOT AIR STERILIZATION TO 250°C 
NON-TASTING & NON-TAINTING 

Technical Specification  
Tube: Smooth Extruded Translucent Peroxide Cured Silicone Rubber 
Cover: Smooth Extruded Translucent Peroxide Cured Silicone Rubber 
Reinforcement: Fully Embedded Glass Fibre Braid 
Conforms To: CFR21 

FDA 177.2600 
USP XX/XX1 
BGA Class XV  
EP V1.1.3.2 

Temperature Range: -55°C to +220°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 

 

Sizing options and information on next page 
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I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  

6 1/4 12 260 18 50 0.13 50 TSF-06 

8 5/16 15 185 13 60 0.15 50 TSF-08 

10 3/8 17 185 13 70 0.17 50 TSF-10 

12.5 1/2 19.5 165 11 80 0.23 25 TSF-13 

16 5/8 26 163 11 100 0.33 25 TSF-16 

19 3/4 30 148 10 150 0.39 25 TSF-19 

22 7/8 34 133 9 180 0.45 25 TSF-22 

25 1 37 111 7 185 0.51 25 TSF-25 

32 1 1/4 41 150 10 220 1.00 10 TSF-32 

38 1 1/2 52 150 10 260 1.25 10 TSF-38 

51 2 65 45 3 325 1.50 10 TSF-51 

 

ALL VALUES MEASURED AT 20°C 
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FOOD QUALITY CLEAR PVC SUCTION & DELIVERY HOSE 

 
Application  
FOR SUCTION & DELIVERY OF POTABLE WATER, LIQUID FOODS, POWDERS, 
GRANULES ETC 

Technical Specification  
Tube: Clear Superelastic PVC 
Cover: Clear Superelastic PVC 
Reinforcement: Fully Embedded Spring Steel Wire Helix 
Conforms To: FDA Approved Materials (IANESCO lab PV nr 5738 on 08/07/02) 
Temperature Range: -20°C to +60°C 
Burst Pressure:  Minimum 3x W.P. 
Vacuum Rating: 0.94 bar 
Branding: Blue Ink – Image of Glass & Fork 

 

Sizing options and information on next page 
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I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  

6 1/4 12 75 5 30 0.11 60 ACP-06 

8 5/16 14 75 5 30 0.13 60 ACP-08 

10 3/8 16 75 5 30 0.16 60 ACP-10 

12 1/2 18 75 5 40 0.18 60 ACP-12 

16 5/8 23 75 5 65 0.23 60 ACP-16 

18 - 25 65 4.5 65 0.29 60 ACP-18 

20 3/4 27 60 4 70 0.35 60 ACP-20 

22 7/8 29 60 4 75 0.38 60 ACP-22 

25 1 34 60 4 75 0.45 60 ACP-25 

30 1 3/16 38 60 4 80 0.60 60 ACP-30 

32 1 1/4 42 60 4 90 0.67 60 ACP-32 

35 1 3/8 44 60 4 100 0.75 60 ACP-35 

38 1 1/2 47 60 4 110 0.80 60 ACP-38 

40 - 50 60 4 110 0.87 30 ACP-40 

45 1 3/4 56 60 4 120 1.10 30 ACP-45 

50 2 62 45 3 130 1.20 30 ACP-50 

60 2 3/8 75 45 3 180 1.70 30 ACP-60 

63 2 1/2 78 45 3 290 1.90 30 ACP-63 

70 2 3/4 86 45 3 360 2.40 30 ACP-70 

75 3 92 45 3 380 2.50 30 ACP-75 

80 - 97 30 2 410 2.70 30 ACP-80 

90 3 1/2 105 30 2 430 3.00 20 ACP-90 

102 4 119 30 2 500 3.40 20 ACP-102 
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PVC PRESSURE HOSE 

 
Application  
TRANSPORT OF COMPRESSED AIR, WATER, DIESEL (NOT FOR BIOFUEL) 
PNEUMATIC TOOLS 
GENERAL WORKSHOP USE  
FOR CHEMICAL RESISTANCE PLEASE CONTACT US  

Technical Specification  
Tube: Clear Smooth PVC 
Cover: Smooth Clear or Coloured PVC 
Reinforcement: Fully Encapsulated Polyester Cord 
Temperature Range: -15°C to +65°C 
Conforms to: BS6066 + ISO5774 + BS EN ISO 6224 

FDA Approved Materials 
Phthalate, Cadmium and Silicone Free 
NSF 51 Food Materials & NSF 61 Drinking Water (Clear Only) 
Food Quality (EU) No. 10/2011 Simulants A, B, C 
DEHP Free 

Branding: Unbranded 
 

 

Sizing options and information on next page 
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Colour Options available for 30 Metre coils 
Add suffix to code to request colour 
-CL Clear 
-BLA BLACK 
-BLU BLUE 
-RED RED 
-YEL YELLOW 
Example: BPP-HD-19-BLA  

 
I.D O.D. WP Min BEND Radius WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  

5 3/16 10 350 25 32.5 0.071 BPP-HD-05 

6.3 1/4 11.4 330 22 41 0.077 BPP-HD-06 

8 5/16 13.2 315 21 52 0.100 BPP-HD-08 

10 3/8 16 300 20 65 0.120 BPP-HD-10 

12.5 1/2 18.2 240 16 81.3 0.160 BPP-HD-13 

16 5/8 23 225 15 104 0.217 BPP-HD-16 

19 3/4 25.6 225 15 123.5 0.300 BPP-HD-19 

25 1 32.6 200 13 163 0.444 BPP-HD-25 

32 1 1/4 41.6 120 8 208 0.670 BPP-HD-32 

38 1 1/2 48 120 8 247 0.733 BPP-HD-38 

50 2 60 120 8 325 1.056 BPP-HD-50 

 
100 metre Coils also available in CLEAR only see below: 

 
I.D O.D. WP Min BEND Radius WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  

6.3 1/4 11.4 330 22 41 0.077 BPP-HD-06-CL/100 

8 5/16 13.2 315 21 52 0.100 BPP-HD-08-CL/100 

10 3/8 16 300 20 65 0.120 BPP-HD-10-CL/100 

12.5 1/2 18.2 240 16 81.3 0.160 BPP-HD-13-CL/100 

16 5/8 23 225 15 104 0.217 BPP-HD-16-CL/100 

19 3/4 25.6 225 15 123.5 0.300 BPP-HD-19-CL/100 

25 1 32.6 200 13 163 0.444 BPP-HD-25-CL/100 
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DAIRY WASHDOWN HOSE 

  
Application  
DELIVERY OF HOT WATER & STERILIZING CHEMICALS IN DAIRY AND HYGIENIC 
ENVIRONMENT 
NOT FOR USE WITH STEAM 

Technical Specification  
Tube: Smooth White FDS Approved EPDM Rubber 

Phthalate Free 
Cover: Smooth Non-Marking EPDM Rubber 

Resistant to Abrasion and Weathering 
Reinforcement: Polyester Cord 
Temperature Range: -30° to +100°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Black Ink – HOT WATER WASHDOWN HOSE MAX TEMP 100C 10 

BAR (300PSI) W.P. … MM I.D. 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  

10 3/8 19 150 10 100 0.329 DWH-10-BLUE 

10 1/2 23 150 10 100 0.329 DWH-10-WHITE 

13 1/2 23 150 10 130 0.453 DWH-13-BLUE 

13 1/2 23 150 10 130 0.453 DWH-13-WHITE 

16 5/8 28 150 10 160 0.664 DWH-16-BLUE 

16 5/8 28 150 10 160 0.664 DWH-16-WHITE 

19 3/4 31 150 10 190 0.755 DWH-19-BLUE 

19 3/4 31 150 10 190 0.755 DWH-19-WHITE 

25 1 37 150 10 250 1.404 DWH-25-BLUE 

25 1 37 150 10 250 1.404 DWH-25-WHITE 
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FOOD QUALITY DAIRY STEAM HOSE

 
 

Application  
HOT WATER & STEAM IN FOOD, DAIRY & HYGIENIC ENVIRONMENTS 
RESISTANT TO CIP TREATMENTS 
VERY FLEXIBLE 
LIGHTWEIGHT 
NON-MARKING 

Technical Specification  
Tube: Smooth White Food Quality EPDM Rubber 
Cover: Wrapped Blue Non-Marking PIN Pricked EPDM Cover 
Reinforcement: Textile Plies 
Temperature Range: -30°C to +160°C 
Conforms to: BS 5122 Type A2, BS EN ISO 6134, FDA Approval 
Burst Pressure: Minimum 10x W.P. 
Branding: Blue Ink on White Stripe – DAIRY STEAM HOSE 7 BAR (100PSI) 

WP MAX TEMP 160C 
Max Length: 60 meters  

 

 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  

13 1/2 25 100 7 125 0.45 BDS-013 

19 3/4 32 100 7 156 0.87 BDS-019 

25 1 40 100 7 200 1.09 BDS-025 

38 1 1/2 52 100 7 250 1.41 BDS-038 

51 2 67 100 7 330 2.13 BDS-051 
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STAINLESS STEEL DRY MATERIAL HOSE 

 
Application  
CORROSION RESISTANT HOSE 
VIBRATION ABSORBANT 
LOW NOISE ATTENUATION 
LOW THERMAL EXPANSION 

Technical Specification  
Body: Flexible Type 304 Stainless Steel  
Conforms To: BS 1449 
Temperature Range: Maximum operating +650°C 
Branding: Unbranded 
Max Length: 10 meters 

 

Sizing options and information on next page 
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I.D O.D. MIN BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm mm Kg/mtr  

6 1/4 8 33 0.10 GSS-006 

8 5/16 10 40 0.15 GSS-008 

10 3/8 12 49 0.18 GSS-010 

12 1/2 15 68 0.23 GSS-012 

16 5/8 19 73 0.31 GSS-016 

20 3/4 23 79 0.34 GSS-020 

22 7/8 25 85 0.38 GSS-022 

25 1 28 90 0.40 GSS-025 

28 1 1/8 32 115 0.48 GSS-028 

32 1 1/4 36 120 0.55 GSS-032 

35 1 3/8 39 125 0.60 GSS-035 

38 1 1/2 42 130 0.65 GSS-038 

41 1 5/8 45 142 0.70 GSS-041 

45 1 3/4 49 152 0.77 GSS-045 

48 1 7/8 52 164 0.82 GSS-048 

51 2 55 175 0.87 GSS-051 

54 2 1/8 59 189 0.97 GSS-054 

57 2 1/4 62 204 1.03 GSS-057 

60 2 3/8 65 218 1.08 GSS-060 

63 2 1/2 68 232 1.14 GSS-063 

70 2 3/4 75 260 1.26 GSS-070 

76 3 81 264 1.71 GSS-076 

83 3 1/4 89 283 1.93 GSS-083 

89 3 1/2 95 305 2.00 GSS-089 

95 3 3/4 101 328 2.13 GSS-095 

102 4 108 345 2.29 GSS-102 

114 4 1/2 120 388 2.56 GSS-114 

127 5 133 424 2.85 GSS-127 

140 5 1/2 146 469 3.14 GSS-140 

152 6 158 510 3.41 GSS-152 

203 8 209 673 4.55 GSS-203 
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EPDM RUBBER HOSE 304 STAINLESS STEEL OVER-BRAID 

 
Application  
NON-TOXIC SUITABLE FOR DRINKING WATER 
SUITABLE FOR HEATING, AIR CONDITIONING, PUMPS AND BOILERS 

Technical Specification  
Inner: Smooth Black EPDM Rubber Hose 
External Braid: 0.2mm to 0.28mm Grade 304 Stainless Steel Wire with 98% 

Coverage 
Conforms To: WRAS approval by Hydraquip reference 0712053 
Temperature Range: -20°C to +100°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 30 Metres 

 

 
 

I.D O.D. WP WEIGHT CODE 
mm Ins mm psi Bar Kg/mtr  

10 3/8 14 215 15 0.180 WRAS-010 

13 1/2 18 215 15 0.300 WRAS-013 

19 3/4 27 150 10 0.490 WRAS-019 
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POTABLE WATER LAYFLAT DELIVERY HOSE BLUE COVER 

 
Application  
FOOD QUALITY 
FDA APPROVED 
WIDE RANGE OF CHEMICAL RESISTANCE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Extruded Thermoplastic Polyurethene (TPU) 
Cover: Filament Polyester Yarn 
Conforms To: BS 6920 WRAS Material – BS 6391 Type 2  
Temperature Range: -50°C to +75°C 
Burst Pressure:  Minimum 2x W.P. 
Branding: Blue Ink – Image of Glass & Fork 
Max Length: 100 meters 

 

 
 

I.D Wall Thickness WP WEIGHT CODE 
mm Ins mm Bar Kg/mtr  

25 1 1.60 25 0.160 WRC-025 

38 1 1/2 2.01 22 0.300 WRC-038 

51 2 2.30 22 0.400 WRC-051 

63 2 1/2 2.90 21 0.550 WRC-063 

76 3 2.90 21 0.620 WRC-076 

102 4 2.90 18 1.050 WRC-102 

127 5 3.00 15 1.400 WRC-127 

152 6 3.20 16 1.750 WRC-152 

 

ALL VALUES MEASURED AT 20°C 
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CLEAR UNREINFORCED PVC TUBING 

 
Application  
GENERAL PURPOSE CLEAR FOOD QUALITY TUBING 
SIGHT GLASS TUBES FOR STORAGE TANKS 
SUITABLE FOR DIESEL (NOT FOR BIOFUEL) 
ODOURLESS & NON-TAINTING 
MAY BE USED FOR DRINKING WATER 
GOOD UV RESISTANCE 
SELF EXTINGUISHING 

Technical Specification  
Tube: Clear Transparent Non-Toxic PVC 
Conforms To: FDA Approved Materials  

Phthalate Free 
Cadmium & Silicone Free 
Food Quality (EU) No.10/2011 Simulants A,B,C 
NSF51 – Food Materials 
NSF61 – Drinking Water 

Temperature Range: -15°C to +60°C 
Branding: Unbranded 
Max Length: 30 meters 

 

Sizing options and information on next page 
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I.D O.D. WALL THICKNESS WEIGHT MAX LENGTH CODE 
mm Ins mm mm Kg/mtr mtr  

1 - 4 0.75 0.020 30 CUP-01/04 

1.5 1/16 3 0.75 0.020 30 CUP-015/03 

2 - 4 1.00 0.020 30 CUP-02/04 

2.5 1/10 4 1.00 0.020 30 CUP-025/04 

3 1/8 5 1.00 0.020 30 CUP-03/05 

3 1/8 6 1.50 0.030 30 CUP-03/06 

4 - 6 1.00 0.023 30 CUP-04/06 

5 3/16 7 1.00 0.030 30 CUP-05/07 

5 3/16 8 1.50 0.035 30 CUP-05/08 

6 1/4 9 1.50 0.044 30 CUP-06/09 

6 1/4 12 3.00 0.110 30 CUP-06/12 

8 5/16 10 1.50 0.065 30 CUP-08/10 

8 5/16 11 1.50 0.065 30 CUP-08/11 

8 5/16 14 3.00 0.139 30 CUP-08/14 

9 - 12 1.50 0.061 30 CUP-09/12 

10 3/8 13 1.50 0.078 30 CUP-10/13 

10 3/8 16 3.00 0.164 30 CUP-10/16 

12 1/2 15 1.50 0.092 30 CUP-12/15 

13 1/2 19 3.00 0.164 50 CUP-13/19 

16 5/8 19 1.50 0.122 30 CUP-16/19 

16 5/8 22 3.00 0.220 30 CUP-16/22 

19 3/4 22 1.50 0.151 30 CUP-19/22 

19 3/4 25 3.00 0.262 30 CUP-19/25 

22 7/8 28 2.00 0.325 30 CUP-22/28 

25 1 31 3.00 0.320 30 CUP-25/31 

32 1 1/4 41 4.50 0.640 30 CUP-32/41 

38 1 1/2 47 4.50 1.000 30 CUP-38/47 

45 1 3/4 55 - 1.200 30 CUP-45/55 

51 2 62 5.50 1.200 30 CUP-51/62 

60 2 3/8 72 - 1.520 30 CUP-60/72 

76 3 88 - 1.885 30 CUP-76/88 
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CHEMICAL HOSE RANGE 
 
EPDM CHEMICAL DELIVERY HOSE ................................................................... 174 

EPDM CHEMICAL SUCTION & DELIVERY HOSE ................................................ 175 

UHMWPE FOOD SUCTION & DELIVERY HOSE .................................................. 176 

FLUOROSILICONE LINED SILICONE HOSE ....................................................... 177 

AGRICUTURAL SPRAY HOSE - 40 bar W.P. ....................................................... 179 

AGRICUTURAL SPRAY HOSE – 80 bar W.P. ....................................................... 180 
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EPDM CHEMICAL DELIVERY HOSE 

 
Application  
DELIVERY OF VARIOUS CHEMICALS 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black Electrically Conductive EPDM Rubber 
Cover: Wrapped Black EPDM Rubber 
Reinforcement: Textile Braid with Anti-Static Wire 
Conforms To: EN 12115 (<106Ω/mtr) 
Temperature Range: -35°C to +95°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: Blue Ink - EPDM ANTI-STATIC CHEMICAL DELIVERY HOSE 16 

BAR W.P. EN12115 
Max Length: 60 meters 

 

 
 

I.D O.D. WP WEIGHT CODE 
mm Ins mm psi Bar Kg/mtr  
19 3/4 31 230 16 0.78 CDH-019 
25 1 37 230 16 1.00 CDH-025 
32 1 1/4 46 230 16 1.15 CDH-032 
38 1 1/2 53 230 16 1.45 CDH-038 
51 2 66 230 16 1.70 CDH-051 

 

ALL VALUES MEASURED AT 20°C 
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EPDM CHEMICAL SUCTION & DELIVERY HOSE 

 
Application  
SUCTION & DISCHARGE OF VARIOUS CHEMICALS 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black Electrically Conductive EPDM Rubber 
Cover: Wrapped Black EPDM Rubber 
Reinforcement: Polyester Cord 

Steel Wire Helix with Anti-Static Copper Wire 
Conforms To: EN 12115 (<106Ω/mtr) 
Temperature Range: -35°C to +95°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: Blue Ink on Blue Stripe - EPDM ANTI-STATIC CHEMICAL 

SUCTION & DELIVERY HOSE 16 BAR W.P. 
Max Length: 60 meters 

 

Sizing options and information on next page 
 
 
 

I.D O.D. WP VACUUM WEIGHT CODE 
mm Ins mm psi Bar Bar Kg/mtr  

25 1 37 150 10 0.78 0.85 CSD-025 
32 1 1/4 44 150 10 0.78 1.08 CSD-032 
38 1 1/2 51 150 10 0.78 1.22 CSD-038 
51 2 66 150 10 0.78 1.63 CSD-051 
76 3 92 150 10 0.78 2.10 CSD-076 
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UHMWPE FOOD SUCTION & DELIVERY HOSE 

 
Application  
FOOD QUALITY  
SUCTION & DELIVERY OF VARIOUS CHEMICALS 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Translucent Food Quality Ultra High Molecular Weight 
Cover: Wrapped Blue Non-Marking EPDM Rubber 

Resistant to Abrasion & Weathering 
Reinforcement: Polyester Cord & Steel Wire Helix 

Anti-Static Copper Wire 
Conforms To: EN12115 (<106 Ohms/mtr) 
Vacuum Rating 26”Hg 
Temperature Range: -30°C to +100°C – Intermittent to 130°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Blue Ink - UHMWPE ANTI-STATIC CHEMICAL - FOOD QUALITY 16 

BAR W.P. EN 12115 
Max Length: 60 meters 

 

 
 

I.D O.D. WP MIN BEND RADIUS WEIGHT CODE 
mm Ins mm psi Bar mm Kg/mtr  
13 1/2 23 230 16 114 0.42 UHMW-013 
19 3/4 34 230 16 125 0.90 UHMW-019 
25 1 39 230 16 152 1.01 UHMW-025 
32 1 1/4 46 230 16 192 1.24 UHMW-032 
38 1 1/2 51 230 16 228 1.33 UHMW-038 
51 2 66 230 16 305 2.07 UHMW-051 
63 2 1/2 78 230 16 396 2.50 UHMW-063 
76 3 91 230 16 457 3.20 UHMW-076 
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FLUOROSILICONE LINED SILICONE HOSE 

 
Application  
FOR USE WITH FUELS, OILS & VARIOUS CHEMICALS  
SAFE WITH OAT & HOAT COOLANTS  
CORROSION INHIBITORS 
BI-PRODUCTS FROM 
EGR SYSTEMS 
TURBO SYSTEMS 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black FMVQ Fluorosilicone 
Cover: Smooth Green Silicone 
Reinforcement: 190gm/mtr2 Polyester Mesh 

<50mm I.D. 3 Ply 
>51mm I.D. 4 Ply 
>102mm I.D. 5 Ply 

Conforms To: SAE J20 R1 Class A 
Temperature Range: -55°C to +230°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: Unbranded 

Max Length: 1 
 

Sizing options and information on next page 
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I.D O.D. MIN BURST PRESSURE WEIGHT CODE 
mm Ins mm bar Kg/mtr  
6 1/4 15 30 0.08 FSR-06 
8 5/16 17 30 0.10 FSR-08 
10 3/8 19 28 0.15 FSR-10 
12 1/2 21 27 0.25 FSR-12 
14 - 23 27 0.28 FSR-14 
15 - 24 27 0.30 FSR-15 
16 5/8 25 26 0.31 FSR-16 
18 - 27 25 0.33 FSR-18 
19 3/4 28 25 0.33 FSR-19 

20 - 29 25 0.34 FSR-20 
22 7/8 31 24 0.35 FSR-22 
25 1 34 23 0.42 FSR-25 
28 1 1/8 37 23 0.45 FSR-28 
30 - 39 22 0.50 FSR-30 
32 1 1/4 41 22 0.55 FSR-32 
35 1 3/8 44 21 0.59 FSR-35 
38 1 1/2 47 21 0.64 FSR-38 
40 - 49 20 0.71 FSR-40 
42 1 5/8 51 20 0.72 FSR-42 
45 1 3/4 54 19 0.75 FSR-45 
48 1 7/8 57 18 0.80 FSR-48 
51 2 61 16 0.84 FSR-51 
54 1 1/8 64 14 0.90 FSR-54 
55 - 65 13 0.93 FSR-55 
57 2 1/4 67 13 0.95 FSR-57 
60 - 70 12 1.00 FSR-60 
61 2 3/8 71 12 1.02 FSR-61 
64 2 1/2 74 11 1.04 FSR-64 
65 - 75 11 1.06 FSR-65 
70 2 3/4 80 10 1.15 FSR-70 
76 3 86 10 1.45 FSR-76 
80 3 1/4 90 8.5 1.50 FSR-80 
83 3 3/8 93 7 1.55 FSR-83 
85 - 95 6.5 1.58 FSR-85 
89 3 1/2 100 6 1.60 FSR-89 
95 3 3/4 106 5 1.65 FSR-95 
102 4 113 5 1.71 FSR-102 
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AGRICULTURAL SPRAY HOSE - 40 bar W.P. 

 
Application  
SPRAYING OF HERBICIDES, INSECTICIDES & LIQUID FERTILIZERS 
SUITABLE FOR USE WITH VARIOUS CHEMICALS 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Flexible Black PVC 
Cover: Smooth Flexible PVC 
Reinforcement: Polyester Braid 
Temperature Range: -15°C to +60°C 
Branding: Black Ink - TRESS-NOBEL 40 BAR + BATCH NUMBER 

 

 
 

I.D O.D. WP MIN 
BURST 

PRESSURE 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar Bar Kg/mtr mtr  
8 5/16 14.5 600 40 120 0.151 100 PHSH-08 
10 3/8 17.0 600 40 120 0.195 100 PHSH-010 
12 1/2 20.0 600 40 120 0.264 50 PHSH-012 
19 3/4 28.0 600 40 115 0.437 50 PHSH-019 
25 1 35.0 600 40 90 0.622 50 PHSH-025 

 

ALL VALUES MEASURED AT 20°C 
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AGRICULTURAL SPRAY HOSE – 80 bar W.P. 

 
Application  
SPRAYING OF HERBICIDES, INSECTICIDES & LIQUID FERTILIZERS 
SUITABLE FOR USE WITH VARIOUS CHEMICALS 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Flexible Black PVC 
Cover: Smooth Flexible Dark Blue PVC 
Reinforcement: Double Layer of Polyester Fibre 
Temperature Range: -20°C to +60°C 
Burst Pressure:  240 bar 
Branding: White Ink - SUPER TRESS-NOBEL 80 BAR + BATCH NUMBER 

 

Sizing options and information on next page 
 
 
 

I.D O.D. WP WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar Kg/mtr mtr  
8 5/16 16.5 1200 80 0.215 50 PHSH-08/80 
10 3/8 19.0 1200 80 0.273 100 PHSH-10/80 
12 1/2 22.0 1200 80 0.356 100 PHSH-12/80 
16 5/8 26.5 1200 80 0.459 50 PHSH-16/80 
19 3/4 30.5 600 80 0.581 50 PHSH-19/80 

 

ALL VALUES MEASURED AT 20°C 
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ABRASIVE MATERIAL HANDLING 
ANTI-STATIC SHOT BLAST HOSE ...................................................................... 182 

HIGH PRESSURE GROUTING HOSE .................................................................. 185 

BULK MATERIAL DELIVERY HOSE ..................................................................... 186 

GALVANISED STEEL EXHAUST HOSE ................................................................ 187 

STAINLESS STEEL DRY MATERIAL HOSE ........................................................... 189 

LIGHT WEIGHT ANTI STATIC PU DUCTING ........................................................ 191 

MEDIUM WEIGHT ANTI STATIC FOOD QUALITY PU DUCTING ............................ 193 

HEAVY DUTY ANTI STATIC FOOD QUALITY PU DUCTING ................................... 195 
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ANTI-STATIC SHOT BLAST HOSE 

 
Application  
DELIVERY OF ABRASIVE MATERIALS IN SAND / SHOTBLASTING EQUIPMENT 

Technical Specification  
Tube: Smooth Black Electrically Conductive Abrasion Resistant NRBR 

Rubber 
Abrasion Resistance to DIN 53516 = 55mm3 

Cover: Wrapped Black Static Conducting NR Rubber 
Reinforcement: Textile Plies 
Conforms To: BS 5121 

ISO 3861 
Temperature Range: -25°C to +70°C 
Electrical 
Resistance: 

<106Ω / mtr (BS 2050) 

Vacuum Rating: 0.94 bar 
Branding: White or Red Ink – ANTI STATIC SHOTBLAST HOSE 12 BAR 

(150PSI) W.P. 
 

Sizing options and information on next page 
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I.D O.D. WP MIN BEND 
RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
13 1/2 29 175 12 65 0.63 60 ASSBH-13/29 
16 5/8 35 175 12 90 1.04 60 ASSBH-16/35 
19 3/4 35 175 12 95 0.87 60 ASSBH-19/35 
25 1 39 175 12 125 1.00 60 ASSBH-25/39 
25 1 48 175 12 135 1.40 60 ASSBH-25/48 
32 1 1/4 48 175 12 160 1.20 60 ASSBH-32/48 
32 1 1/4 54 175 12 160 1.80 60 ASSBH-32/54 
38 1 1/2 56 175 12 225 1.85 60 ASSBH-38/56 
38 1 1/2 60 175 12 225 1.85 60 ASSBH-38/60 
45 1 3/4 61 175 12 255 2.30 40 ASSBH-45/61 

51 2 68 175 12 255 2.00 40 ASSBH-51/68 
51 2 71 175 12 255 2.10 40 ASSBH-51/71 
60 2 1/8 80 175 12 300 2.40 40 ASSBH-60/80 
65 - 85 175 12 325 2.40 60 ASSBH-65/85* 
90 3 1/2 103 175 12 450 2.70 60 ASSBH-90/103* 

 

*AVAILABLE TO ORDER 
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BULK MATERIAL SUCTION & DELIVERY HOSE 

 

Application  
SUCTION & DISCHARGE OF ABRASIVE MATERIALS

 

Technical Specification  
Tube: Smooth Black Electrically Conductive NR/SBR Rubber 
Cover: Wrapped Black Static Conducting NR/SBR Rubber 
Reinforcement: Textile Plies with Embedded Spring Steel Wire Helix 
Conforms To: Abrasion Resistance 70mm3 DIN 53516 
Temperature Range: -25°C to +70°C 
Electrical 
Resistance:  

<106 Ω / mtr (BS 2050) 

Branding: Black Ink on Orange Stripe - ANTI STATIC BULK MATERIAL 
SUCTION HOSE 10 BAR (150PSI) W.P. 

 

 
 
 

I.D O.D WP VACUUM WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar Bar Kg/mtr mtr  
51 2 67 150 10 0.78 2.55 60 BMS-051 
76 3 93 150 10 0.78 3.17 60 BMS-076 
102 4 122 150 10 0.78 4.93 60 BMS-102 
114 4 1/2 137 150 10 0.78 6.90 30 BMS-114 
127 5 150 150 10 0.78 7.17 30 BMS-127 
152 6 172 150 10 0.78 8.30 25 BMS-152 
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HIGH PRESSURE GROUTING HOSE 

 
Application  
DELIVERY OF ABRASIVE MATERIALS IN HIGH PRESSURE GROUTING 
PLASTER SPRAYING 
MORTAR INJECTION APPLICATIONS 

Technical Specification  
Tube: Smooth Black Electrically Conductive Abrasion Resistant NR/BR 

Rubber 
Abrasion Resistance to DIN 53516 = 70mm3 

Cover: Wrapped Black Static Conducting NR/SBR Rubber 
Reinforcement: Multiple Textile Plies with Anti-Static Copper Wire 
Temperature Range: -25°C to +80°C 
Branding: Black Ink on White Stipe – PLASTER / GROUTING HOSE 40 BAR 

W.P. 
Max Length: 40 meters 

 

 
 
 

I.D O.D. WP MIN BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
19 3/4 31 600 40 95 0.74 HPG-19 
25 1 38 600 40 125 1.01 HPG-25 
32 1 1/4 46 600 40 160 1.30 HPG-32 
35 1 3/8 51 600 40 175 1.60 HPG-35 
38 1 1/2 54 600 40 190 1.88 HPG-38 
51 2 68 600 40 250 2.43 HPG-51 
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BULK MATERIAL DELIVERY HOSE 

 
Application  
SUCTION & DISCHARGE OF ABRASIVE MATERIALS 

Technical Specification  
Tube: Smooth Black Electrically Conductive NR/SBR Rubber 
Cover: Wrapped Black Static Conducting NR/BSR Rubber 
Reinforcement: Textile Plies 
Conforms To: Abrasion Resistance 70mm3 DIN 53516 
Temperature Range: -30°C to +80°C 
Electrical Resistance: <106Ω /mtr (BS 2050) 

Branding: Black Ink on Orange Stripe - BULK MATERIAL DELIVERY HOSE 
10 BAR (150 PSI) W.P. 

 

 
 
 

I.D O.D. WP WEIGHT MAX LENGTH CODE 
mm Ins mm psi Bar Kg/mtr mtr  
51 2 67 150 10 1.72 60 BMDH-051 
76 3 93 150 10 2.57 60 BMDH-076 
102 4 122 150 10 4.00 60 BMDH-102 
127 5 152 150 10 5.60 30 BMDH-127 
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GALVANISED STEEL EXHAUST HOSE 

 
Application  
ENGINE EXHAUST HOSE  
VIBRATION ABSORBANT 
LOW NOISE ATTENUATION 
LOW THERMAL EXPANSION 

Technical Specification  
Body: Griplock Flexible Galvanised Steel Body with Copper Wire 

Packing 
Conforms To: BS 1449 
Temperature Range: Maximum +500°C 
Burst Pressure:  Minimum 3x W.P. 
Branding: Unbranded 
Max Length: 10 meters 

 

Sizing options and information on next page 
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I.D O.D. BEND RADIUS WEIGHT CODE 
mm Ins mm mm Kg/mtr  
6 1/4 9 25 0.16 GSEH-006 
8 5/16 11 30 0.18 GSEH-008 
10 3/8 13 33 0.23 GSEH-010 
12 1/2 16 45 0.30 GSEH-012 
16 5/8 20 55 0.33 GSEH-016 
20 3/4 24 59 0.34 GSEH-020 
22 7/8 26 63 0.40 GSEH-022 
25 1 29 78 0.49 GSEH-025 
28 1 1/8 33 90 0.62 GSEH-028 
30 - 35 92 0.70 GSEH-030 
32 1 1/4 37 96 0.75 GSEH-032 
35 1 3/8 40 110 0.88 GSEH-038 
38 1 1/2 45 110 1.01 GSEH-038 
41 1 5/8 48 115 1.08 GSEH-041 
45 1 3/4 52 123 1.18 GSEH-045 
48 1 7/8 55 129 1.26 GSEH-048 
51 2 58 135 1.35 GSEH-051 
54 2 1/8 61 143 1.37 GSEH-054 
57 2 1/4 64 150 1.39 GSEH-057 
60 2 3/8 67 158 1.41 GSEH-060 
63 2 1/2 70 165 1.42 GSEH-063 
70 2 3/4 77 180 1.68 GSEH-070 
76 3 83 195 2.25 GSEH-076 
79 3 1/8 85 260 2.30 GSEH-079 
83 3 1/4 88 269 2.45 GSEH-083 
86 3 3/8 91 280 2.52 GSEH-086 
89 3 1/2 94 290 2.61 GSEH-089 
95 3 3/4 100 312 2.85 GSEH-095 
102 4 107 328 3.10 GSEH-102 
114 4 1/2 121 369 3.25 GSEH-114 
127 5 134 403 3.40 GSEH-127 
140 5 1/2 147 445 3.80 GSEH-140 
152 6 159 485 4.19 GSEH-152 
178 7 185 560 4.85 GSEH-178 
203 8 210 640 5.50 GSEH-204 
254 10 261 797 6.80 GSEH-254 
305 12 312 950 7.60 GSEH-305 
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STAINLESS STEEL DRY MATERIAL HOSE 

 
Application  
CORROSION RESISTANT HOSE 
VIBRATION ABSORBANT 
LOW NOISE ATTENUATION 
LOW THERMAL EXPANSION 

Technical Specification  
Body: Flexible Type 304 Stainless Steel  
Conforms To: BS 1449 
Temperature Range: Maximum operating +650°C 
Branding: Unbranded 
Max Length: 10 meters 

 

Sizing options and information on next page 
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I.D O.D. MIN BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm mm Kg/mtr  
6 1/4 8 33 0.10 GSS-006 
8 5/16 10 40 0.15 GSS-008 
10 3/8 12 49 0.18 GSS-010 
12 1/2 15 68 0.23 GSS-012 
16 5/8 19 73 0.31 GSS-016 
20 3/4 23 79 0.34 GSS-020 
22 7/8 25 85 0.38 GSS-022 
25 1 28 90 0.40 GSS-025 
28 1 1/8 32 115 0.48 GSS-028 
32 1 1/4 36 120 0.55 GSS-032 

35 1 3/8 39 125 0.60 GSS-035 
38 1 1/2 42 130 0.65 GSS-038 
41 1 5/8 45 142 0.70 GSS-041 
45 1 3/4 49 152 0.77 GSS-045 
48 1 7/8 52 164 0.82 GSS-048 
51 2 55 175 0.87 GSS-051 
54 2 1/8 59 189 0.97 GSS-054 
57 2 1/4 62 204 1.03 GSS-057 
60 2 3/8 65 218 1.08 GSS-060 
63 2 1/2 68 232 1.14 GSS-063 
70 2 3/4 75 260 1.26 GSS-070 
76 3 81 264 1.71 GSS-076 
83 3 1/4 89 283 1.93 GSS-083 
89 3 1/2 95 305 2.00 GSS-089 
95 3 3/4 101 328 2.13 GSS-095 
102 4 108 345 2.29 GSS-102 
114 4 1/2 120 388 2.56 GSS-114 
127 5 133 424 2.85 GSS-127 
140 5 1/2 146 469 3.14 GSS-140 
152 6 158 510 3.41 GSS-152 
203 8 209 673 4.55 GSS-203 
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LIGHT WEIGHT ANTI STATIC PU DUCTING 

 
Application  
FLEXIBLE HOSE / DUCTING FOR GASES, ABRASIVE DUST, POWDER, FIBRES 
EXTRACTION UNIT, DEDUSTING SYSTEM, FILTER SYSTEM, OIL MIST EXTRACTION 
EXTRACTION ARM 
CHEMICAL INDUSTRY: CHEMICAL VAPOURS, VAPOUR RETURN HOSE AT LOADING ARM, 
PAINT STEAM, SPRAY MIST EXTRACTION 
EXPLOSION HAZARD AREA 
ANIMAL STALL, ANIMAL SHED: BARN VENTILATION 
BUS, UTILITY VEHICLE, CARAVAN/MOBILE HOME, MARINE: VENTILATION AND HEATING 
CLEAN ROOM VENTILATION, SEMICONDUCTOR PRODUCTION MACHINE 
BELLOWS / COMPENSATORS 

 

Technical Specification  
Body: 0.4mm Wall Thickness Premium Ester-Polyurethane 
Reinforcement: Fully Embedded Spring Steel Wire Helix 
Temperature Range: -40°C to +90°C intermittent to +125°C 
Conforms to: TRGS727 and DIN 26057 Type 1 

Flame retardant to UL94-HB and DIN 4102-B1 
Branding: Black Ink – LIGHT WEIGHT PERMANENT ANTI STATIC – MM I.D.  

Batch Code 
Max Length: 10 meters  

 

 

Accessories 
Stainless Steel Bridge Clamps 
Push On Sleeves 
Straight External Connectors 
Metal Ducting Joiners 

 
Sizing options and information on next page 
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I.D O.D. WP VACUUM Min 
BEND 
Radius 

WEIGHT CODE 

mm mm 50% 
Elongation 
- Bar 

Bar Axially 
Fixed - 
Bar 

Bar mm Kg/mtr  

38 46 0.630 1.86 0.245 0.73 27 0.22 LWPU-38 
40 48 0.600 1.77 0.235 0.66 28 0.23 LWPU-40 
50 58 0.480 1.42 0.170 0.85 33 0.28 LWPU-50 
60 68 0.405 1.19 0.145 0.59 38 0.34 LWPU-60 
65 73 0.370 1.09 0.130 0.51 40 0.36 LWPU-65 
70 78 0.345 1.02 0.125 0.44 43 0.38 LWPU-70 
75 83 0.325 0.95 0.115 0.39 45 0.41 LWPU-75 
80 88 0.305 0.89 0.110 0.34 48 0.44 LWPU-80 
90 98 0.270 0.79 0.095 0.27 53 0.49 LWPU-90 
100 108 0.245 0.71 0.055 0.30 58 0.51 LWPU-100 
110 118 0.220 0.65 0.050 0.25 63 0.56 LWPU-110 
115 123 0.210 0.62 0.050 0.23 66 0.58 LWPU-115 
120 128 0.205 0.62 0.045 0.21 68 0.61 LWPU-120 
125 133 0.195 0.57 0.045 0.19 71 0.63 LWPU-125 
130 138 0.185 0.55 0.040 0.18 73 0.66 LWPU-130 
140 148 0.175 0.51 0.040 0.15 78 0.71 LWPU-140 
150 158 0.160 0.48 0.035 0.13 83 0.76 LWPU-150 
160 168 0.150 0.45 0.035 0.12 88 0.81 LWPU-160 
180 188 0.135 0.40 0.030 0.09 98 0.90 LWPU-180 
200 208 0.120 0.36 0.025 0.11 108 1.03 LWPU-200 
225 234 0.110 0.32 0.020 0.08 122 1.16 LWPU-225 
250 259 0.100 0.29 0.020 0.06 136 1.28 LWPU-250 
254 263 0.095 0.28 0.020 0.06 144 1.30 LWPU-254 
280 289 0.085 0.26 0.020 0.05 149 1.43 LWPU-280 
300 309 0.080 0.24 0.015 0.04 159 1.70 LWPU-300 
305 315 0.080 0.23 0.015 0.04 163 1.73 LWPU-305 
315 325 0.075 0.23 0.015 0.04 168 1.79 LWPU-315 
350 360 0.070 0.20 0.015 0.03 185 2.00 LWPU-350 
356 366 0.070 0.20 0.015 0.03 190 2.10 LWPU-356 
400 410 0.060 0.18 0.015 0.02 210 2.26 LWPU-400 
500 510 0.050 0.14 0.010 0.01 260 2.78 LWPU-500 
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MEDIUM WEIGHT ANTI STATIC FOOD QUALITY PU DUCTING 

 
Application  
SUCTION & DELIVERY OF INDUSTRIAL DUST, POWDERS, FIBRES, PELLETS ETC. 
RESISTANT TO OILS, FUELS & WELDING FUMES 
SUITABLE FOR FOOD APPLICATIONS 
PERMANENTLY ANTI-STATIC  
LONG FLEX LIFE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Body: 0.7mm Wall Thickness Virgin Premium Ester-Polyurethane 
Reinforcement: Fully Embedded Spring Steel Wire Helix 
Temperature Range: -40°C to +90°C intermittent to +125°C 
Conforms to: Approved by an independent testing laboratory for the complete 

hose acc. to EU-Directive 10/2011, EC 1935/2004 and EU 
2015/174, 
food grade polyurethane, complies with: FDA 21 CFR 177.2600 

Branding: Black Ink – FDA Food Grade Medium Weight Permanent Anti 
Static -MM I.D. Batch Code 

Max Length: 10 meters  
 

Accessories 
Stainless Steel Bridge Clamps 
Push On Sleeves 
Straight External Connectors 
Metal Ducting Joiners 

 
Sizing options and information on next page 
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I.D O.D. WP VACUUM Min 
BEND 

Radius 

WEIGHT CODE 

mm mm 50% 
Elongation 
- Bar 

Bar Axially 
Fixed - 
Bar 

Bar mm Kg/mtr  

30 37 2.05 4.57 0.63 1.0 26 0.25 MWPU-30 
32 39 1.93 4.29 0.59 1.0 27 0.27 MWPU-31 
38 45 1.63 3.64 0.49 1.0 31 0.31 MWPU-38 
40 47 1.55 3.46 0.47 1.0 32 0.33 MWPU-40 
51 57 1.25 2.78 0.38 1.0 38 0.40 MWPU-51 
55 62 1.14 2.53 0.34 0.99 41 0.44 MWPU-55 
60 67 1.05 2.33 0.31 0.83 44 0.48 MWPU-60 
63 70 0.97 2.15 0.29 0.71 47 0.52 MWPU-63 
70 77 0.90 2.00 0.18 0.83 50 0.56 MWPU-70 
76 82 0.84 1.87 0.17 0.72 53 0.59 MWPU-76 
80 87 0.79 1.75 0.16 0.64 56 0.64 MWPU-80 
90 97 0.70 1.56 0.14 0.51 62 0.72 MWPU-90 
102 107 0.63 1.41 0.13 0.66 68 0.80 MWPU-102 
110 117 0.57 1.28 0.12 0.55 74 0.87 MWPU-110 
115 122 0.55 1.22 0.12 0.50 77 0.90 MWPU-115 
120 127 0.53 1.17 0.11 0.46 80 0.95 MWPU-120 
127 132 0.51 1.13 0.11 0.42 83 0.98 MWPU-127 
140 147 0.45 1.01 0.09 0.33 92 1.09 MWPU-140 
152 157 0.42 0.94 0.07 0.36 98 1.40 MWPU-152 
160 167 0.40 0.88 0.07 0.31 104 1.50 MWPU-160 
170 177 0.37 0.83 0.06 0.28 108 1.58 MWPU-170 
178 187 0.35 0.78 0.06 0.24 116 1.81 MWPU-178 
204 207 0.32 0.71 0.05 0.19 128 1.86 MWPU-204 
229 235 0.28 0.63 0.05 0.15 143 2.08 MWPU-229 
254 261 0.25 0.56 0.04 0.11 160 2.14 MWPU-254 
280 287 0.23 0.51 0.04 0.09 176 2.59 MWPU-280 
305 312 0.21 0.46 0.03 0.07 191 2.81 MWPU-305 
318 327 0.22 0.44 0.02 0.06 202 3.05 MWPU-318 
325 334 0.22 0.42 0.03 0.06 210 3.10 MWPU-325 
355 363 0.16 0.40 0.03 0.06 222 3.34 MWPU-355 
375 484 0.19 0.37 0.03 0.05 236 3.90 MWPU-375 
400 407 0.16 0.35 0.03 0.05 248 4.17 MWPU-400 
450 457 0.14 0.32 0.02 0.04 281 4.69 MWPU-450 

500 507 0.13 0.28 0.02 0.03 313 5.20 MWPU-500 
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HEAVY DUTY ANTI STATIC FOOD QUALITY PU DUCTING 

 
Application  
ADDITIONAL “HEAVY DUTY” APPLICATIONS 
RESISTANT TO OILS, FUELS & WELDING FUMES 
SUITABLE FOR FOOD APPLICATIONS 
PERMANENTLY ANTI-STATIC  
LONG FLEX LIFE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Body: 1.00mm Wall Thickness Virgin Premium Ester-Polyurethane 
Reinforcement: Fully Embedded Spring Steel Wire Helix 
Temperature Range: -40°C to +90°C intermittent to +125°C 
Conforms to: Approved by an independent testing laboratory for the complete 

hose acc. to EU-Directive 10/2011, EC 1935/2004 and EU 
2015/174, 
food grade polyurethane, complies with: FDA 21 CFR 177.2600 

Branding: Black Ink – FDA Food Grade Heavy Duty Permanent Anti Static -
MM I.D. Batch Code 

Max Length: 10 meters  
 

Accessories 
Stainless Steel Bridge Clamps 
Push On Sleeves 
Straight External Connectors 
Metal Ducting Joiners 
 
Sizing options and information on next page 
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I.D. O.D. WP VACUUM Min BEND 
Radius 

WEIGHT CODE 

mm mm 50% 
Elongation 
- Bar 

Bar Axially 
Fixed - 
Bar 

Bar mm Kg/mtr  

38 46 1.83 3.93 0.37 1.0 32 0.32 HDPU-38 
45 53 1.55 3.33 0.31 1.0 36 0.38 HDPU-45 
51 58 1.40 3.01 0.28 1.0 39 0.42 HDPU-51 
55 63 1.28 2.74 0.25 0.98 42 0.45 HDPU-55 
60 68 1.17 2.52 0.23 0.82 45 0.49 HDPU-60 
63 73 1.09 2.33 0.22 0.70 48 0.53 HDPU-63 
70 79 1.01 2.17 0.15 0.84 52 0.59 HDPU-70 
76 84 0.94 2.03 0.14 0.73 55 0.64 HDPU-76 
80 89 0.89 1.90 0.13 0.64 58 0.68 HDPU-80 
90 99 0.79 1.69 0.11 0.51 64 0.75 HDPU-90 
102 109 0.71 1.53 0.11 0.66 70 0.97 HDPU-102 
110 119 0.65 1.39 0.10 0.54 76 1.06 HDPU-110 
115 124 0.62 1.33 0.09 0.50 79 1.11 HDPU-115 
120 129 0.59 1.28 0.09 0.45 82 1.16 HDPU-120 
127 134 0.57 1.23 0.09 0.42 85 1.20 HDPU-127 
130 139 0.55 1.18 0.08 0.39 88 1.25 HDPU-130 
140 149 0.51 1.10 0.08 0.33 94 1.34 HDPU-140 
152 161 0.48 1.02 0.06 0.32 100 1.52 HDPU-152 
160 169 0.45 0.96 0.06 0.32 106 1.61 HDPU-160 
170 179 0.42 0.90 0.06 0.28 110 1.71 HDPU-170 
178 189 0.40 0.85 0.05 0.24 118 1.81 HDPU-178 
203 209 0.36 0.77 0.05 0.19 130 2.00 HDPU-203 
254 263 0.29 0.62 0.03 0.11 175 2.39 HDPU-254 
280 289 0.26 0.55 0.03 0.08 178 2.67 HDPU-280 
305 314 0.23 0.51 0.03 0.07 190 2.88 HDPU-305 
315 324 0.23 0.49 0.03 0.06 199 3.00 HDPU-315 
325 334 0.22 0.47 0.03 0.06 205 3.10 HDPU-325 
355 364 0.20 0.44 0.02 0.05 220 3.33 HDPU-355 
375 384 0.19 0.41 0.02 0.05 237 3.90 HDPU-375 
400 409 0.18 0.39 0.02 0.04 250 4.27 HDPU-400 
450 459 0.16 0.34 0.02 0.03 283 4.80 HDPU-450 
500 509 0.14 0.31 0.02 0.03 315 5.33 HDPU-500 
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UNREINFORCED TUBING 
CLEAR UNREINFORCED PVC TUBING .............................................................. 198 

CLEAR PVC FUEL TUBE .................................................................................... 200 

NATURAL RUBBER TUBING .............................................................................. 201 

PEROXIDE CURED UNREINFORCED SILICONE TUBE ........................................ 202 

PLATINUM CURED - SILICONE STEAM TUBE ..................................................... 204 

NITRILE RUBBER TUBE .................................................................................... 207 

EPDM RUBBER TUBE ....................................................................................... 208 

NEOPRENE RUBBER TUBE ............................................................................... 209 

POLYURETHANE RUBBER TUBE ....................................................................... 210 

PTFE TUBE ...................................................................................................... 211 

HIGH DENSITY POLYETHYLENE TUBE .............................................................. 212 

MEDIUM DENSITY POLYETHYLENE TUBE.......................................................... 213 

LOW DENSITY POLYETHYLENE TUBE ............................................................... 214 

FLEXIBLE NYLON TUBE (METRIC) ..................................................................... 215 

FLEXIBLE NYLON TUBE (IMPERIAL) .................................................................. 217 
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CLEAR UNREINFORCED PVC TUBING 

 
Application  
GENERAL PURPOSE CLEAR FOOD QUALITY TUBING 
SIGHT GLASS TUBES FOR STORAGE TANKS 
SUITABLE FOR DIESEL (NOT FOR BIOFUEL) 
ODOURLESS & NON-TAINTING 
MAY BE USED FOR DRINKING WATER 
GOOD UV RESISTANCE 
SELF EXTINGUISHING 

Technical Specification  
Tube: Clear Transparent Non-Toxic PVC 
Conforms To: FDA Approved Materials  

Phthalate Free 
Cadmium & Silicone Free 
Food Quality (EU) No.10/2011 Simulants A,B,C 
NSF51 – Food Materials 
NSF61 – Drinking Water 

Temperature Range: -15°C to +60°C 
Branding: Unbranded 
Max Length: 30 meters 

 

Sizing options and information on next page 
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I.D O.D. WALL THICKNESS WEIGHT MAX LENGTH CODE 
mm Ins mm mm Kg/mtr mtr  
1 - 4 0.75 0.020 30 CUP-01/04 
1.5 1/16 3 0.75 0.020 30 CUP-015/03 
2 - 4 1.00 0.020 30 CUP-02/04 
2.5 1/10 4 1.00 0.020 30 CUP-025/04 
3 1/8 5 1.00 0.020 30 CUP-03/05 
3 1/8 6 1.50 0.030 30 CUP-03/06 
4 - 6 1.00 0.023 30 CUP-04/06 
5 3/16 7 1.00 0.030 30 CUP-05/07 
5 3/16 8 1.50 0.035 30 CUP-05/08 
6 1/4 9 1.50 0.044 30 CUP-06/09 
6 1/4 12 3.00 0.110 30 CUP-06/12 
8 5/16 10 1.50 0.065 30 CUP-08/10 
8 5/16 11 1.50 0.065 30 CUP-08/11 
8 5/16 14 3.00 0.139 30 CUP-08/14 
9 - 12 1.50 0.061 30 CUP-09/12 
10 3/8 13 1.50 0.078 30 CUP-10/13 
10 3/8 16 3.00 0.164 30 CUP-10/16 
12 1/2 15 1.50 0.092 30 CUP-12/15 
13 1/2 19 3.00 0.164 50 CUP-13/19 
16 5/8 19 1.50 0.122 30 CUP-16/19 
16 5/8 22 3.00 0.220 30 CUP-16/22 
19 3/4 22 1.50 0.151 30 CUP-19/22 
19 3/4 25 3.00 0.262 30 CUP-19/25 
22 7/8 28 2.00 0.325 30 CUP-22/28 
25 1 31 3.00 0.320 30 CUP-25/31 
32 1 1/4 41 4.50 0.640 30 CUP-32/41 
38 1 1/2 47 4.50 1.000 30 CUP-38/47 
45 1 3/4 55 - 1.200 30 CUP-45/55 
51 2 62 5.50 1.200 30 CUP-51/62 
60 2 3/8 72 - 1.520 30 CUP-60/72 
76 3 88 - 1.885 30 CUP-76/88 
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CLEAR PVC FUEL TUBE 

 
Application  
TRANSPARENT PVC TUBE RESISTANT TO PETROL, DIESEL, OILS, BIOFUELS 
SUITABLE FOR FUEL LINES ON MOTOR MOWERS & SIMILAR LIGHT DUTY 
APPLICATIONS. 
NOT FOR PRESSURE APPLICATIONS 
GOOD UV RESISTANCE 
SELF EXTINGUISHING 

Technical Specification  
Tube: Clear Smooth PVC 
Temperature Range: -15°C to +60°C 

 

 
 

I.D O.D. WALL 
THICKNESS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm mm Kg/mtr mtr  
4 - 8 2.0 0.02 100 CPVCFT-04 
6 1/4 10 2.0 0.03 100 CPVCFT-06 
8 5/16 12 2.0 0.04 50 CPVCFT-08 
10 3/8 14 2.0 0.06 50 CPVCFT-10 
12 1/2 16 1.5 0.08 50 CPVCFT-12 
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NATURAL RUBBER TUBING 

 
Application  
GENERAL PURPOSE LABORATORY TUBING. 
VERY SOFT & FLEXIBLE 

Technical Specification  
Tube: Orange Coloured Smooth Non-Toxic Natural Tubing 
Reinforcement: Fully Embedded Spring Steel Wire Helix 
Conforms To: FDA Approved Materials 

Hardness 45 Shore A 
Elongation 500% 

Temperature Range: -50°C to +80°C 
Branding: Unbranded 
Max Length: 10 meters 

 

 
 

I.D O.D. WALL THICKNESS WEIGHT CODE 
mm Ins mm mm Kg/mtr  
1.5 - 5.5 1.00 0.016 NAT-01.5/5 
2 - 4.0 1.00 0.016 NAT-02 
3 1/8 5.0 1.00 0.020 NAT-03 
5 3/16 8.0 1.50 0.025 NAT-05 
6.5 1/4 9.5 1.50 0.065 NAT-06 

8 5/16 12.0 2.00 0.090 NAT-08 
10 3/8 14.0 2.00 0.130 NAT-10 
12.5 1/2 17.0 2.25 0.270 NAT-12.5 
16 5/8 22.5 3.25 0.312 NAT-16 
20 3/4 26.5 3.25 0.362 NAT-20 
25 1 31.5 3.25 0.425 NAT-25 
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PEROXIDE CURED UNREINFORCED SILICONE TUBE 

 
Application  
SILICONE TUBE FOR STEAM 
SUITABLE FOR FOOD & PHARMACEUTICAL APPLICATIONS 
VAPOUR STERILIZATION TO 3.8 BAR 
HOT AIR STERILIZATION TO 250°C 
NON-TASTING & NON-TAINTING 

Technical Specification  
Tube: Smooth Extruded Translucent Peroxide Cured Silicone Rubber 
Conforms To: FDA 177.2600 
Temperature Range: -60°C to +220°C 
Branding: Unbranded 
Max Length: 25 meters 

 

Sizing options and information on next page 
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I.D O.D. WEIGHT CODE 

mm Ins mm Kg/mtr  
1 - 2 0.010 SIL-01 
1.5 - 3 0.010 SIL-01.5 
3 1/8 5 0.010 SIL-03 
4 - 6 0.020 SIL-04 
5 - 8 0.040 SIL-05 
6 1/4 9 0.060 SIL-06 
8 5/16 12 0.080 SIL-08 
10 3/8 14 0.090 SIL-10 
12.7 1/2 19 0.220 SIL-12.7 
16 5/8 22.5 0.250 SIL-16 

20 3/4 26.5 0.290 SIL-20X 
25 1 31.5 0.330 SIL-25 
30 - 36 0.380 SIL-30 
32 1 1/4 37 0.420 SIL-32 
35 1 3/8 41 0.450 SIL-35 
38 1 1/2 44 0.475 SIL-38 
40 - 46 0.500 SIL-40 
45 1 3/4 51 0.560 SIL-45 
50 2 56 0.620 SIL-50 

 

ALL VALUES MEASURED AT 20°C 
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PLATINUM CURED - SILICONE STEAM TUBE 

 
Application  
SILICONE TUBE FOR STEAM. ALSO SUITABLE FOR FOOD & PHARMACEUTICAL 
APPLICATIONS 
VAPOUR STERILIZATION TO 3.8 BAR 
HOT AIR STERILIZATION TO 250°C 
NON-TASTING, NON-TAINTING 

Technical Specification  
Tube: Smooth Extruded Translucent Platinum Cured 
Temperature Range: -40°C to +200°C 
Conforms to: FDA 177.2600 
Branding: Unbranded 
Shore Hardness: A 
Max Length: 25 meters  

 

 

Sizing options and information on next page 
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I.D O.D. CODE 

mm Ins mm  
0.5 - 1.5 SIL-0.50/1.50 
0.5 - 2.1 SIL-0.50/2.10 
0.8 - 2.4 SIL-0.50/2.40 
1.0 - 2.0 SIL-1.0/2.0 
1.0 - 3.0 SIL-1.0/3.0 
1.5 - 2.5 SIL-1.50/2.50 
1.5 - 3.0 SIL-1.5/3.0 
1.5 - 3.5 SIL-1.50/3.50 
1.6 - 3.2 SIL-1.60/3.20 
1.6 - 4.8 SIL-1.60/4.80 

2.0 - 4.0 SIL-2.0/4.0 
2.0 - 6.0 SIL-2.0/6.0 
2.4 - 4.0 SIL-2.4/4.0 
3.0 1/8 5.0 SIL-3.0/5.0 
3.0 1/8 6.0 SIL-3.0/6.0 
3.0 1/8 7.0 SIL-3.0/7.0 
3.2 - 4.8 SIL-3.0/4.8 
3.2 - 5.2 SIL-3.0/5.20 
3.2 - 6.4 SIL-3.20/6.40 
4.0 - 5.6 SIL-4.0/5.6 
4.0 - 6.0 SIL-4.0/6.0 
4.0 - 7.0 SIL-4.0/7.0 
4.0 - 8.0 SIL-4.0/8.0 
4.0 - 10.0 SIL-4.0/10.0 
4.8 - 6.4 SIL-4.80/6.40 
4.8 - 8.0 SIL-4.8/8.0 
4.8 - 9.6 SIL-4.80/960 
5.0 - 7.0 SIL-5.0/7.0 
5.0 - 8.0 SIL-5.0/8.0 
5.0 - 9.0 SIL-5.0/8.0 
5.0 - 10.0 SIL-5.0/10.0 
6.0 1/4 8.0 SIL-6.0/8.0 
6.0 1/4 9.0 SIL-6.0/9.0 
6.0 1/4 10.0 SIL-6.0/10.0 
6.0 1/4 12.0 SIL-6.0/12.0 
6.3 - 9.5 SIL-6.30/9.50 
6.3 - 11.1 SIL-6.30/11.10 
6.3 - 12.7 SIL-6.30/12.70 
6.4 - 8.0 SIL-6.40/8.0 
7.0 - 10.0 SIL-7.0/10.0 
7.0 - 11.0 SIL-7.0/11.0 
7.0 - 13.0 SIL-7.0/13.0 
8.0 5/16 10.0 SIL-8.0/10.0 
8.0 5/16 11.2 SIL-8.0/11.2 
8.0 5/16 12.0 SIL-8.0/12.0 
8.0 5/16 12.8 SIL-8.0/12.80 
8.0 5/16 13.0 SIL-8.0/13.0 
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I.D O.D. CODE 
mm Ins mm  
8.0 5/16 14.0 SIL-8.0/14.0 
8.0 5/16 16.0 SIL-8.0/16.0 
9.0 - 13.0 SIL-9.0/13.0 
9.0 - 15.0 SIL-9.0/15.0 
9.5 - 15.9 SIL-9.5/15.90 
9.6 - 12.8 SIL-9.60/12.80 
9.6 - 14.4 SIL-9.60/14.40 
10.0 3/8 12.0 SIL-10.0/12.0 
10.0 3/8 14.0 SIL-10.0/14.0 
10.0 3/8 15.0 SIL-10.0/15.0 
10.0 3/8 16.0 SIL-10.0/16.0 
10.0 3/8 18.0 SIL-10.0/18.0 
12.0 - 16.0 SIL-12.0/16.0 
12.7 - 19.1 SIL-12.7/19.1 
12.8 - 16.0 SIL-12.8/16.0 
12.8 - 17.6 SIL-12.8-17.6 
13.0 1/2 19.0 SIL-13.0/19.0 
15.0 - 21.0 SIL-15.0/21.0 
16.0 5/8 20.8 SIL-16.0/20.80 
16.0 5/8 22.0 SIL-16.0/22.0 
16.0 5/8 26.0 SIL-16/26 
19.0 3/4 25.4 SIL-19.0/25.40 
20.0 - 26.0 SIL-20.0/26.0 
22.0 7/8 28.0 SIL-22.0/28.0 
25.0 1 31.0 SIL-25.0/31.0 
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NITRILE RUBBER TUBE 

 
Application  
SUITABLE FOR OIL & FUELS UP TO 40% AROMATIC CONTENT 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Black Nitrile Rubber 
Conforms To: 70 Shore A Hardness 

Elongation 450% 
Temperature Range: -30°C to +125°C 
Branding: Unbranded 
Max Length: 100 meters 

 

Sizing options and information on next page 
 
 
 

I.D O.D. WEIGHT CODE 
mm Ins mm Kg/mtr  
3.5 1/8 7 0.04 NT-035 
4 - 6 0.06 NT-04 
5 3/16 9 0.12 NT-05 
6 1/4 10 0.13 NT-06 
8 5/16 12 0.14 NT-08 
10 3/8 14 0.16 NT-10 
12 1/2 16 0.22 NT-12 
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EPDM RUBBER TUBE 

 
Application  
SUITABLE FOR HOT WATER & AIR 
WIDE RANGE OF CHEMICAL RESISTANCE  
SUITABLE FOR USE WITH Dot4 BRAKE FLUID 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Extruded Smooth Black EPDM Rubber 
Conforms To: Hardness: 70+/-5 

Specific Gravity: 1.2 
Tensile Strength: 9.5Mpa 
Elongation: 200% 
Compression Set: <25% (22hrs at 70%) 
Ozone: 20% Elongation at 40°C 100ppm/98hrs 
Cold Bend Test: -30°C 

Temperature Range: -40°C to +140°C 
Branding: Unbranded 
Max Length: 100 meters 

 

 
 

I.D O.D. WEIGHT CODE 
mm Ins mm Kg/mtr  

3 1/8 5 0.015 EPDM-03 
5 3/16 8 0.020 EPDM-05 
6 1/4 9 0.025 EPDM-06 
8 5/16 12 0.030 EPDM-08 
10 3/8 14 0.038 EPDM-10 
12.5 1/2 17 0.050 EPDM-12.5 
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NEOPRENE RUBBER TUBE 

 
Application  
SUITABLE FOR FUELS 
WIDE RANGE OF CHEMICAL RESISTANCE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Unreinforced Extruded Smooth Black Neoprene Rubber 
Cover: >16mm Wrapped Cover 
Conforms To: ASTM D 2000 BS510 

Hardness: 70+/-5 
Specific Gravity: 1.2 
Tensile Strength: 10Mpa 
Elongation: 350% 
Compression Set: <80% (22Hrs at 70°C) 
Heat Aging Test: 70hrs @ 100°C 

Temperature Range: -30°C to +100°C 
Branding: Unbranded 

 

 
I.D O.D. WEIGHT MAX LENGTH CODE 

mm Ins mm Kg/mtr Mtr  
3 1/8 5 0.04 100 CR-03 
5 3/16 8 0.04 100 CR-05 
6 1/4 9 0.05 100 CR-06 
8 5/16 12 0.07 100 CR-08 
10 3/8 14 0.10 100 CR-10 
12.5 1/2 17 0.20 100 CR-12.5 
16 5/8 22.5 0.24 50 CR-16 
20 5/8 26.5 0.28 50 CR-20 
25 1 31.5 0.34 50 CR-25 
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POLYURETHANE RUBBER TUBE 

 
Application  
ABRASION RESISTANT 
SUITABLE FOR FUELS & OILS 
HYDROLYSIS RESISTANT. 
SILICONE & CADMIUM FREE 

Technical Specification  
Tube: Smooth Extruded Polyurethane Rubber 
Conforms To: FDA 175.105 
Temperature Range: -30°C to +70°C – Intermittent to 100°C 
Hardness: 55 Shore D 
Branding: Unbranded 
Max Length: 30 meters 

 

 
Colour Options available  
Add suffix to code to request colour 
-NAT Clear 
-BLA BLACK 
-BLU BLUE 
-RED RED 
Example: PU-025/04-BLA  
All codes in table below denote Natural/Clear 

 
I.D O.D WP WEIGHT CODE 

mm Ins mm psi Bar Kg/mtr  
2.5 - 4 185 13 0.03 PU-04/025-NAT 
3 1/8 5 160 11 0.04 PU-03/05-NAT 
4 - 6 150 10 0.04 PU-04/06-NAT 
5.5 - 8 135 9 0.05 PU-05.5/08-NAT 
6 1/4 8 120 8 0.07 PU-06/08-NAT 
7.5 - 10 110 7 0.10 PU-07.5/10-NAT 
9 - 12 100 6 0.20 PU-09/12-NAT 
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PTFE TUBE 

 
Application  
PASSAGE OF FLUIDS IN HIGH TEMPERATURE CONDITIONS 
TRANSFER OF CHEMICAL PRODUCTS WIDE RANGE OF RESISTANCE 
VERY LOW COEFFICIENT OF FRICTION 
NON-FLAMMABLE 
NON-CONDUCTIVE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Bore 100% Virgin Fluoropolymer 
Cover: Anti-Static & UV Resistant Black Available to Order 
Conforms To: Hardness: 60 Shore D 

Elongation: 300% 
Temperature Range: -70°C to +260°C 
Branding: Unbranded 
Max Length: 100 meters 

 

 
 

I.D O.D. WALL 
THICKNESS 

WP BURST 
PRESSURE 

WEIGHT CODE 

mm Ins mm mm bar bar Kg/mtr  

2 - 4 1.0 20 60 0.020 PTFE-02/04 
3 1/8 5 1.0 18 54 0.020 PTFE-03/05 
4 - 6 1.0 13 40 0.034 PTFE-04/06 
5 3/16 8 1.5 12 36 0.066 PTFE-05/08 
6 1/4 8 1.0 10 30 0.047 PTFE-06/08 
8 5/16 10 1.0 8 24 0.061 PTFE-08/10 
10 3/8 12 1.0 6 20 0.074 PTFE-10/12 
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HIGH DENSITY POLYETHYLENE TUBE 

 
Application  
FOOD QUALITY 
FDA APPROVED 
WIDE RANGE OF CHEMICAL RESISTANCE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Extruded Smooth High Density (0.958/cc) Polyethylene 

(Polythene) 
Temperature Range: Maximum 50°C 
Safety Factor:  4x W.P. 
Branding: Unbranded 
Max Length: 100 meters 

 

 
 
 

I.D O.D. WP WEIGHT CODE 
mm Ins mm psi Bar Kg/mtr  
4 - 6 500 36 0.04 HDPE-4/6 
5 3/16 8 640 44 0.04 HDPE-5/8 
6 1/4 8 350 24 0.05 HDPE-6/8 
8 5/16 10 260 18 0.07 HDPE-8/10 
9 - 12 350 24 0.10 HDPE-9/12 

 

ALL VALUES MEASURED AT 20°C 
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MEDIUM DENSITY POLYETHYLENE TUBE 

 
Application  
ECONOMICAL GENERAL-PURPOSE TUBE 
FDA APPROVED 
WIDE RANGE OF CHEMICAL RESISTANCE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Extruded Smooth High Density (0.935/cc) Polyethylene 

(Polythene) 
Temperature Range: Maximum 50°C 
Safety Factor:  4x W.P. 
Branding: Unbranded 
Max Length: 100 meters 

 

 
 
 
 

I.D O.D. WP CODE 
mm Ins mm psi Bar  
4 - 6 276 19 MDPE-4/6 
5 3/16 8 334 23 MDPE-5/8 
6 1/4 8 189 13 MDPE-6/8 
8 5/16 10 260 9 MDPE-8/10 
9 - 12 189 13 MDPE-9/12 

 

ALL VALUES MEASURED AT 20°C 
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LOW DENSITY POLYETHYLENE TUBE 

 
Application  
ECONOMICAL GENERAL-PURPOSE TUBE 
FOOD QUALITY 
FDA APPROVED 
WIDE RANGE OF CHEMICAL RESISTANCE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Extruded Smooth High Density (0.920/cc) Polyethylene 

(Polythene) 
Temperature Range: Maximum of 50°C 
Safety Factor:  4x W.P. 
Branding: Unbranded 
Max Length: 100 meters 

 

 
 

I.D O.D. WP CODE 
mm Ins mm psi Bar  
4 - 6 218 15 LDPE-4/6 
5 3/16 8 261 18 LDPE-5/8 
6 1/4 8 145 10 LDPE-6/8 
8 5/16 10 116 8 LDPE-8/10 
9 - 12 145 10 LDPE-9/12 
12 1/2 15 - - LDPE-12/15 

 

ALL VALUES MEASURED AT 20°C 
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FLEXIBLE NYLON TUBE (METRIC) 

 
Application  
WIDE RANGE OF INDUSTRIAL & HYDRAULIC APPLICATIONS 
RESISTANT TO FUELS, OILS & GREASES 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Extruded PA12 Nylon 
Conforms To: BS5409 1 

SAE J1394/A 
SAE J844/A 
DIN73378 
DIN74323 
DIN74324 (1&2) 
ISO 7628 

Temperature Range: -40°C to +80°C – Intermittent to 110°C 
Safety Factor: 4x W.P. 
Branding: Unbranded 

 

Sizing options and information on next page 
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Colour Options available  
Add suffix to code to request colour 
NAT Clear 
BLA BLACK 
BLU BLUE 
RED RED 
YEL YELLOW 
Example: NY-13/10RED = 10mm I.D. 13mm O.D. Nylon Tube  
All codes in table below denote Natural/Clear 

 
 

O.D. I.D. WP MIN BEND RADIUS MAX LENGTH CODE 
mm mm psi Bar mm mtr  
3 1.5 635 44 8 100 NY-3/1.5NAT 
4 2.0 635 44 8 100 NY-4/2NAT 
4 2.5 475 33 8 100 NY-4/2.5NAT 
4 3.0 300 21 16 100 NY-4/3NAT 
5 3.0 505 35 12 100 NY-5/3NAT 
5 3.3 435 30 13 100 NY-5/3.3NAT 
6 3.0 635 44 13 100 NY-6/3NAT 
6 4.0 420 29 16 100 NY-6/4NAT 
6 4.5 300 21 24 100 NY-6/4.5NAT 
8 5.5 390 27 25 100 NY-8/5.5NAT 
8 6.0 300 21 32 100 NY-8/6NAT 
9 6.0 420 29 32 100 NY-9/6NAT 
10 7.5 300 21 39 100 NY-10/7.5NAT 
10 8.0 230 16 50 100 NY-10/8NAT 
11 8.0 330 23 50 100 NY-11/8NAT 
12 8.0 420 29 50 100 NY-12/8NAT 
12 9.0 300 21 47 100 NY-12/9NAT 
12 10.0 185 13 70 100 NY-12/10NAT 
13 10.0 275 19 70 100 NY-13/10NAT 
14 10.0 360 25 70 100 NY-14/10NAT 
14 11.0 245 17 68 100 NY-14/11NAT 
15 12.0 230 16 75 100 NY-15/12NAT 
16 12.0 300 21 85 100 NY-16/12NAT 
16 13.0 200 14 100 100 NY-16/13NAT 
18 14.0 260 18 100 100 NY-18/14NAT 
20 16.0 230 16 100 100 NY-20/16NAT 

22 17.0 260 18 140 30 NY-22/17NAT 
25 20.0 230 16 200 30 NY-25/20NAT 
28 22.0 245 17 140 30 NY-28/22NAT 

 

ALSO AVAILABLE IN SEMI-RIGID FOODGRADE TO ORDER 
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FLEXIBLE NYLON TUBE (IMPERIAL) 

 
Application  
WIDE RANGE OF INDUSTRIAL & HYDRAULIC APPLICATIONS 
RESISTANT TO FUELS, OILS & GREASES 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Tube: Smooth Extruded PA12 Nylon 
Conforms To: BS5409 1 

SAE J1394/A 
SAE J844/A 
DIN73378 
DIN74323 
DIN74324 (1&2) 
ISO 7628 

Temperature Range: -40°C to +80°C – Intermittent to 110°C 
Safety Factor: 4x W.P. 
Branding: Unbranded 
Max Length: 30 meters 

 

Sizing options and information on next page 
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Colour Options available  
Add suffix to code to request colour 
NAT Clear 
BLA BLACK 
BLU BLUE 
RED RED 
YEL YELLOW 
Example: NY-9RED = 0.170” I.D. 1/4” O.D. Nylon Tube in Red 
All codes in table below denote Natural/Clear 

 
O.D. I.D. WP MIN BEND RADIUS CODE 

Ins Ins psi Bar mm  
1/8 0.062 635 44 6 NY-1NAT 
1/8 0.075 505 35 6 NY-2NAT 
1/8 0.095 290 20 8 NY-3NAT 
3/16 0.107 550 38 10 NY-5NAT 
3/16 0.137 330 23 13 NY-7NAT 
1/4 0.150 505 35 13 NY-8NAT 
1/4 0.170 405 28 13 NY-9NAT 
1/4 0.190 290 20 25 NY-10NAT 
5/16 0.182 530 37 22 NY-11NAT 
5/16 0.212 405 28 22 NY-12NAT 
5/16 0.242 260 18 32 NY-13NAT 
3/8 0.225 505 35 26 NY-14NAT 
3/8 0.250 420 29 32 NY-15NAT 
3/8 0.265 375 26 32 NY-16NAT 
1/2 0.375 300 21 38 NY-19NAT 
5/8 0.500 230 16 64 NY-21NAT 
3/4 0.594 230 16 102 NY-22NAT 
1 0.813 200 14 225 NY-23NAT 

 

ALL VALUES MEASURED AT 20°C 
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FLEXIBLE DUCTING RANGE 
 
HOT AIR / STEAM DUCTING ............................................................................. 220 

ALFASPIR PU CLEAR PU WITH WHITE SPIRAL................................................... 222 

SUPER FLEXIBLE TPE ....................................................................................... 224 

SUPERELASTIC INDUSTRIAL & DOMESTIC VACUUM DUCTING ......................... 226 

MEDIUM WEIGHT PVC DUCTING WITH WIRE SPIRAL ........................................ 228 

MEDIUM WEIGHT PVC DUCTING WITH PVC SPIRAL ......................................... 230 

AQUACULTURE HOSE ..................................................................................... 232 

CRUSH PROOF EXHAUST DUCTING ................................................................. 233 

ALUMINIUM LAMINATE DUCTING .................................................................... 234 

INSULATED ALUMINIUM LAMINATE DUCTING .................................................. 235 

WHITE PVC DOMESTIC APPLIANCE DUCTING .................................................. 236 

LIGHT WEIGHT ANTI STATIC PU DUCTING ........................................................ 238 

MEDIUM WEIGHT ANTI STATIC FOOD QUALITY PU DUCTING ............................ 240 

HEAVY DUTY ANTI STATIC FOOD QUALITY PU DUCTING ................................... 242 

HIGH TEMPERATURE SILICONE DUCTING ........................................................ 244 

WYREM DUCTING ........................................................................................... 246 

DUCTING & HOSE JOINERS ............................................................................. 248 
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HOT AIR / STEAM DUCTING 

 
Application  
MULTI-PURPOSE DUCTING FOR GASES, 
VEHICLE ENGINE AIR INTAKE & BRAKE COOLING  
VENTILATION IN MECHANICAL & PLANT ENGINEERING 

Technical Specification  
Body: 0.5mm Thermoplastic Rubber TPE Antistatic 
Reinforcement: Fully embedded Spring Steel Wire Helix 
Temperature Range: -40°C to +125°C – intermittent to 150°C 
Conforms to: BS 5118/2, BS EN ISO 2398 Type 4 Class A 
Branding: Unbranded 
Max Length: 10 meters  

 

 

Sizing options and information on next page 
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I.D O.D. WP VACUUM Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm Bar Bar mm Kg/mtr  
40 - - 0.350 0.15 40 0.20 LF-040 
45 1 3/4 - 0.350 0.13 45 0.215 LF-045 
51 2 58 0.235 0.105 33 0.23 LF-051 
60 2 3/8 68 0.195 0.09 38 0.26 LF-060 
63 2 3/8 - 0.350 0.08 63 0.28 LF-063 
70 2 3/4 78 0.170 0.075 43 0.30 LF-070 
75-76 3 83 0.160 0.070 46 0.33 LF-076 
80 - 88 0.150 0.065 48 0.36 LF-080 
90 3 1/2 - 0.17 0.05 80 0.36 LF-090 
100-102 4 109 0.120 0.055 58 0.52 LF-102 

110 - - 0.15 0.04 110 0.45 LF-110 
120 - - 0.15 0.04 120 0.49 LF-120 
125-127 5 134 0.095 0.045 71 0.64 LF-127 
130 - - 0.13 0.04 130 0.551 LF-130 
140 5 1/2 148 0.085 0.040 78 0.71 LF-140 
150-152 6 159 0.080 0.020 98 0.91 LF-150 
160 6 3/8 168 0.075 0.025 83 0.80 LF-160 
178-180 7 188 0.065 0.020 98 0.91 LF-180 
200-203 8 210 0.060 0.020 108 1.01 LF-200 
220 - - 0.07 0.020 220 1.01 LF-220 
229 9 - 0.07 0.020 229 1.12 LF-229 
250 - 258 0.050 0.015 133 1.21 LF-250 
280 11 - 0.06 0.01 280 1.23 LF-280 
300 - - 0.05 0.01 300 1.39 LF-300 
315 - - 0.05 0.01 315 1.45 LF-315 
325 12 3/4 - 0.05 0.01 325 1.56 LF-325 
350 - - 0.04 0.01 350 1.62 LF-350 
375 14 3/4 - 0.04 0.01 375 1.81 LF-375 
400 15 3/4 - 0.04 0.01 400 1.90 LF-400 
450 17 3/4 - 0.03 0.01 450 2.10 LF-450 
500 19 3/4 - 0.03 0.01 500 2.37 LF-500 

 

ALL VALUES MEASURED AT 20°C 
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ALFASPIR CLEAR PU WITH WHITE SPIRAL 

 
Application  
FOOD QUALITY 
LIGHT FLEXIBLE AND SUPPLE PU HOSE 
SUITABLE FOR LIGHT ABRASIVES GRASS, LEAVES ETC. 

Technical Specification  
Tube: Smooth PVC 
Cover: Smooth PVC 
Reinforcement: Fully Embedded PVC Spiral (Anti-Shock) 
Temperature Range: -20°C to +80°C 
Branding: Unbranded 
Max Length: 25 Metres 

 

Sizing options and information on next page 
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I.D O.D. VACUUM MIN BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm  mm Kg/mtr  
25 1 35.0 3 30 0.165 EOPU-25 
30 1 3/16 40.0 3 35 0.165 EOPU-30 
35 1 3/8 45.0 3 45 0.200 EOPU-35 
40 - 50.0 3 50 0.230 EOPU-40 
50 2 60.0 2.5 70 0.340 EOPU-50 
60 2 3/8 70.0 2.5 80 0.425 EOPU-60 
63 2 1/2 73.0 2.5 85 0.450 EOPU-63 
70 2 3/4 80.0 2.5 95 0.500 EOPU-70 
76 3 86.0 2.5 100 0.550 EOPU-76 
80 - 92.2 2 110 0.590 EOPU-80 

102 4 114.2 2 140 0.750 EOPU-102 
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SUPER FLEXIBLE TPE 

 
Application  
MULTI-PURPOSE DUCTING FOR HIGH TEMPERATURE GAS & AIR HANDLING 
VERY ROBUST & FLEXIBLE 

Technical Specification  
Body: 2 Plie 0.6mm Black Thermoplastic Elastomer Impregnated 

Polyester Fabric 
Reinforcement: Fully Embedded PVC Coated Wire Helix with Axial & Radial Yarn 
Temperature Range: -40°C to +150°C 
Branding: Unbranded 
Max Length: 10 meters 

 

Sizing options and information on next page 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

http://www.hoseworld.com/
mailto:info@hoseworld.com


  

 01890 752 555 | www.hoseworld.com | info@hoseworld.com   225 
 

11 

F
L

E
X

IB
L

E
 D

U
C

T
IN

G
 

I.D O.D. W.P. VACUUM MIN BEND RADIUS CODE 
mm Ins mm Bar Bar mm  
25 1 31 1.7 0.40 25 FFS-25 
28 1 1/8 34 1.6 0.35 28 FFS-28 
32 1 1/4 38 1.5 0.35 32 FFS-32 
35 1 3/8 44 1.4 0.30 35 FFS-35 
38 1 1/2 47 1.4 0.30 38 FFS-38 
41 1 5/8 50 1.4 0.30 41 FFS-41 
44 1 3/4 50 1.3 0.28 44 FFS-44 
51 2 57 1.3 0.28 51 FFS-51 
55 2 1/8 61 1.2 0.25 55 FFS-55 
60 2 3/8 61 1.0 0.25 60 FFS-60 
63 2 1/2 69 1.0 0.25 63 FFS-63 
70 2 3/4 75 1.0 0.25 70 FFS-70 
76 3 82 0.8 0.20 76 FFS-76 
80 3 1/8 86 0.7 0.18 80 FFS-80 
89 3 1/2 95 0.7 0.18 89 FFS-89 
102 4 108 0.6 0.17 102 FFS-102 
114 4 1/2 120 0.6 0.11 114 FFS-114 
127 5 133 0.6 0.11 127 FFS-127 
140 5 1/2 145 0.5 0.11 140 FFS-140 
152 6 158 0.5 0.11 152 FFS-152 
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SUPERELASTIC INDUSTRIAL & DOMESTIC VACUUM 

DUCTING 

 
Application  
MULTI-PURPOSE DUCTING FOR APPLICATIONS SUCH AS:  
SUCTION OF LIQUIDS & GASES, LIGHT SOLIDS, FIBRES 
DOMESTIC & INDUSTRIAL VACUUM CLEANERS, SCRUBBER CLEANERS 
SCREED DRYING, DRYING SYSTEMS & WELDING FUME EXTRACTION 

Technical Specification  
Tube: Double Ply PVC 
Reinforcement: PVC Coated Wire Helix with Axial and Radial Yarn 
Temperature Range: 0°C to +85°C 
Branding: Unbranded 

 

Accessories 
Cuff and Connectors available for all size except 102mm 
Simply add CUFF or CONNECTOR to the code to order 
For Example: 
SF-25 CUFF = 25mm Screw on Cuff for Superelastic Ducting 
SF-44 CONNECTOR = 44mm Screw on Connector for Superelastic Ducting 

 

Sizing options and information on next page 
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I.D O.D. W.P. VACUUM MIN 
BEND 

RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm Bar Bar mm Kg/mtr mtr  
25 1 31 1.7 0.40 25 0.224 15 SF-25 
28 1 1/8 34 1.6 0.35 28 0.241 15 SF-28 
32 1 1/4 38 1.5 0.35 32 0.269 15 SF-32 
35 1 3/8 41 1.4 0.30 35 0.338 15 SF-38 
41 1 5/8 47 1.4 0.30 41 0.369 15 SF-41 
44 1 3/4 50 1.3 0.28 44 0.427 15 SF-44 
51 2 57 1.3 0.28 51 0.497 15 SF-51 
63 2 1/2 69 1.0 0.25 63 0.608 15 SF-63 
76 3 82 0.8 0.18 76 0.805 10 SF-76 

102 4 108 0.6 0.08 102 1.000 10 SF-102 
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MEDIUM WEIGHT PVC DUCTING WITH WIRE SPIRAL 

 
Application  
UNIVERSAL DUCTING FOR HANDLING FIBRES, DUST, FUMES & GASES 
VERY FLEXIBLE 

Technical Specification  
Body: Grey PVC 
Reinforcement: Fully Embedded Spring Steel Wire Helix 
Temperature Range: -10°C to +60°C 
Branding: Unbranded 
Max Length: 10 meters 

 

Sizing options and information on next page 
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I.D. WALL 
THICKNESS 

VACUUM 
RATING 

MIN BEND 
RADIUS 

WEIGHT CODE 

mm mm m/H2O mm Kg/mtr  
13 0.80 8 13 0.07 VFG-013 
16 0.80 6 16 0.09 VFG-016 
19 0.80 5.5 20 0.10 VFG-019 
25 0.80 4.5 25 0.17 VFG-025 
32 0.80 4 30 0.25 VFG-032 
38 0.80 4 40 0.30 VFG-038 
40 0.80 4 40 0.30 VFG-040 
45 0.80 4 45 0.32 VFG-045 
50 0.80 3 50 0.38 VFG-050 
55 0.80 3 55 0.40 VFG-055 

60 0.80 3 60 0.45 VFG-060 
63 0.80 3 65 0.50 VFG-063 
70 0.80 3 70 0.52 VFG-070 
76 0.80 2 76 0.63 VFG-076 
80 0.80 2 80 0.65 VFG-080 
90 0.80 2 90 0.70 VFG-090 
102 0.80 2 102 0.74 VFG-102 
110 0.80 2 110 0.79 VFG-110 
120 0.80 2 120 0.85 VFG-120 
127 0.80 2 127 0.88 VFG-127 
130 0.80 1 130 0.89 VFG-130 
140 0.80 1 140 0.91 VFG-140 
152 0.80 1 152 0.95 VFG-152 
160 1.00 1 160 1.00 VFG-160 
180 1.00 1 180 1.30 VFG-180 
203 1.00 1 203 2.05 VFG-203 
254 1.00 1 254 2.85 VFG-254 
305 1.00 1 305 3.65 VFG-305 
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MEDIUM WEIGHT PVC DUCTING WITH PVC SPIRAL 

 
Application  
UNIVERSAL DUCTING FOR HANDLING FIBRES, DUST, FUMES & GASES 
VERY FLEXIBLE 

Technical Specification  
Body: Grey PVC 
Reinforcement: Shock Proof White PVC Helix 
Temperature Range: -10°C to +60°C 
Branding: Unbranded 

 

Sizing options and information on next page 
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I.D. WALL 
THICKNESS 

VACUUM 
RATING 

MIN 
BEND 

RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm mm m/H2O mm Kg/mtr mtrs  
20 0.75 5.0 30 0.125 50 MWP-020 
25 0.75 5.0 30 0.150 50 MWP-025 
30 0.80 5.0 40 0.190 50 MWP-030 
32 0.80 4.5 40 0.205 50 MWP-032 
35 0.80 4.5 45 0.235 50 MWP-035 
38 0.80 4.5 45 0.255 50 MWP-038 
40 0.85 4.0 50 0.290 50 MWP-040 
45 0.85 4.0 60 0.360 50 MWP-045 
50 0.85 4.0 60 0.440 50 MWP-050 

55 0.85 4.0 65 0.550 50 MWP-055 
60 0.85 4.0 70 0.500 50 MWP-060 
63 0.90 4.0 75 0.535 50 MWP-063 
70 0.90 4.0 85 0.590 50 MWP-070 
75 0.90 4.0 95 0.640 50 MWP-075 
80 0.95 4.0 115 0.740 50 MWP-080 
90 0.95 4.0 130 0.850 50 MWP-090 
102 1.00 4.0 140 0.970 30 MWP-102 
110 1.00 4.0 150 1.050 30 MWP-110 
120 1.00 4.0 160 1.150 30 MWP-120 
127 1.00 4.0 165 1.240 30 MWP-127 
130 1.10 3.5 170 1.650 30 MWP-130 
140 1.10 3.5 180 1.440 30 MWP-140 
150 1.10 3.5 180 1.700 20 MWP-150 
160 1.15 3.5 200 1.900 20 MWP-160 
170 1.15 3.5 245 2.350 20 MWP-170 
180 1.15 3.0 290 2.200 20 MWP-180 
200 1.20 2.5 380 2.600 20 MWP-200 
250 1.20 2.5 470 3.600 10 MWP-250 
300 1.30 2.5 560 4.500 10 MWP-300 

 

ALL VALUES MEASURED AT 20°C 
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AQUACULTURE HOSE 

 
Application  
LIGHTWEIGHT CRUSH RESISTANT BLACK PVC HOSE FOR WATER SUCTION & 
DISCHARGE 
NON-TOXIC CONSTRUCTION 
SUITABLE FOR GARDEN PONDS AND AQUACULTURE 

Technical Specification  
Tube: Smooth Black PVC 
Cover: Black Corrugated Cover 
Reinforcement: White PVC Helix 
Temperature Range: -15°C to +65°C 
Branding: Unbranded 
Max Length: 30 meters  

 

 
 

I.D O.D. WP VACUUM Min 
BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mtrs/H2O mm Kg/mtr  
12 1/2 16.5 30 2 5 16 0.08 BPD-012 
16 5/8 20.7 30 2 5 20 0.11 BPD-016 
19 3/4 24.7 30 2 5 24 0.15 BPD-019 
25 1 30.5 30 2 5 31 0.17 BPD-025 
32 1 1/4 38 30 2 5 40 0.25 BPD-032 
38 1 1/2 44.4 30 2 4 48 0.32 BPD-038 
51 2 57.2 15 1 4 64 0.43 BPD-051 
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CRUSH PROOF EXHAUST DUCTING 

 
Application  
LIGHTWEIGHT & CRUSHPROOF DUCTING HOSE FOR EXHAUST SUCTION IN 
CONNECTION WITH HOSE ROLL ON SYSTEMS OR OVERFLOOR SYSTEMS 

Technical Specification  
Body: Abrasion and Oil Fuel Resistant TPE Impregnated Polyester 

Fabric 
Reinforcement: Crush and Heat Resistant Nylon Spiral 
Temperature Range: -40°C to +200°C 
Branding: Unbranded 
Max Length: 20 meters 

 

 
 
 

I.D VACUUM MIN BEND 
RADIUS 

WEIGHT CODE 

mm Ins mtr/H2O mm Kg/mtr  
38 1 1/2 2.50 76 0.225 CPH-038 
51 2 2.00 48 0.480 CPH-051 
63 2 1/2 2.00 53 0.520 CPH-063 
76 3 1.35 60 0.540 CPH-076 
90 3 1/2 1.00 180 0.825 CPH-090 
102 4 0.50 71 0.710 CPH-102 
127 5 0.35 100 0.870 CPH-127 
152 6 0.30 110 1.040 CPH-152 
203 8 0.10 155 1.370 CPH-203 
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ALUMINIUM LAMINATE DUCTING 

 
Application  
AIR CONDITIONING DUCTING 
VERY FLEXIBLE 

Technical Specification  
Body: Laminated Aluminium  
Reinforcement: High Tensile Steel Wire Spiral 
Conforms To: Fire Resistant to BS476 Parts 6, 7 and 20 
Temperature Range: -30°C to +120°C 
Max Air Velocity:  30 mtr/sec 
Branding: Unbranded 
Max Length: 10 meters 

 

 
I.D. MIN BEND RADIUS WEIGHT CODE 

mm mm Kg/mtr  
80 40 0.105 ACS-080 
102 51 0.105 ACS-102 
127 64 0.137 ACS-127 
152 76 0.155 ACS-152 
160 80 0.164 ACS-160 
180 90 0.203 ACS-180 
203 105 0.206 ACS-203 
229 115 0.235 ACS-229 
254 130 0.324 ACS-254 
305 155 0.389 ACS-305 
315 160 0.402 ACS-315 
356 180 0.454 ACS-356 
406 205 0.639 ACS-406 
457 230 0.718 ACS-457 
508 255 0.797 ACS-508 
610 269 1.050 ACS-610 
630 278 1.075 ACS-630 
637 280 1.075 ACS-637 
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INSULATED ALUMINIUM LAMINATE DUCTING 

 
Application  
AIR CONDITIONING DUCTING 

Technical Specification  
Body: Laminated Aluminium Foil & Woven Polyester Outer 25mm 

Fibreglass Insulation  
Polyester / Aluminium Vapour Barrier 

Reinforcement: High Tensile Steel Wire Spiral 
Conforms To: Fire Resistant to BS 476 Parts 6, 7 and 20 
Temperature Range: -30°C to +125°C 
Max Aire Velocity:  30 mtr/sec 
Thermal Conductivity: 0.0365W/MK @ 10°C 
Branding: Unbranded 
Max Length: 10 meters 

 

 
 
 

I.D MIN BEND RADIUS WEIGHT CODE 
mm mm Kg/mtr  
102 63 0.459 ACL-102 
152 76 0.625 ACL-152 
203 105 0.786 ACL-203 

254 130 0.956 ACL-254 
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WHITE PVC DOMESTIC APPLIANCE DUCTING 

 
Application  
AIR EXTRACTION FROM WASHING MACHINES, DRYERS ETC. 

Technical Specification  
Body: White PVC 
Reinforcement: Encapsulated Steel Wire Spiral 
Temperature Range: -5°C to +80°C 
Max Air Velocity:  15 mtr/sec 
Branding: Unbranded 
Max Length: 6 meters 

 

 
 
 

I.D MIN BEND RADIUS CODE 
mm Ins mm  
102 4 51 AP-102 
127 5 64 AP-127 
152 6 76 AP-152 
203 8 102 AP-203 
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GREY PVC COATED GLASSFIBRE DUCTING 

 
Application  
FIRE RESISTANT AIR CONDITIONING & VENTILATION DUCTING 

Technical Specification  
Body: Grey PVC Coated Glassfibre Body 
Reinforcement: Totally Embedded Spring Steel Wire Helix 
Conforms To: Flame Retardant to UL94V0 & NFP 92 503  

Grade M1 
Temperature Range: -30°C to +80°C 
Branding: Unbranded 
Max Length: 6 meters 

 

Sizing options and information on next page 
 

I.D MIN BEND RADIUS CODE 
mm Ins mm  
76 3 76 ACX-076 
102 4 102 ACX-102 
115 4 1/2 115 ACX-115 
127 5 127 ACX-127 
152 6 152 ACX-152 
160 6 5/16 160 ACX-160 
180 7 180 ACX-180 
203 8 203 ACX-203 
254 10 254 ACX-254 
305 12 305 ACX-305 
315 12 1/2 315 ACX-315 
356 14 356 ACX-356 
406 16 406 ACX-406 
457 18 457 ACX-457 
508 20 508 ACX-508 
610 24 610 ACX-610 
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LIGHT WEIGHT ANTI STATIC PU DUCTING 

 
Application  
FLEXIBLE HOSE / DUCTING FOR GASES, ABRASIVE DUST, POWDER, FIBRES 
EXTRACTION UNIT, DEDUSTING SYSTEM, FILTER SYSTEM, OIL MIST EXTRACTION 
EXTRACTION ARM 
CHEMICAL INDUSTRY: CHEMICAL VAPOURS, VAPOUR RETURN HOSE AT LOADING ARM, 
PAINT STEAM, SPRAY MIST EXTRACTION 
EXPLOSION HAZARD AREA 
ANIMAL STALL, ANIMAL SHED: BARN VENTILATION 
BUS, UTILITY VEHICLE, CARAVAN/MOBILE HOME, MARINE: VENTILATION AND HEATING 
CLEAN ROOM VENTILATION, SEMICONDUCTOR PRODUCTION MACHINE 
BELLOWS / COMPENSATORS 

Technical Specification  
Body: 0.4mm Wall Thickness Premium Ester-Polyurethane 
Reinforcement: Fully Embedded Spring Steel Wire Helix 
Temperature Range: -40°C to +90°C intermittent to +125°C 
Conforms to: TRGS727 and DIN 26057 Type 1 

Flame retardant to UL94-HB and DIN 4102-B1 
Branding: Black Ink – LIGHT WEIGHT PERMANENT ANTI STATIC – MM I.D.  

Batch Code 
Max Length: 10 meters  

 

Accessories 
Stainless Steel Bridge Clamps 
Push On Sleeves 
Straight External Connectors 
Metal Ducting Joiners 

 
Sizing options and information on next page 
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I.D O.D. WP VACUUM Min 
BEND 
Radius 

WEIGHT CODE 

mm mm 50% 
Elongation 
- Bar 

Bar Axially 
Fixed - 
Bar 

Bar mm Kg/mtr  

38 46 0.630 1.86 0.245 0.73 27 0.22 LWPU-38 
40 48 0.600 1.77 0.235 0.66 28 0.23 LWPU-40 
50 58 0.480 1.42 0.170 0.85 33 0.28 LWPU-50 
60 68 0.405 1.19 0.145 0.59 38 0.34 LWPU-60 
65 73 0.370 1.09 0.130 0.51 40 0.36 LWPU-65 
70 78 0.345 1.02 0.125 0.44 43 0.38 LWPU-70 
75 83 0.325 0.95 0.115 0.39 45 0.41 LWPU-75 
80 88 0.305 0.89 0.110 0.34 48 0.44 LWPU-80 
90 98 0.270 0.79 0.095 0.27 53 0.49 LWPU-90 
100 108 0.245 0.71 0.055 0.30 58 0.51 LWPU-100 
110 118 0.220 0.65 0.050 0.25 63 0.56 LWPU-110 
115 123 0.210 0.62 0.050 0.23 66 0.58 LWPU-115 
120 128 0.205 0.62 0.045 0.21 68 0.61 LWPU-120 
125 133 0.195 0.57 0.045 0.19 71 0.63 LWPU-125 
130 138 0.185 0.55 0.040 0.18 73 0.66 LWPU-130 
140 148 0.175 0.51 0.040 0.15 78 0.71 LWPU-140 
150 158 0.160 0.48 0.035 0.13 83 0.76 LWPU-150 
160 168 0.150 0.45 0.035 0.12 88 0.81 LWPU-160 
180 188 0.135 0.40 0.030 0.09 98 0.90 LWPU-180 
200 208 0.120 0.36 0.025 0.11 108 1.03 LWPU-200 
225 234 0.110 0.32 0.020 0.08 122 1.16 LWPU-225 
250 259 0.100 0.29 0.020 0.06 136 1.28 LWPU-250 
254 263 0.095 0.28 0.020 0.06 144 1.30 LWPU-254 
280 289 0.085 0.26 0.020 0.05 149 1.43 LWPU-280 
300 309 0.080 0.24 0.015 0.04 159 1.70 LWPU-300 
305 315 0.080 0.23 0.015 0.04 163 1.73 LWPU-305 
315 325 0.075 0.23 0.015 0.04 168 1.79 LWPU-315 
350 360 0.070 0.20 0.015 0.03 185 2.00 LWPU-350 
356 366 0.070 0.20 0.015 0.03 190 2.10 LWPU-356 
400 410 0.060 0.18 0.015 0.02 210 2.26 LWPU-400 
500 510 0.050 0.14 0.010 0.01 260 2.78 LWPU-500 
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MEDIUM WEIGHT ANTI STATIC FOOD QUALITY PU DUCTING 

 
Application  
SUCTION & DELIVERY OF INDUSTRIAL DUST, POWDERS, FIBRES, PELLETS ETC. 
RESISTANT TO OILS, FUELS & WELDING FUMES 
SUITABLE FOR FOOD APPLICATIONS 
PERMANENTLY ANTI-STATIC  
LONG FLEX LIFE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Body: 0.7mm Wall Thickness Virgin Premium Ester-Polyurethane 
Cover:  
Reinforcement: Fully Embedded Spring Steel Wire Helix 
Temperature Range: -40°C to +90°C intermittent to +125°C 
Conforms to: Approved by an independent testing laboratory for the complete 

hose acc. to EU-Directive 10/2011, EC 1935/2004 and EU 
2015/174, 
food grade polyurethane, complies with: FDA 21 CFR 177.2600 

Branding: Black Ink – FDA Food Grade Medium Weight Permanent Anti 
Static -MM I.D. Batch Code 

Max Length: 10 meters  
 

Accessories 
Stainless Steel Bridge Clamps 
Push On Sleeves 
Straight External Connectors 
Metal Ducting Joiners 

Sizing options and information on next page 
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I.D O.D. WP VACUUM Min 
BEND 

Radius 

WEIGHT CODE 

mm mm 50% 
Elongation 
- Bar 

Bar Axially 
Fixed - 
Bar 

Bar mm Kg/mtr  

30 37 2.05 4.57 0.63 1.0 26 0.25 MWPU-30 
32 39 1.93 4.29 0.59 1.0 27 0.27 MWPU-31 
38 45 1.63 3.64 0.49 1.0 31 0.31 MWPU-38 
40 47 1.55 3.46 0.47 1.0 32 0.33 MWPU-40 
51 57 1.25 2.78 0.38 1.0 38 0.40 MWPU-51 
55 62 1.14 2.53 0.34 0.99 41 0.44 MWPU-55 
60 67 1.05 2.33 0.31 0.83 44 0.48 MWPU-60 
63 70 0.97 2.15 0.29 0.71 47 0.52 MWPU-63 
70 77 0.90 2.00 0.18 0.83 50 0.56 MWPU-70 
76 82 0.84 1.87 0.17 0.72 53 0.59 MWPU-76 
80 87 0.79 1.75 0.16 0.64 56 0.64 MWPU-80 
90 97 0.70 1.56 0.14 0.51 62 0.72 MWPU-90 
102 107 0.63 1.41 0.13 0.66 68 0.80 MWPU-102 
110 117 0.57 1.28 0.12 0.55 74 0.87 MWPU-110 
115 122 0.55 1.22 0.12 0.50 77 0.90 MWPU-115 
120 127 0.53 1.17 0.11 0.46 80 0.95 MWPU-120 
127 132 0.51 1.13 0.11 0.42 83 0.98 MWPU-127 
140 147 0.45 1.01 0.09 0.33 92 1.09 MWPU-140 
152 157 0.42 0.94 0.07 0.36 98 1.40 MWPU-152 
160 167 0.40 0.88 0.07 0.31 104 1.50 MWPU-160 
170 177 0.37 0.83 0.06 0.28 108 1.58 MWPU-170 
178 187 0.35 0.78 0.06 0.24 116 1.81 MWPU-178 
204 207 0.32 0.71 0.05 0.19 128 1.86 MWPU-204 
229 235 0.28 0.63 0.05 0.15 143 2.08 MWPU-229 
254 261 0.25 0.56 0.04 0.11 160 2.14 MWPU-254 
280 287 0.23 0.51 0.04 0.09 176 2.59 MWPU-280 
305 312 0.21 0.46 0.03 0.07 191 2.81 MWPU-305 
318 327 0.22 0.44 0.02 0.06 202 3.05 MWPU-318 
325 334 0.22 0.42 0.03 0.06 210 3.10 MWPU-325 
355 363 0.16 0.40 0.03 0.06 222 3.34 MWPU-355 
375 484 0.19 0.37 0.03 0.05 236 3.90 MWPU-375 
400 407 0.16 0.35 0.03 0.05 248 4.17 MWPU-400 
450 457 0.14 0.32 0.02 0.04 281 4.69 MWPU-450 

500 507 0.13 0.28 0.02 0.03 313 5.20 MWPU-500 
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HEAVY DUTY ANTI STATIC FOOD QUALITY PU DUCTING 

 
Application  
ADDITIONAL “HEAVY DUTY” APPLICATIONS 
RESISTANT TO OILS, FUELS & WELDING FUMES 
SUITABLE FOR FOOD APPLICATIONS 
PERMANENTLY ANTI-STATIC  
LONG FLEX LIFE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Body: 1.00mm Wall Thickness Virgin Premium Ester-Polyurethane 
Cover:  
Reinforcement: Fully Embedded Spring Steel Wire Helix 
Temperature Range: -40°C to +90°C intermittent to +125°C 
Conforms to: Approved by an independent testing laboratory for the complete 

hose acc. to EU-Directive 10/2011, EC 1935/2004 and EU 
2015/174, 
food grade polyurethane, complies with: FDA 21 CFR 177.2600 

Branding: Black Ink – FDA Food Grade Heavy Duty Permanent Anti Static -
MM I.D. Batch Code 

Max Length: 10 meters  
 

Accessories 
Stainless Steel Bridge Clamps 
Push On Sleeves 
Straight External Connectors 
Metal Ducting Joiners 
 
Sizing options and information on next page 
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I.D. O.D. WP VACUUM Min BEND 
Radius 

WEIGHT CODE 

mm mm 50% 
Elongation 
- Bar 

Bar Axially 
Fixed - 
Bar 

Bar mm Kg/mtr  

38 46 1.83 3.93 0.37 1.0 32 0.32 HDPU-38 
45 53 1.55 3.33 0.31 1.0 36 0.38 HDPU-45 
51 58 1.40 3.01 0.28 1.0 39 0.42 HDPU-51 
55 63 1.28 2.74 0.25 0.98 42 0.45 HDPU-55 
60 68 1.17 2.52 0.23 0.82 45 0.49 HDPU-60 
63 73 1.09 2.33 0.22 0.70 48 0.53 HDPU-63 
70 79 1.01 2.17 0.15 0.84 52 0.59 HDPU-70 
76 84 0.94 2.03 0.14 0.73 55 0.64 HDPU-76 
80 89 0.89 1.90 0.13 0.64 58 0.68 HDPU-80 
90 99 0.79 1.69 0.11 0.51 64 0.75 HDPU-90 
102 109 0.71 1.53 0.11 0.66 70 0.97 HDPU-102 
110 119 0.65 1.39 0.10 0.54 76 1.06 HDPU-110 
115 124 0.62 1.33 0.09 0.50 79 1.11 HDPU-115 
120 129 0.59 1.28 0.09 0.45 82 1.16 HDPU-120 
127 134 0.57 1.23 0.09 0.42 85 1.20 HDPU-127 
130 139 0.55 1.18 0.08 0.39 88 1.25 HDPU-130 
140 149 0.51 1.10 0.08 0.33 94 1.34 HDPU-140 
152 161 0.48 1.02 0.06 0.32 100 1.52 HDPU-152 
160 169 0.45 0.96 0.06 0.32 106 1.61 HDPU-160 
170 179 0.42 0.90 0.06 0.28 110 1.71 HDPU-170 
178 189 0.40 0.85 0.05 0.24 118 1.81 HDPU-178 
203 209 0.36 0.77 0.05 0.19 130 2.00 HDPU-203 
254 263 0.29 0.62 0.03 0.11 175 2.39 HDPU-254 
280 289 0.26 0.55 0.03 0.08 178 2.67 HDPU-280 
305 314 0.23 0.51 0.03 0.07 190 2.88 HDPU-305 
315 324 0.23 0.49 0.03 0.06 199 3.00 HDPU-315 
325 334 0.22 0.47 0.03 0.06 205 3.10 HDPU-325 
355 364 0.20 0.44 0.02 0.05 220 3.33 HDPU-355 
375 384 0.19 0.41 0.02 0.05 237 3.90 HDPU-375 
400 409 0.18 0.39 0.02 0.04 250 4.27 HDPU-400 
450 459 0.16 0.34 0.02 0.03 283 4.80 HDPU-450 
500 509 0.14 0.31 0.02 0.03 315 5.33 HDPU-500 
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HIGH TEMPERATURE SILICONE DUCTING 

  
Application  
SUCTION & DELIVERY OF HOT AIR & FUMES 
LIGHTWEIGHT 
VERY FLEXIBLE 
LEAKPROOF 

Technical Specification  
Body: Red Silicone Coated Glass Fibre Fabric 
Lining: Red Silicone Coated Glass Fibre Fabric (Double Ply Only) 
Reinforcement: Internal Spring Steel Wire Helix (Fully embedded in Double Ply) 

External Glass Fibre Cord 
Temperature Range: -70°C to +260°C - Intermittent to 280°C 
Branding: Unbranded 
Max Length: 4 meters  

 

Accessories 

STAINLESS STEEL BRIDGE CLAMPS 
WORM DRIVE HOSE CLIPS 
SINGLE BOLT CLAMPS 
METAL DUCTING JOINERS 

 

Sizing options and information on next page 
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SINGLE PLY 
I.D O.D. WP VACUUM Min BEND Radius WEIGHT CODE 

mm mm Bar Bar mm Kg/mtr  
25 29 1.50 0.58 16.5 0.12 HTD/1-025 
32 35 1.50 0.58 19 0.13 HTD/1-032 
38 42 1.50 0.58 23 0.17 HTD/1-038 
51 55 1.50 0.58 29.5 0.25 HTD/1-051 
63 67 1.30 0.50 35.5 0.30 HTD/1-063 
70 74 1.20 0.50 39 0.40 HTD/1-070 
76 80 1.10 0.39 42 0.41 HTD/1-076 
89 93 1.10 0.38 48.5 0.50 HTD/1-090 
102 106 1.10 0.30 55 0.55 HTD/1-102 
114 119 1.00 0.30 62 0.73 HTD/1-115 
127 132 0.90 0.20 68.5 0.81 HTD/1-127 
140 145 0.90 0.20 76 0.89 HTD/1-140 
152 157 0.80 0.18 81 1.05 HTD/1-152 
204 208 0.60 0.10 106.5 1.38 HTD/1-204 
254 259 0.40 0.10 132 1.65 HTD/1-254 

 
DOUBLE PLY 

I.D O.D. WP VACUUM Min BEND Radius WEIGHT CODE 
mm mm Bar Bar mm Kg/mtr  
25 30 2.80 0.71 18 0.19 HTD/2-025 
32 36 2.70 0.65 20 0.28 HTD/2-032 
38 43 2.60 0.60 24 0.31 HTD/2-038 
44-45 49 2.60 0.58 27 0.32 HTD/2-044 
50-51 56 2.60 0.52 31 0.36 HTD/2-051 
57 62 2.50 0.48 34 0.43 HTD/2-057 
63-65 68 2.40 0.46 37 0.49 HTD/2-063 
70 75 2.10 0.44 40 0.54 HTD/2-070 
75-76 81 2.10 0.43 43 0.58 HTD/2-076 
80 85 2.10 0.42 45 0.61 HTD/2-080 
83 88 2.10 0.41 47 0.63 HTD/2-083 
89-90 94 2.00 0.40 50 0.69 HTD/2-089 
100-102 107 1.90 0.35 56 0.77 HTD/2-102 
108 114 1.80 0.35 60 0.81 HTD/2-108 
114 120 1.50 0.24 67 0.89 HTD/2-114 
125-127 133 1.40 0.23 70 0.93 HTD/2-127 

140 146 1.30 0.20 76 1.00 HTD/2-140 
150-152 158 1.20 0.17 82 1.20 HTD/2-152 
160 166 1.10 0.16 86 1.28 HTD/2-160 
165 171 1.10 0.14 89 1.38 HTD/2-165 
178-180 184 1.00 0.12 95 1.43 HTD/2-178 
200-203 209 0.70 0.09 108 1.65 HTD/2-204 
254 260 0.50 0.07 133 2.09 HTD/2-254 
305 311 0.50 0.07 159 2.61 HTD/2-305 
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WYREM DUCTING 

 
Application  
SUCTION OF CHEMICAL FUMES, INDUSTRIAL DUST, POWDERS AND  
FOR GENERAL VENTILATION 
ROBUST & VERY FLEXIBLE DUCTING  
EXCELLENT OZONE RESISTANCE 
HIGH VACUUM RATING 
WYREM IS NOT PRESSURE TIGHT – DO NOT USE IN EXCESS OF 0.35 BAR 
PRESSURE 
FOR CHEMICAL RESISTANCE PLEASE CONTACT US 

Technical Specification  
Body: Black Corrugated Double Ply Chloroprene (Neoprene) Coated 

Cotton Fabric  
Reinforcement: Fully Embedded Spring Steel Wire Helix and Internal Spring 

Steel Helix 
Temperature Range: -20°C to +100°C 
Branding: Blue Ink on Yellow Stripe – WYREM 
Max Length: 6 meters 

 

Accessories 
Metal Ducting Joiners 
Hose Clamps 

Sizing options and information on next page 
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I.D. O.D. W.P. VACUUM MIN BEND RADIUS WEIGHT CODE 
mm mm Bar Bar mm Kg/mtr  
25 27.4 0.35 0.45 60 0.42 WYREM-025 
32 34.4 0.35 0.40 63 0.50 WYREM-032 
38 40.4 0.35 0.40 65 0.57 WYREM-038 
45 47.4 0.35 0.40 68 0.65 WYREM-045 
51 53.4 0.35 0.35 71 0.72 WYREM-051 
60 62.4 0.35 0.35 75 0.75 WYREM-060 
63 65.4 0.35 0.30 77 0.77 WYREM-063 
76 78.4 0.35 0.30 84 0.85 WYREM-076 
80 82.4 0.35 0.25 87 0.88 WYREM-080 
82 84.4 0.35 0.25 88 0.90 WYREM-082 
90 92.4 0.35 0.25 93 0.97 WYREM-090 
102 104.4 0.35 0.20 100 1.10 WYREM-102 
110 112.4 0.35 0.20 106 1.20 WYREM-110 
127 129.4 0.35 0.10 119 1.46 WYREM-127 
152 154.4 0.35 0.10 139 1.92 WYREM-152 
165 167.4 0.35 0.05 151 2.20 WYREM-165 
180 182.4 0.35 0.05 166 2.58 WYREM-180 
203 205.4 0.35 0.05 189 3.23 WYREM-203 
254 256.4 0.35 0.05 250 4.99 WYREM-254 
304 306.2 0.35 0.05 319 7.18 WYREM-304 
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DUCTING & HOSE JOINERS 

 
Application  
CONNECTING LENGTHS OF DUCTING AND LIGHTWEIGHT HOSE 
RE-USABLE 
EASILY AND QUICKLY FITTED 
VERY ROBUST 
USE WITH BRIDGE CLAMPS, WORMDRIVE HOSE CLIPS AND SINGLE BOLT CLAMPS 
FOR SECURE LEAKPROOF ATTACHMENT 

Technical Specification  
Material: Galvanised Steel 
Conforms To: RoHS Guidelines 
Temperature Range: Maximum +200°C 
Branding: Unbranded 

 

Sizing options and information on next page 
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DUCTING AND HOSE STRAIGHT JOINERS 

 
HOSE I.D. 
(D1) 

LENGTH 
(L1) 

LENGTH 
(L2) 

LENGTH 
(L3) 

WALL 
THICKNESS 

WEIGHT CODE 

mm mm mm mm mm Kg  
50 40 40 90 0.6 0.20 LDG-050 
60 40 40 90 0.6 0.20 LDG-060 
70 40 40 90 0.6 0.20 LDG-070 
75 40 40 90 0.6 0.20 LDG-075 
80 40 40 90 0.6 0.20 LDG-080 
90 40 40 90 0.6 0.20 LDG-090 
100 40 40 90 0.6 0.20 LDG-100 
110 40 40 90 0.6 0.30 LDG-110 
120 40 40 90 0.6 0.30 LDG-120 
125 40 40 90 0.6 0.30 LDG-125 
130 40 40 90 0.6 0.30 LDG-130 
140 40 40 90 0.6 0.40 LDG-140 
150 40 40 90 0.6 0.50 LDG-150 
160 40 40 90 0.6 0.50 LDG-160 
170 40 40 90 0.6 0.50 LDG-170 
175 40 40 90 0.6 0.60 LDG-175 
180 40 40 90 0.6 0.60 LDG-180 
200 40 40 90 0.6 0.60 LDG-200 
215 40 40 90 0.6 0.70 LDG-215 
225 40 40 90 0.6 0.70 LDG-225 
250 60 60 130 0.6 0.80 LDG-250 
275 60 60 130 0.6 0.90 LDG-275 
300 60 60 130 0.7 1.00 LDG-300 
315 60 60 130 0.7 1.10 LDG-315 

325 60 60 130 0.7 1.20 LDG-325 
350 60 60 130 0.7 1.30 LDG-350 
375 80 80 170 0.7 1.50 LDG-375 
400 80 80 170 0.7 1.60 LDG-400 
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DUCTING AND HOSE REDUCING JOINERS 

 
HOSE 
I.D. (D1) 

HOSE 
I.D. (D2) 

LENGT
H (L1) 

LENGT
H (L2) 

LENGT
H (L3) 

WALL 
THICKNESS 

WEIGHT CODE 

mm mm mm mm mm mm Kg  
75 50 40 40 135 0.6 0.20 LDGR-075/050 
80 50 40 40 125 0.6 0.20 LDGR-080/050 
80 70 40 40 125 0.6 0.20 LDGR-080/070 
100 70 40 40 140 0.6 0.20 LDGR-100/070 
100 80 40 40 140 0.6 0.20 LDGR-100/080 
125 80 40 40 145 0.6 0.30 LDGR-125/080 
125 100 40 40 145 0.6 0.30 LDGR-125/100 
150 80 40 40 175 0.6 0.50 LDGR-125/080 
150 100 40 40 175 0.6 0.50 LDGR-150/100 
200 100 40 40 175 0.6 0.60 LDGR-200/100 
200 125 40 40 175 0.6 0.60 LDGR-200/125 
200 150 40 40 175 0.6 0.60 LDGR-200/150 
250 125 60 40 200 0.6 0.90 LDGR-250/125 
250 150 60 40 200 0.6 0.90 LDGR-250/150 
250 200 60 40 200 0.6 0.90 LDGR-250/200 
300 150 60 40 335 0.7 1.30 LDGR-300/150 
300 200 60 40 350 0.7 1.30 LDGR-300/200 
300 250 60 40 195 0.7 0.30 LDGR-300/250 
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HYDRAULIC HOSE RANGE 
EN 853 2SN ISO 1436-1 HIGH TEMPERATURE HYDRAULIC HOSE ...................... 252 

SAE100 R1AT EN 853 1SN DIN 20022 1SN HYDRAULIC HOSE ........................... 253 

SAE100 R2AT EN 853 2SN DIN 20022 2SN HYDRAULIC HOSE ........................... 254 

HYPRESS R2AT ............................................................................................... 255 

SAE 100R3 EN854 3TE HYDRAULIC HOSE ........................................................ 256 

SAE 100R5 HYDRAULIC PRESSURE LINE .......................................................... 257 

SAE 100R6 EN854 R6 / 1TE OIL RETURN HOSE ................................................. 258 

SAE 100R7 SINGLE & TWIN LINE ...................................................................... 259 

SAE 100R8 SINGLE & TWIN LINE ...................................................................... 261 

ANTI-STATIC OIL & FUEL SUCTION & DELIVERY HOSE ...................................... 263 

EN 857 2 WIRE COMPACT HOSE ...................................................................... 265 
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EN 853 2SN ISO 1436-1 HIGH TEMPERATURE HYDRAULIC 

HOSE 

 
Application  
HIGH TEMPERATURE HYDRAULIC PRESSURE LINES 

Technical Specification  
Tube: Smooth Black Pin Pricked Blue Abrasion Resistant Rubber 
Cover: Wrapped Pin Pricked Blue Abrasion Resistant Rubber 
Reinforcement: Two Steel Wire Braids 
Conforms To: EN853 2SN 

ISO1436-1 
Temperature Range: -40°C to +135°C – Intermittent to 150°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: White Ink – EN 853 2SN ISO1436-1 DNxx (x/x”) W.P.xxxBAR 
Max Length: 100 meters 

 

 
 
 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
10 3/8 18 4850 345 125 0.50 EN853 2SN-DN10/HT 
13 1/2 22 4150 295 180 0.59 EN853 2SN-DN13/HT 
19 3/4 29 3100 215 240 0.86 EN853 2SN-DN19/HT 
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SAE100 R1AT EN 853 1SN DIN 20022 1SN HYDRAULIC HOSE 

 
Application  
HYDRAULIC OIL PRESSURE LINE 
ALSO SUITABLE FOR MINERAL HYDRAULIC OILS, VEGETABLE & RAPE SEED OILS, 
GLYCOL & POLYGLYCOL BASED OILS, SYNTHETIC ESTER BASED OILS AND WATER 

Technical Specification  
Tube: Smooth Black Oil Resistant Synthetic Rubber 
Cover: Wrapped Black Oil Resistant Synthetic Rubber 
Reinforcement: Single High Tensile Steel Wire Braid 
Conforms To: EN 853 1SN 

SAE 100 R1AT  
DIN 20022 1SN 

Temperature Range: -40°C to +100°C – Intermittent to 125°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: White Ink - SAE 100 100 R1AT DIN 20022 1SN EN 853 1SN 
Max Length: 100 meters 

 

 
I.D O.D. WP MIN BEND 

RADIUS 
WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6 1/4 13.2 3260 225 100 0.235 SAE100R1AT-4 
8 5/16 14.8 3110 215 114 0.270 SAE100R1AT-5 
10 3/8 17.1 2610 180 127 0.340 SAE100R1AT-6 
13 1/2 20.1 2320 160 178 0.410 SAE100R1AT-8 
16 5/8 23.3 1880 130 200 0.510 SAE100R1AT-10 
19 3/4 27.3 1520 105 240 0.620 SAE100R1AT-12 
25 1 35.1 1270 88 300 0.930 SAE100R1AT-16 
32 1 1/4 43.3 910 63 419 1.250 SAE100R1AT-20 
38 1 1/2 49.7 720 50 500 1.600 SAE100R1AT-24 
51 2 63.5 580 40 630 2.200 SAE100R1AT-32 
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SAE100 R2AT EN 853 2SN DIN 20022 2SN HYDRAULIC HOSE 

 
Application  
HYDRAULIC OIL PRESSURE LINE 
ALSO SUITABLE FOR MINERAL HYDRAULIC OILS, VEGETABLE & RAPE SEED OILS, 
GLYCOL & POLYGLYCOL BASED OILS, SYNTHETIC ESTER BASED OILS AND WATER 

Technical Specification  
Tube: Smooth Black Oil Resistant Synthetic Rubber 
Cover: Wrapped Black Oil Resistant Synthetic Rubber 
Reinforcement: Two High Tensile Steel Wire Braids 
Conforms To: EN 853 2SN 

SAE 100 R2AT 
DIN 20022 2SN 

Temperature Range: -40°C to +100°C – Intermittent to 125°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: White Ink – SAE 100 100 R2AT DIN 20022 2SN EN 853 2SN … 

W.P. 
 

 
I.D O.D. WP MIN 

BEND 
RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
6 1/4 14.7 5800 400 100 0.360 100 SAE100R2AT-04 
8 5/16 16.3 5070 350 114 0.400 100 SAE100R2AT-05 
10 3/8 18.7 4780 330 127 0.510 100 SAE100R2AT-06 
13 1/2 21.8 3980 275 178 0.620 100 SAE100R2AT-08 
16 5/8 25.0 3620 250 200 0.715 100 SAE100R2AT-10 
19 3/4 29.0 3110 215 240 0.955 100 SAE100R2AT-12 
25 1 36.8 2390 162 300 1.320 100 SAE100R2AT-16 
32 1 1/4 47.0 1810 125 419 1.965 50 SAE100R2AT-20 
38 1 1/2 53.4 1300 90 500 2.265 50 SAE100R2AT-24 
51 2 67.3 1160 80 630 3.050 50 SAE100R2AT-32 

http://www.hoseworld.com/
mailto:info@hoseworld.com


  

 01890 752 555 | www.hoseworld.com | info@hoseworld.com   255 
 

12 

H
Y

D
R

A
U

L
IC

 

HYPRESS R2AT 

 
Application  
MEDIUM-HIGH PRESSURE LINES, RETURN LINES 
SUITABLE FOR MINERAL, VEGETABLE, RAPE SEED OILS 
DIESEL FUEL 
OILS IN AQUEOUS EMULSION WATER 
SYNTHETIC ESTER OILS GLYCOL AND POLYGLYCOL OILS 

Technical Specification  
Tube: Synthetic Extruded Rubber 
Cover: Anti-Abrasive Synthetic Rubber resistant to Oils, Fuels and 

Atmospheric Conditions 
Reinforcement: 2 High Tensile Steel Wire Braids 
Conforms to: Exceeds EN853 2SN 

SAE 100R2AT 
ISO 1436 2SN 

Temperature Range: -40°C to +100°C – Intermittent to 120°C 
Branding: White & Green Ink – Hypress 2SN Exceeds EN 853 

2SN/SAE100R2AT – DN12 I.D. ..” – W.P. … bar/… psi 
Max Length: 100 Metres 

 

 
I.D O.D. W.P. MIN BEND 

RADIUS 
WEIGHT CODE 

mm Ins mm psi bar mm Kg/mtr  
4.8 3/16 12.8 6018 415 45 0.274 TFD0022-03 
6.4 1/4 14.3 5800 400 50 0.323 TFD0022-04 
9.5 3/8 18.5 4785 330 70 0.474 TFD0022-06 
12.7 1/2 21.5 3988 275 90 0.561 TFD0022-08 
16.0 5/8 24.7 3625 250 100 0.623 TFD0022-10 
19.0 3/4 28.8 1118 215 120 0.850 TFD0022-12 
25.4 1 37.2 2393 165 150 1.279 TFD0022-16 
31.8 1 1/4 46.5 1813 125 210 1.855 TFD0022-20 
38.1 1 1/2 53.1 1305 90 250 2.015 TFD0022-24 
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SAE 100R3 EN854 3TE HYDRAULIC HOSE 

 
Application  
MEDIUM PRESSURE HYDRAULIC OIL LINE 
ALSO SUITABLE FOR MINERAL HYDRAULIC OILS, VEGETABLE & RAPE SEED OILS, 
GLYCOL & POLYGLYCOL BASED OILS, SYNTHETIC ESTER BASED OILS AND WATER 

Technical Specification  
Tube: Smooth Black Oil Resistant Synthetic Rubber 
Cover: Wrapped Black Oil Resistant Synthetic Rubber 
Reinforcement: Two Textile Plies 
Conforms To: EN854 R3 

SAE 100 R3 
3TE 

Temperature Range: -40°C to +100°C – Intermittent to 125°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: White Ink – SAE 100 100 R3 EN 854 3TE …W.P. 
Max Length: 100 meters 

 

 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
4.8 3/16 12.3 2320 160 40 0.135 SAE100R3-03 
6.4 1/4 14.2 2100 145 45 0.150 SAE100R3-04 
7.9 5/16 16.6 1880 130 55 0.210 SAE100R3-05 
10.3 3/8 18.2 1590 110 70 0.230 SAE100R3-06 
12.7 1/2 21.5 1340 93 85 0.290 SAE100R3-08 
15.9 5/8 25.6 1160 80 105 0.385 SAE100R3-10 
19.0 3/4 28.8 1010 70 130 0.450 SAE100R3-12 
25.4 1 35.4 790 55 150 0.570 SAE100R3-16 
31.5 1 1/4 42.5 650 45 190 0.730 SAE100R3-20 
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SAE 100R5 HYDRAULIC PRESSURE LINE 

 
Application  
LOW TO MEDIUM PRESSURE HYDRAULIC LINES & GENERAL-PURPOSE 
APPLICATIONS 
DELIVERY OF OIL, DIESEL FUEL & RED DIESEL 
ALSO SUITABLE FOR MINERAL HYDRAULIC OILS, VEGETABLE & RAPE SEED OILS, 
GLYCOL & POLYGLYCOL BASED OILS, SYNTHETIC ESTER BASED OILS AND WATER 

Technical Specification  
Tube: Smooth Black Oil Resistant Nitrile Rubber 
Cover: External Textile Impregnated Fabric Cover Nitrile Rubber 
Reinforcement: Single Wire Braid and External Textile Braid 
Conforms To: SAE 100R5 
Temperature Range: -40°C to +100°C – Intermittent to 125°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: White Ink – SAE 100R5 …PSI / …BAR W.P …MM I.D. 
Max Length: 100 meters 

 

 
I.D O.D. WP MIN 

BEND 
RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
4.8 3/16 13.2 3040 840 75 0.220 SAE100R5-3 
6.4 1/4 14.8 3040 840 85 0.265 SAE100R5-4 
7.9 5/16 17.1 2270 630 100 0.310 SAE100R5-5 
10.3 3/8 19.4 2030 560 115 0.360 SAE100R5-6 
12.7 1/2 23.3 1760 490 140 0.485 SAE100R5-8 
15.9 5/8 27.3 1520 420 165 0.650 SAE100R5-10 
22.2 7/8 31.2 810 224 185 0.609 SAE100R5-14 
25.4 1 34.2 725 200 200 0.710 SAE100R5-16 
28.6 1 1/8 38.0 625 175 229 0.795 SAE100R5-18 
34.9 1 3/8 44.3 500 140 265 1.020 SAE100R5-22 
38.0 1 1/2 48.0 435 120 285 1.240 SAE100R5-24 
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SAE 100R6 EN854 R6 / 1TE OIL RETURN HOSE 

 
Application  
DELIVERY OF OIL, DIESEL FUEL & RED DIESEL 
ALSO SUITABLE FOR MINERAL HYDRAULIC OILS, VEGETABLE &RAPE SEED OILS, 
GLYCOL & POLYGLYCOL BASED OILS, SYNTHETIC ESTER BASED OILS, WATER 
VERY FLEXIBLE 
VERY GOOD WEATHERING PROPERTIES. OZONE RESISTANT 

Technical Specification  
Tube: Smooth Black Anti-Static Oil Resistant Nitrile Rubber 
Cover: Wrapped Black Anti-Static Nitrile Rubber 

Electrical Resistance <106 Ω/mtr 
Reinforcement: Textile Braid 
Conforms To: EN 854 R6/1TE 

SAE100R6 
Temperature Range: -40°C to +100°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: White Ink – SAE 100R6 EN 854-R6 ANTISTATIC OIL / FUEL 

RETURN HOSE …PSI / …BAR W.P …MM I.D. 
Max Length: 50 meters 

 

 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6 1/4 12.7 350 25 45 0.110 SAE100R6-4 
8 5/16 16.0 350 25 65 0.145 SAE100R6-5 
10 3/8 18.0 350 25 75 0.165 SAE100R6-6 
13 1/2 21.0 350 25 90 0.230 SAE100R6-8 
16 5/8 25.0 350 25 115 0.285 SAE100R6-10 
19 3/4 29.0 350 25 140 0.325 SAE100R6-12 
25 1 34.0 350 25 150 0.430 SAE100R6-16 
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SAE 100R7 SINGLE & TWIN LINE 

  
Application  
HYDRAULIC PRESSURE LINES 
AGRICULTURAL BRAKE LINES- FORK LIFT TRUCKS AERIAL PLATFORMS, SCISSOR 
LIFTS SOME INDUSTRIAL GASES 

Technical Specification  
Tube: Smooth Polyester Elastomer 
Cover: Smooth Pin-Pricked Black Polyurethane  

Orange Cover for Non-Conductive Hose 
Reinforcement: Aramid Braid 
Conforms To: SAE 100R7 

BS4983:1973 
DIN 2495/2 
ISO 3945 

Temperature Range: -40°C to +96°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: White Ink – SAE 100R7 …PSI / …BAR W.P …MM I.D. 
Max Length: 100 meters 

 

Sizing options and information on next page 
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Available in TWIN line or NC (Non-Conductive)  
Simply add TWIN or NC to the code to order 
For Example: 
SAE100R7-5NC = 8mm Non-Conductive SAE100R7 Hose 
SAE100R7-10TWIN = 16mm Twin Line SAE100R7 Hose 
 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
4.8 3/16 13.2 3040 840 75 0.220 SAE100R7-3 
6.4 1/4 14.8 3040 840 85 0.265 SAE100R7-4 
8 5/16 17.1 2270 630 100 0.310 SAE100R7-5 

10 3/8 19.4 2030 560 115 0.360 SAE100R7-6 
12 1/2 23.3 1760 490 140 0.485 SAE100R7-8 
16 5/8 27.3 1520 420 165 0.650 SAE100R7-10 
20 3/4 34.2 725 200 200 0.710 SAE100R7-12 
25 1 38 625 175 229 0.795 SAE100R7-16 
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SAE 100R8 SINGLE & TWIN LINE 

 
Application  
HIGH PRESSURE HYDRAULIC PRESSURE LINES 
AGRICULTURAL BRAKE LINES- FORK LIFT TRUCKS AERIAL PLATFORMS, SCISSOR 
LIFTS 
SOME INDUSTRIAL GASES 

Technical Specification  
Tube: Smooth Polyester Elastomer 
Cover: Smooth Pin-Pricked Black Polyurethane  

Orange Cover for Non-Conductive Hose 
Reinforcement: Twin Aramid Braids 
Conforms To: SAE100 R8 

DN EN 855 
Temperature Range: -40°C to +100°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: White Ink – SAE 100R8 …PSI / …BAR W.P …MM I.D. 
Max Length: 100 meters 

 

Sizing options and information on next page 
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Available in TWIN line or NC (Non-Conductive)  
Simply add TWIN or NC to the code to order 
For Example: 
SAE100R8-3/16NC = 3/16” Non-Conductive SAE100R8 Hose 
SAE100R8-3/4TWIN = 3/4” Twin Line SAE100R8 Hose 
 
 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
4.8 3/16 10.3 5000 350 40 0.073 SAE100R8-3/16 
6.4 1/4 12.4 5000 350 45 0.090 SAE100R8-1/4 
8.0 5/16 14.2 4300 300 55 0.128 SAE100R8-5/16 
10 3/8 15.7 4000 280 65 0.155 SAE100R8-3/8 
12 1/2 19.3 3500 245 77 0.224 SAE100R8-1/2 
16 5/8 23.1 2900 200 100 0.650 SAE100R8-5/8 
25 1 33.3 2000 140 200 0.795 SAE100R8-1 
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ANTI-STATIC OIL & FUEL SUCTION & DELIVERY HOSE 

 
Application  
SUCTION & DELIVERY OF OILS & FUELS UP TO 40% AROMATIC CONTENT 
HYDRAULIC RETURN LINES 

Technical Specification  
Tube: Smooth Black Fuel Resistant Nitrile Rubber 
Cover: Wrapped Black CR / NBR Rubber 

Static Conducting BS 50200 (<106 Ohms/mtr) 
Reinforcement: Polyester Cord and Steel Wire Helix 
Conforms To: SAE 100 R4 J517 

BS 3492 
Temperature Range: -20°C to +80°C 
Vacuum Rating: 80% 
Burst Pressure:  Minimum 4x W.P. 
Branding: Black Ink on Red Stripe - ANTI-STATIC OIL SUCTION & 

DISCHARGE 10 BAR (150PSI) W.P. SAE 100 R4 
 

Sizing options and information on next page 
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I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT MAX 
LENGTH 

CODE 

mm Ins mm psi Bar mm Kg/mtr mtr  
19 3/4 32 315 21 100 0.60 60 ASO-019 
22 7/8 36 150 10 120 0.73 60 ASO-022 
25 1 38 250 17 125 0.85 60 ASO-025 
32 1 1/4 44 200 14 160 1.00 60 ASO-032 
35 1 3/8 45 150 10 170 1.03 60 ASO-035 
38 1 1/2 51 150 10 190 1.20 60 ASO-038 
45 1 3/4 54 150 10 225 1.30 60 ASO-045 
48 1 7/8 60 150 10 240 1.33 60 ASO-048 
51 2 65 150 10 240 1.35 60 ASO-051 

57 2 1/4 69 150 10 255 1.60 60 ASO-057 
60 2 3/8 71 150 10 285 1.75 60 ASO-060 
63 2 1/2 77 150 10 360 1.95 60 ASO-063 
70 2 3/4 84 150 10 415 3.05 60 ASO-070 
76 3 93 150 10 455 3.51 60 ASO-076 
90 3 1/2 102 150 10 500 4.55 60 ASO-090 
102 4 118 150 10 610 4.85 60 ASO-102 
114 4 1/2 132 150 10 640 5.80 40 ASO-114 
127 5 145 150 10 700 6.25 40 ASO-127 
152 6 171 150 10 1000 8.00 30 ASO-152 
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EN 857 2 WIRE COMPACT HOSE 

 
Application  
HYDRAULIC OIL PRESSURE LINE 
SUITABLE FOR MINERAL & BIOLOGICAL FLUIDS 
POLYGLYCOL BASE OILS, WATER-OIL EMULSIONS & WATER 

Technical Specification  
Tube: Smooth Black Synthetic Rubber 
Cover: Wrapped Black MSHA Flame Retardant Rubber 
Reinforcement: Two High Tensile Steel Wire Braids 
Conforms To: EN 857 2SC 

SAE 100R16 
ISO 11237 2SC 

Temperature Range: -40°C to +100°C – Intermittent to 125°C 
Branding: Blue Ink – EN857 2SC DN… W.P. 
Max Length: 100 meters 

 

 
 
 

I.D O.D. WP MIN 
BEND 

RADIUS 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
6 1/4 13.8 5800 400 65 0.28 EN857 2SC-04 
10 3/8 17.3 4800 330 70 0.42 EN857 2SC-06 
12 1/2 20.8 4000 275 90 0.52 EN857 2SC-08 
19 3/4 28.6 3100 215 120 0.79 EN857 2SC-12 
25 1 36.6 2400 165 150 1.10 EN857 2SC-16 
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SPECIAL PURPOSE HOSE RANGE 
CRUSH PROOF EXHAUST DUCTING ................................................................. 267 

STEAM IRON HOSE .......................................................................................... 268 

PAINT SPRAY HOSE ......................................................................................... 269 
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CRUSH PROOF EXHAUST DUCTING 

 
Application  
LIGHTWEIGHT & CRUSHPROOF DUCTING HOSE FOR EXHAUST SUCTION IN 
CONNECTION WITH HOSE ROLL ON SYSTEMS OR OVERFLOOR SYSTEMS 

Technical Specification  
Body: Abrasion and Oil Fuel Resistant TPE Impregnated Polyester 

Fabric 
Reinforcement: Crush and Heat Resistant Nylon Spiral 
Temperature Range: -40°C to +200°C 
Branding: Unbranded 
Max Length: 20 meters 

 

 
 
 

I.D VACUUM MIN BEND 
RADIUS 

WEIGHT CODE 

mm Ins mtr/H2O mm Kg/mtr  
38 1 1/2 2.50 76 0.225 CPH-038 
51 2 2.00 48 0.480 CPH-051 
63 2 1/2 2.00 53 0.520 CPH-063 
76 3 1.35 60 0.540 CPH-076 
90 3 1/2 1.00 180 0.825 CPH-090 
102 4 0.50 71 0.710 CPH-102 
127 5 0.35 100 0.870 CPH-127 
152 6 0.30 110 1.040 CPH-152 
203 8 0.10 155 1.370 CPH-203 
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STEAM IRON HOSE 

 
Application  
INDUSTRIAL & COMMERCIAL STEAM IRONS 

Technical Specification  
Tube: Natural Silicone 
Cover: Red Non-Marking Silicone 
Reinforcement: Polyester Spiral 
Temperature Range: -40°C to +160°C 
Burst Pressure:  Minimum 4x W.P. 
Branding: Unbranded 
Max Length: 50 meters  

 

 
 
 

I.D O.D. WP Min BEND 
Radius 

WEIGHT CODE 

mm Ins mm psi Bar mm Kg/mtr  
5 3/16 10 150 18 65 0.19 SIH-05 
10 3/8 17 185 13 70 0.19 SIH-10RED 
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PAINT SPRAY HOSE 

  
Application  
AIRLESS PAINT SPRAY 
CHEMICAL RESISTANCE TO SOLVENTS AND AGGRESSIVE FLUIDS 

Technical Specification  
Tube: Smooth Polyamide Nylon 
Cover: Smooth Blue Polyurethane 
Reinforcement: Single or Double Wire Braid or 

Double Textile Braid 
Temperature Range: -40° to +100°C 
Branding: Unbranded 
Max Length: 100 Metres 

 

Sizing options and information on next page 
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SINGLE WIRE BRAID 
I.D O.D. WP MIN 

BEND 
RADIUS 

WEIGHT BURST 
PRESSURE 

CODE 

mm Ins mm psi Bar mm Kg/mtr psi Bar  
4.8 3/16 9.7 5000 350 30 0.138 20000 1400 PSH/1W-3 
6.4 1/4 11.7 4650 320 40 0.180 18600 1280 PSH/1W-4 
8 5/16 13.6 4000 275 50 0.220 16000 1100 PSH/1W-5 
9.6 3/8 15.2 3600 250 60 0.257 14400 1000 PSH/1W-6 

 
 

DOUBLE WIRE BRAID 
I.D O.D. WP MIN 

BEND 
RADIUS 

WEIGHT BURST 
PRESSURE 

CODE 

mm Ins mm psi Bar mm Kg/mtr psi Bar  
6.4 1/4 13.7 6500 450 100 0.336 26000 1800 PSH/2W-4 
8 5/16 15.2 5800 400 110 0.388 23200 1600 PSH/2W-5 
9.6 3/8 17.5 5500 380 127 0.220 22000 1520 PSH/2W-6 

 
 

DOUBLE TEXTILE BRAID 
I.D O.D. WP MIN 

BEND 
RADIUS 

WEIGHT BURST 
PRESSURE 

CODE 

mm Ins mm psi Bar mm Kg/mtr psi Bar  
6.4 1/4 13.2 10000 700 70 0.240 40000 2800 PSH/2T-4 
9.5 3/8 18.8 10000 700 100 0.381 40000 2800 PSH/2T-6 
12.7 1/2 22.4 7500 520 180 0.510 30000 2080 PSH/2T-8 
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HOSE PROTECTION & SLEEVING RANGE 
RED OXIDE SILICONE COATED FIRE SLEEVE .................................................... 272 

TEXTILE PROTECTIVE SLEEVE .......................................................................... 274 

SPIRAL HOSE PROTECTOR .............................................................................. 275 
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RED OXIDE SILICONE COATED FIRE SLEEVE 

 
Application  
FIRE-PROOF SLEEVING 
WITHSTANDS EXPOSURE TO MOLTEN STEEL, ALUMINIUM & GLASS UP TO 1650°C 
WHEN EXPOSED TO FLAME CREATES A PROTECTIVE SI02 REFRACTORY LAYER 

Technical Specification  
Tube: Dense Glassfibre 
Cover: Red Oxide Silicone 
Conforms To: UL 1441 

BS EN ISO 6940 
DIN 54837/5510-2 Rail Vehicles (Combustibility) 
DIN 5659-2/5510-2 Rail Vehicles (Toxicity) 

Temperature Range: Continuous Exposure to 260°C  
Short Term Exposure to 1650°C 

Branding: Unbranded 
Max Length: 15 meters 

 

Sizing options and information on next page 
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I.D CODE 
mm Ins  
10 3/8 FSS-10 
12 1/2 FSS-12 
16 5/8 FSS-16 
19 3/4 FSS-19 
22 7/8 FSS-22 
25 1 FSS-25 
29 1 1/8 FSS-29 
32 1 1/4 FSS-32 
35 1 3/8 FSS-35 
38 1 1/2 FSS-38 
41 1 5/8 FSS-41 
44 1 3/4 FSS-44 
48 1 7/8 FSS-48 
51 2 FSS-51 
57 2 1/4 FSS-57 
63 2 1/2 FSS-63 
70 2 3/4 FSS-70 
76 3 FSS-76 
83 3 1/4 FSS-83 
89 3 1/2 FSS-89 
95 3 3/4 FSS-95 
102 4 FSS-102 
114 4 1/2 FSS-114 
127 5 FSS-127 
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TEXTILE PROTECTIVE SLEEVE 

 
Application  
PREVENT INJURY & LEAKAGE FROM BURST HOSE 

Technical Specification  
Body: Close Woven Nylon Textile Sleeve 
Temperature Range: Continuous Exposure to 100°C 

Short Term Exposure to 130°C 
Branding: Unbranded 
Max Length: 50 meters 

 

 
 
 

I.D CODE 
mm Ins  
20 - TEXS20 
25 1 TEXS25 
27 - TEXS27 
33 - TEXS33 
36 - TEXS36 
40 - TEXS40 
44 - TEXS44 
48 - TEXS48 
53 - TEXS53 
73 - TEXS73 
93 - TEXS93 
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SPIRAL HOSE PROTECTOR 

 
Application  
PROTECTS HOSE FROM EXTERNAL DAMAGE 
REDUCES DRAG 
ROUNDED PROFILE NYLON ALLOWS PROTECTOR TO FOLLOW FLEXING OF HOSES 
WITHOUT LEAVING GAPS WHERE DAMAGE CAN OCCUR 

Technical Specification  
Body: Black Rounded Profile Nylon 
Conforms To: Abrasion resistance exceeds ISO 6945 
Temperature Range: -20°C to +95°C 
Branding: Unbranded 
Max Length: 12 meters 

 

Sizing options and information on next page 
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TO DETERMINE A CUT LENGTH (L) FOR SPIRAL HOSE PROTECTOR USE THE 
FOLLOWING FORMULA: 
L = (A/BxC) x 1.13 
WHERE: 
A= DIAMETER OF HOSE BUNDLE TO BE COVERED & 
B = I.D. OF HOSE PROTECTOR & 
C = LENGTH OF HOSE TO BE WRAPPED 
 
 

I.D PITCH WRAP RANGE CODE 
mm mm (mm) from (mm) to  
6 6 6 9 PSA-006-009 
9 6 9 14 PSA-009-014 

12 13 12 19 PSA-012-019 
16 13 16 24 PSA-016-024 
19 16 19 28 PSA-019-028 
25 16 25 38 PSA-025-038 
28 25 28 42 PSA-028-042 
35 25 35 80 PSA-035-080 
47 25 47 71 PSA-047-071 
65 35 65 97 PSA-065-097 
80 35 80 120 PSA-080-120 
100 35 100 150 PSA-100-150 
140 70 140 210 PSA-140-210 
150 70 150 225 PSA-150-225 
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ALUMINIUM & STEEL HOSE JOINERS 

  
Application  
CONNECTING HOSES  

Technical Specification  
Body: Serrated Tails 
Material: Aluminium Alloy or Steel 
Branding: Unbranded 

 

Sizing options and information on next page 
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HOSE I.D. CODE 

mm Ins ALUMINIUM STEEL 
10 3/8 - SHM-010 
13 1/2 - SHM-013 
19 3/4 - SHM-019 
25 1 - SHM-025 
32 1 1/4 AHM-032 SHM-032 
38 1 1/2 AHM-038 SHM-038 
51 2 AHM-051 SHM-051 
54 2 1/8 AHM-054 - 
63 2 1/2 AHM-063 SHM-063 
76 3 AHM-076 SHM-076 

80 - AHM-080 - 
82 - AHM-082 - 
90 3 1/2 AHM-090 - 
102 4 AHM-102 SHM-102 
114 4 1/2 AHM-114 - 
127 5 AHM-127 SHM-127 
152 6 AHM-152 SHM-152 
203 8 - SHM-203 
254 10 - SHM-254 

 

Other Sizes and Reducers Available to Order 
Please Call 01890 752555 
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NYLON FITTINGS 
 

 
 

 

  

Application  
CONNECTING AIR, WATER, OIL, FUEL HOSES & TUBINGS 

Technical Specification  
Material: Blue Rigid Nylon with Barbed Tail 

 

 
 

HOSE I.D. STRAIGHT 90° ELBOW TEE PIECE “Y” JOINER 
mm CODE CODE CODE CODE 
3 - - - YHC-3 
4 HRC-4 EHC-4 THC-4 YHC-4 
5 HRC-5 EHC-5 THC-5 - 
6 HRC-6 EHC-6 THC-6 YHC-6 
8 HRC-8 EHC-8 THC-8 YHC-8 

10 HRC-10 EHC-10 THC-10 YHC-10 
12 HRC-12 EHC-12 THC-12 - 
16 HRC-16 EHC-16 THC-16 - 
19 HRC-19 EHC-19 THC-19 - 
25 HRC-25 EHC-25 THC-25 - 
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SINGLE BOLT CLAMPS 

  
Application  
HOSE ASSEMBLY CLAMPS 
BEVELLED EDGE TO PREVENT CUTTING HOSE COVER 
ALL COMPONENTS ARE RETAINED WHEN BOLT IS REMOVED FOR EASE OF 
ASSEMBLY 

Technical Specification  
Material(s): Stainless Steel (W4) 

Plated Carbon Steel (W1) 
Conforms To: W4: Grade AISI 304 Stainless Steel Band, Housing and Bolt 

RoHS Directive EU20032/95/EC (July 2006) 
W1: Bright Plated Steel Band 8.8 Grade Steel Housing and Bolt 

Branding: Unbranded 
 

Sizing options and information on next page 
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STAINLESS TYPE W4 

HOSE O.D. MAX TOQUE MAX W.P. CODE 
From (mm) To (mm) Nm Bar  
17 19 10 40 S17-19W4 
19 21 10 40 S19-21W4 
21 23 10 40 S21-23W4 
23 25 10 40 S23-25W4 
25 27 10 40 S25-27W4 
27 29 10 35 S27-29W4 
29 31 12 35 S29-31W4 
31 34 12 35 S31-34W4 
34 37 12 35 S34-37W4 
37 40 12 35 S37-40W4 
40 43 12 35 S40-43W4 
43 47 12 35 S43-47W4 
47 51 16 30 S47-51W4 
51 55 16 30 S51-55W4 
55 59 16 30 S55-59W4 
59 63 16 30 S59-63W4 
63 68 16 30 S63-68W4 
68 73 30 20 S68-73W4 
73 79 30 20 S73-79W4 
79 85 30 20 S79-85W4 
85 91 30 15 S85-91W4 
91 97 30 15 S91-97W4 
97 104 30 15 S97-104W4 
104 112 30 10 S104-112W4 
112 121 30 10 S112-121W4 
121 130 30 10 S121-130W4 
130 140 45 6 S130-140W4 
140 150 45 6 S140-150W4 
150 162 45 6 S150-162W4 
162 174 45 3 S162-174W4 
174 187 45 3 S174-187W4 
187 200 45 3 S187-200W4 
200 213 45 3 S200-213W4 
213 226 45 3 S213-226W4 
226 239 45 3 S226-239W4 
239 252 45 3 S239-252W4 

 
 
Sizing options and information for Plated W1 Type on next page 
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PLATED TYPE W1 

HOSE O.D. MAX TOQUE MAX W.P. CODE 
From (mm) To (mm) Nm Bar  
17 19 4.5 48 S17-19W4 
20 22 4.5 48 S20-22W1 
23 25 4.5 45 S23-25W1 
26 28 4.5 45 S26-28W1 
29 31 8 42 S29-31W1 
32 35 8 42 S32-35W1 
36 39 8 40 S36-39W1 
40 43 8 40 S40-43W1 
44 47 16 44 S44-47W1 
48 51 16 44 S48-51W1 
52 55 16 40 S52-55W1 
56 59 16 40 S56-59W1 
60 63 16 36 S60-63W1 
64 67 16 36 S64-67W1 
68 73 25 28 S68-73W1 
73 79 25 28 S73-79W1 
74 79 23 28 S74-79W1 
80 85 25 28 S80-85W1 
86 91 25 20 S86-91W1 
92 97 25 20 S92-97W1 
98 103 25 20 S98-103W1 
104 112 25 12 S104-112W1 
113 121 25 12 S113-121W1 
122 130 25 12 S122-130W1 
131 139 50 9 S131-139W1 
140 148 50 9 S140-148W1 
162 174 50 9 S162-174W1 
175 187 50 6 S175-187W1 
188 200 50 6 S188-200W1 
201 213 50 3 S201-213W1 
214 226 50 3 S214-226W1 
227 239 50 3 S227-239W1 
240 252 50 3 S240-252W1 
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WORM DRIVE HOSE CLIPS 

  
Application  
ADJUSTABLE 
EASY TO INSTALL 
RE-USEABLE 

Technical Specification  
Body: Stainless Steel Grade 304 Band, Bolt and Housing 

Galvanised Steel Band, Bolt and Housing 
Branding: Unbranded 

 

Sizing options and information on next page 
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GALVANISED  
HOSE O.D. BAND WIDTH CODE 

From (mm) To (mm) mm  
8 12 9 WDHC-8-12 
8 16 9 WDHC-8-16 
9.5 12 9 WDHC-9.5-12 
10 16 9 WDHC-10-16 
12 20 9 WDHC-12-20 
12 22 9 WDHC-12-22 
13 20 9 WDHC-13-20 
16 27 9 WDHC-16-27 
18 25 9 WDHC-18-25 
20 32 9 WDHC-20-32 
22 36 9 WDHC-22-36 
25 35 9 WDHC-25-35 
25 40 9 WDHC-25-40 
30 40 9 WDHC-30-40 
30 45 9 WDHC-30-45 
32 50 9 WDHC-32-50 
40 60 9 WDHC-40-60 
50 70 9 WDHC-50-70 
60 80 12 WDHC-60-80 
70 90 12 WDHC-70-90 
90 110 12 WDHC-90-110 
140 160 12 WDHC-140-160 
230 240 12 WDHC-260 
250 280 12 WDHC-280 

 

STAINLESS STEEL  
HOSE O.D. BAND WIDTH CODE 

From (mm) To (mm) mm  
8 12 9 WDHC-8-12SS 
8 16 9 WDHC-8-16SS 
10 16 9 WDHC-10-16SS 
12 20 9 WDHS-12-20SS 
12 22 9 WDHC-12-22SS 
16 27 9 WDHC-16-27SS 
17 25 9 WDHC-17-25SS 

20 32 9 WDHC-20-32SS 
21 38 9 WDHC-21-38SS 
25 35 9 WDHC-25-35SS 
25 40 9 WDHC-25-40SS 
30 45 9 WDHC-30-45SS 
32 50 9 WDHC-32-50SS 
40 60 9 WDHC-40-60SS 
50 70 9 WDHC-50-70SS 
60 80 12 WDHC-60-80SS 
70 90 12 WDHC-70-90SS 
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DOUBLE EAR “O” CLAMPS 

  
Technical Specification  

Body: Stainless Steel or Electroplated Carbon Steel 
Branding: Hose O.D. Range 

 

 

STAINLESS STEEL 

HOSE O.D. CODE 
From (mm) To (mm)  
2 7 DOC-5-7SS 
9 11 DOC-9-11SS 
11 13 DOC-11-13SS 
13 15 DOC-13-15SS 
14 17 DOC-14-17SS 
15 18 DOC-15-18SS 
17 20 DOC-17-20SS 
20 23 DOC-20-23SS 
22 25 DOC-22-25SS 

 

ELECTROPLATED CARBON STEEL 

HOSE O.D. CODE 
From (mm) To (mm)  
7.5 8.7 DOC-075-087 

9 11 DOC-9-11 
11 13 DOC-11-13 
13 15 DOC-13-15 
15 18 DOC-15-18 
17 20 DOC-17-20 
19 23 DOC-19-23 
23 27 DOC-23-27 
25 28 DOC-25-28 
28 31 DOC-28-31 
31 34 DOC-31-34 
34 37 DOC-34-37 
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FOOT VALVES & STRAINERS 

  
Foot Valve Strainer 

Technical Specification  
Body: Foot Valve: Cast Iron Valve – Mild Steel Serrated Hose Tail 

Strainer: Zinc Plated 
Branding: Unbranded 

 

 
 

HOSE I.D. FOOT VALVE STRAINER 
mm CODE CODE 
25 - TCSHT-025 
32 FVS-032 - 
38 FVS-038 TCSHT-038 
51 FVS-051 TCSHT-051 
63 FVS-063 TCSHT-063 
76 FVS-076 TCSHT-076 
102 FVS-102 TCSHT-102 
152 FVS-152 TCSHT-152 
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CAMLOCK FITTINGS 

 
 

ALUMINIUM ALLOY 

HOSE I.D. PART A  PART B PART C PART D PART E PART F PART DC PART DP 
mm CODE CODE CODE CODE CODE CODE CODE CODE 
13 A13A B13A C13A D13A E13A F13A DC13A DP13A 
19 A19A B19A C19A D19A E19A F19A DC19A DP19A 
25 A25A B25A C25A D25A E25A F25A DC25A DP25A 
32 A32A B32A C32A D32A E32A F32A DC32A DP32A 
38 A38A B38A C38A D38A E38A F38A DC38A DP38A 
51 A51A B51A C51A D51A E51A F51A DC51A DP51A 
63 A63A B63A C63A D63A E63A F63A DC63A DP63A 
76 A76A B76A C76A D76A E76A F76A DC76A DP76A 
102 A102A B102A C102A D102A E102A F102A DC102A DP102A 
127 A127A B127A C127A D127A E127A F127A DC127A DP127A 
152 A152A B152A C152A D152A E152A F152A DC152A DP152A 

 

POLYPROPYLENE 

HOSE 
I.D. 

PART A  PART B PART C PART D PART E PART F PART DC PART DP 

mm CODE CODE CODE CODE CODE CODE CODE CODE 
13 A13PP B13PP C13PP D13PP E13PP F13PP DC13PP DP13PP 
19 A19PP B19PP C19PP D19PP E19PP F19PP DC19PP DP19PP 
25 A25PP B25PP C25PP D25PP E25PP F25PP DC25PP DP25PP 
32 A32PP B32PP C32PP D32PP E32PP F32PP DC32PP DP32PP 
38 A38PP B38PP C38PP D38PP E38PP F38PP DC38PP DP38PP 
51 A51PP B51PP C51PP D51PP E51PP F51PP DC51PP DP51PP 
63 A63PP B63PP C63PP D63PP E63PP F63PP DC63PP DP63PP 

76 A76PP B76PP C76PP D76PP E76PP F76PP DC76PP DP76PP 
102 A102PP B102PP C102PP D102PP E102PP F102PP DC102PP DP102PP 
127 A127PP B127PP C127PP D127PP E127PP F127PP DC127PP DP127PP 
152 A152PP B152PP C152PP D152PP E152PP F152PP DC152PP DP152PP 

 
 
 

Stainless Steel on following page 
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STAINLESS STEEL 

HOSE I.D. PART A  PART B PART C 
mm CODE CODE CODE 
13 A13SS B13SS C13SS 
19 A19SS B19SS C19SS 
25 A25SS B25SS C25SS 
32 A32SS B32SS C32SS 
38 A38SS B38SS C38SS 
51 A51SS B51SS C51SS 
63 A63SS B63SS C63SS 
76 A76SS B76SS C76SS 
102 A102SS B102SS C102SS 
127 A127SS B127SS C127SS 
152 A152SS B152SS C152SS 
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LUG TYPE FITTINGS 

  
Male Female Cap and Liner 

  
Technical Specification  

Materials: Brass or Polypropylene 
Thead: BSP (British Standard Pipe) 
Branding: Unbranded 

 

Sizing options and information on next page 
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BRASS 

HOSE I.D. MALE FEMALE AND LINER 
mm Ins CODE CODE 
13 1/2 BLM-050 BLF-050 
19 3/4 BLM-075 BLF-075 
25 1 BLM-100 BLF-100 
32 1 1/4 BLM-125 BLF-125 
38 1 1/2 BLM-150 BLF-150 
51 2 BLM-200 BLF-200 
63 2 1/2 BLM-250 BLF-250 
76 3 BLM-300 BLF-300 
102 4 BLM-400 BLF-400 

 

POLYPROPYLENE 

HOSE I.D. MALE FEMALE AND LINER 
mm Ins CODE CODE 
38 1 1/2 PPLM-150 PPLF-150 
51 2 PPLM-200 PPLF-200 
63 2 1/2 PPLM-250 PPLF-250 
76 3 PPLM-300 PPLF-300 
102 4 PPLM-400 PPLF-400 
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BAUER TYPE LEVER LOCK FITTINGS 

Application  
WATER, IRRIGATION & LIGHT SLURRY TRANSFER 

Technical Specification  
Body: Galvanised Steel 
Branding: Unbranded 

 

 
 

HOSE I.D. 

   
mm COMPLETE SET MALE FEMALE 
51 B2SET B2M B2F 
76 B3SET B3M B3F 
76/90 B3-31/2SET B3-31/2M B3-31/2F 
102 B4SET B4M B4F 
127 B5SET B5M B5F 
152 B6SET B6M B6F 
203 B8SET B8M B8F 

 

HOSE I.D. 

  
mm LEVER LOCK 

CLOSURE RING 
O RING 

51 B2LR B2S 
76 B3LR B3S 
76/90 B3-31/2LR B3-31/2S 
102 B4LR B4S 
127 B5LR B5S 
152 B6LR B6S 
203 B8LR B8S 

 

Swage on Type, Reducers, Adaptors & Bends Available to Order 
Please Call 01890 752555 
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DUCTING & HOSE JOINERS 

 
Application  
CONNECTING LENGTHS OF DUCTING AND LIGHTWEIGHT HOSE 
RE-USABLE 
EASILY AND QUICKLY FITTED 
VERY ROBUST 
USE WITH BRIDGE CLAMPS, WORMDRIVE HOSE CLIPS AND SINGLE BOLT CLAMPS 
FOR SECURE LEAKPROOF ATTACHMENT 

Technical Specification  
Material: Galvanised Steel 
Conforms To: RoHS Guidelines 
Temperature Range: Maximum +200°C 
Branding: Unbranded 

 

Sizing options and information on next page 
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DUCTING AND HOSE STRAIGHT JOINERS 

 
HOSE I.D. 
(D1) 

LENGTH 
(L1) 

LENGTH 
(L2) 

LENGTH 
(L3) 

WALL 
THICKNESS 

WEIGHT CODE 

mm mm mm mm mm Kg  
50 40 40 90 0.6 0.20 LDG-050 
60 40 40 90 0.6 0.20 LDG-060 
70 40 40 90 0.6 0.20 LDG-070 
75 40 40 90 0.6 0.20 LDG-075 
80 40 40 90 0.6 0.20 LDG-080 
90 40 40 90 0.6 0.20 LDG-090 
100 40 40 90 0.6 0.20 LDG-100 
110 40 40 90 0.6 0.30 LDG-110 
120 40 40 90 0.6 0.30 LDG-120 
125 40 40 90 0.6 0.30 LDG-125 
130 40 40 90 0.6 0.30 LDG-130 
140 40 40 90 0.6 0.40 LDG-140 
150 40 40 90 0.6 0.50 LDG-150 
160 40 40 90 0.6 0.50 LDG-160 
170 40 40 90 0.6 0.50 LDG-170 
175 40 40 90 0.6 0.60 LDG-175 
180 40 40 90 0.6 0.60 LDG-180 
200 40 40 90 0.6 0.60 LDG-200 
215 40 40 90 0.6 0.70 LDG-215 
225 40 40 90 0.6 0.70 LDG-225 
250 60 60 130 0.6 0.80 LDG-250 
275 60 60 130 0.6 0.90 LDG-275 
300 60 60 130 0.7 1.00 LDG-300 
315 60 60 130 0.7 1.10 LDG-315 

325 60 60 130 0.7 1.20 LDG-325 
350 60 60 130 0.7 1.30 LDG-350 
375 80 80 170 0.7 1.50 LDG-375 
400 80 80 170 0.7 1.60 LDG-400 
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DUCTING AND HOSE REDUCING JOINERS 

 
HOSE 
I.D. (D1) 

HOSE 
I.D. (D2) 

LENGTH 
(L1) 

LENGTH 
(L2) 

LENGTH 
(L3) 

WALL 
THICKNESS 

WEIGHT CODE 

mm mm mm mm mm mm Kg  

75 50 40 40 135 0.6 0.20 LDGR-075/050 

80 50 40 40 125 0.6 0.20 LDGR-080/050 

80 70 40 40 125 0.6 0.20 LDGR-080/070 

100 70 40 40 140 0.6 0.20 LDGR-100/070 

100 80 40 40 140 0.6 0.20 LDGR-100/080 

125 80 40 40 145 0.6 0.30 LDGR-125/080 

125 100 40 40 145 0.6 0.30 LDGR-125/100 

150 80 40 40 175 0.6 0.50 LDGR-125/080 

150 100 40 40 175 0.6 0.50 LDGR-150/100 

200 100 40 40 175 0.6 0.60 LDGR-200/100 

200 125 40 40 175 0.6 0.60 LDGR-200/125 

200 150 40 40 175 0.6 0.60 LDGR-200/150 

250 125 60 40 200 0.6 0.90 LDGR-250/125 

250 150 60 40 200 0.6 0.90 LDGR-250/150 

250 200 60 40 200 0.6 0.90 LDGR-250/200 

300 150 60 40 335 0.7 1.30 LDGR-300/150 

300 200 60 40 350 0.7 1.30 LDGR-300/200 

300 250 60 40 195 0.7 0.30 LDGR-300/250 
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BRIDGE CLAMPS 

 
Application  
WORMDRIVE HOSE CLAMP FOR ATTACHING EXTERNALLY CORRUGATED HOSE & 
DUCTING WITH RIGHTHANDED / CLOCKWISE SPIRAL 

Features  
RE-USABLE STAINLESS-STEEL CLAMP WITH SPECIAL BRIDGE SECTION TO ENSURE 
FIRM, LEAKPROOF CLAMPING PRESSURE ON HOSE BODY BETWEEN EXTERNAL 
SPIRAL 
EASILY & QUICKLY FITTED WITHOUT SPECIAL TOOLS 
VERY ROBUST 

Technical Specification  
Band: W2 Stainless Steel 
Bridge: W2 Stainless Steel 
Housing & Screw: W2 Galvanised Steel 
Branding: Unbranded 

 

Sizing options and information on next page 
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HOSE I.D. CLAMPING RANGE BAND WIDTH CODE 
From (mm) To (mm) From (mm) To (mm) mm  
38 45 35 55 9 BC-035/055 
45 50 40 60 9 BC-040/060 
50 55 45 65 9 BC-045/065 
60 65 55 75 9 BC-055/075 
70 75 65 85 9 BC-065/085 
80 85 75 95 9 BC-075/095 
90 95 85 105 9 BC-085/105 
100 105 95 115 9 BC-095/125 
110 115 105 125 9 BC-105/125 
120 127 115 135 9 BC-115/135 
130 135 125 145 9 BC-125/145 
140 145 135 155 9 BC-135/155 
150 155 145 165 9 BC-145/165 
160 165 155 175 9 BC-155/175 
170 175 165 185 9 BC-165/185 
180 185 175 195 9 BC-175/195 
200 205 195 215 9 BC-195/215 
210 215 205 225 12 BC-205/225 
220 225 215 235 12 BC-215/235 
250 255 245 265 12 BC-245/265 
280 285 275 295 12 BC-275/295 
300 305 295 315 12 BC-295/315 
320 325 315 335 12 BC-315/335 
350 355 345 365 12 BC-345/365 
400 405 395 415 12 BC-395/415 

 

Also available to order with integrated earthing wire  
Please call 01890 752555 
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P CLIP 

 
Application  
CLAMPING HOSES WITH DAMAGE OR ABRASION TO HOSE COVER 
EASY TO INSTALL AND ADJUST 

Technical Specification  
Material: Stainless Steel Grade 304 or Zinc Plated Mild Steel 
Lining: EPDM Rubber 
Width: 12mm 
Branding: Unbranded 
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HOSE O.D. ZINC PLATED 
mm CODE 
3 P-CLIP-500-03 
4-5 P-CLIP-500-04-5 
6 P-CLIP-500-06 
8 P-CLIP-500-08 
9 P-CLIP-500-09 
10 P-CLIP-500-10 
11 P-CLIP-500-11 
12 P-CLIP-500-12 
13 P-CLIP-500-13 
14 P-CLIP-500-14 
15 P-CLIP-500-15 
16 P-CLIP-500-16 
18 P-CLIP-500-18 
19 P-CLIP-500-19 
20 P-CLIP-500-20 
21 P-CLIP-500-21 
22 P-CLIP-500-22 
23 P-CLIP-500-23 
24 P-CLIP-500-24 
25 P-CLIP-500-25 
27 P-CLIP-500-27 
29 P-CLIP-500-29 
30 P-CLIP-500-30 
32 P-CLIP-500-32 
33 P-CLIP-500-33 
35 P-CLIP-500-35 
38 P-CLIP-500-38 
40 P-CLIP-500-40 
42 P-CLIP-500-42 
44 P-CLIP-500-44 
47 P-CLIP-500-47 
48 P-CLIP-500-48 
50 P-CLIP-500-50 
52 P-CLIP-500-52 
53 P-CLIP-500-53 
54 P-CLIP-500-54 
55 P-CLIP-500-55 
60 P-CLIP-500-60 
64 P-CLIP-500-64 
70 P-CLIP-500-70 
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CRIMPING RINGS 

 
Application  
Used to secure Hose Fittings in Place 

Technical Specification  
Material: Brass 
Branding: Unbranded 

 

 
 
 

HOSE O.D. BAND WIDTH CODE 
mm mm  
14.00 11 BCR-14 
18.00 11 BCR-18 
19.55 11 BCR-19.55 
23.60 11 BCR-23.6 
27.00 11 BCR-27 
29.00 11 BCR-29 
30.50 11 BCR-30.5 
34.20 11 BCR-34.2 
36.00 11 BCR-36 
38.20 11 BCR-38.2 
41.40 11 BCR-41.4 
46.20 11 BCR-46.2 
51.50 11 BCR-51.5 

 

Stainless Steel Available to Order Call 01890 752555 
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POLISHED ALLOY HOSE JOINERS 

 

 

Application  
CONNECTING HOSES  

Technical Specification  
Body: Beaded Ends 
Material: Polished Aluminium 
Branding: Unbranded 

 

Sizing options and information on next page 
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HOSE I.D. 1 HOSE I.D. 2 LENGTH CODE 
mm Ins mm Ins mm Ins  
13 1/2 10 3/8 102 4 PA-13/10 
13 1/2 13 1/2 102 4 PA-13/13 
16 5/8 16 5/8 102 4 PA-16/16 
19 3/4 19 3/4 102 4 PA-19/19 
22 7/8 22 7/8 102 4 PA-22/22 
25 1 25 1 102 4 PA-25/25 
28 1 1/8 28 1 1/8 102 4 PA-28/28 
30 - 30 - 102 4 PA-30/30 
32 1 1/4 32 1 1/4 102 4 PA-32/32 
32 1 1/4 38 1 1/2 102 4 PA-32/38 
35 1 3/8 35 1 3/8 102 4 PA-35/35 
38 1 1/2 38 1 1/2 102 4 PA-38/38 
41 1 5/8 41 1 5/8 102 4 PA-41/41 
45 1 3/4 38 1 1/2 102 4 PA-45/38 
45 1 3/4 45 1 3/4 102 4 PA-45/45 
45 1 3/4 51 2 102 4 PA-45/51 
45 1 3/4 63 2 1/2 102 4 PA-45/63 
45 1 3/4 76 3 102 4 PA-45/76 
48 1 7/8 48 1 7/8 102 4 PA-48/48 
51 2 51 2 102 4 PA-51/51 
51 2 55 2 1/8 102 4 PA-51/55 
51 2 57 2 1/4 102 4 PA-51/57 
51 2 70 2 3/4 102 4 PA-51/70 
51 2 76 3 102 4 PA-51/76 
54 2 1/8 54 2 1/8 102 4 PA-54/54 
57 2 1/4 57 2 1/4 102 4 PA-57/57 
57 2 1/4 61 - 102 4 PA-57/61 
57 2 1/4 76 3 102 4 PA-57/76 
60 2 3/8 60 2 3/8 102 4 PA-60/60 
63 2 1/2 63 2 1/2 102 4 PA-63/63 
70 2 3/4 70 2 3/4 102 4 PA-70/70 
70 2 3/4 90 3 1/2 102 4 PA-70/90 
70 2 3/4 102 4 102 4 PA-70/102 
76 3 76 3 102 4 PA-76/76 
76 3 80 - 102 4 PA-76/80 
76 3 102 4 102 4 PA-76/102 
90 3 1/2 90 3 1/2 102 4 PA-90/90 
102 4 63 2 1/2 102 4 PA-102/63 
102 4 102 4 102 4 PA-102/102 

 

Other Sizes and Reducers Available to Order 
Please Call 01890 752555 
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LOW PRESSURE HOSE FERRULES 

 
Application  
SMOOTH BORE CRIMP FERRULE 
USE IN LOW PRESSURE APPLICATIONS 
 

Technical Specification  
Material: Zinc Plated Nickel 

 

Sizing options and information on next page 
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SUITABLE FOR HOSE 
I.D. 

SUITABLE FOR HOSE 
O.D. 

FERRULE 
LENGTH 

CODE 

mm Ins mm mm  
12 1/2 >22.2 45.0 ZPCF-12-22.2 
19 3/4 >30.2 54.3 ZPCF-19-30.2 
19 3/4 >31.8 54.3 ZPCF-19-31.8 
19 3/4 >33.3 54.3 ZPCF-19-33.3 
25 1 >36.5 58.2 ZPCF-25-36.5 
25 1 >38.1 58.2 ZPCF-25-38.1 
25 1 >39.7 58.2 ZPCF-25-39.7 
32 1 1/4 >44.5 59.0 ZPCF-32-44.5 
32 1 1/4 >46.0 59.0 ZPCF-32-46.0 
38 1 1/2 >50.8 60.0 ZPCF-38-50.8 

38 1 1/2 >52.4 60.0 ZPCF-38-52.4 
51 2 >65.1 70.8 ZPCF-51-65.1 
51 2 >68.3 70.8 ZPCF-51-68.3 
63 2 1/2 >76.2 79.0 ZPCF-63-76.2 
63 2 1/2 >77.8 79.0 ZPCF-63-77.8 
63 2 1/2 >79.4 79.0 ZPCF-63-79.4 
63 2 1/2 >81.0 79.0 ZPCF-63-81.0 
76 3 >90.5 100.0 ZPCF-76-90.5 
76 3 >93.7 100.0 ZPCF-76-93.7 
100 4 >119.1 106.4 ZPCF-100-119.1 
100 4 >120.7 106.4 ZPCF-100-120.7 
100 4 >122.2 106.4 ZPCF-100-122.2 
150 6 >171.5 144.0 ZPCF-150-171.5 
150 6 >174.6 144.0 ZPCF-150-174.6 
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BRASS HOSE FERRULES 

 
Application  
SWAGING OF HOSES INCLUDING AIR, WATER OR GAS ETC 

Technical Specification  
Material: Brass 
Branding: Unbranded 

 

Sizing options and information on next page 
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D1 D2 A CODE 
mm mm mm  
12.7 8.70 25.4 HF7322 
14.3 9.40 19.0 HF3588 
14.4 10.90 25.4 HF7325 
15.1 11.00 25.4 HF7326 
15.9 11.10 25.4 HF7327 
16.7 11.10 25.4 HF7328 
17.4 12.70 25.4 HF7329 
18.2 12.70 25.4 HF7330 
19.1 12.70 25.4 HF7331 
19.8 12.70 25.4 HF7332 
20.6 15.80 25.4 HF7333 
22.2 17.65 22.5 HF7244 
31.9 22.20 31.9 HF1275 
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BSPP STANDARD LEVER BALL VALVE 

 
Application  
FLOW AND PRESSURE CONTROL 

Technical Specification  
Body Material: Brass Nickel Plated 
Thread Type: Female BSPP 
Conforms to: BS EN331 

WRAS 
Seal: PTFE 
Temperature Range: -5°C to +60°C (Gases) 

-5°C to +150°C (Oils and Water) 
 

 
 
 

Thread Size W.P. Bar CODE 
mm Ins Gases Oils /Water  
6 1/4 5 20 BVNA-14 
10 3/8 5 20 BVNA-38 
13 1/2 5 20 BVNA-12 
19 3/4 5 20 BVNA-34 
25 1 5 20 BVNA-1 
38 1 1/2 5 20 BVNA-112 
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PVC BALL VALVES WITH DOUBLE BSPP UNION 

 
Application  
FLOW AND PRESSURE CONTROL 

Technical Specification  
Body Material: PVC-U 
Thread Type: Female BSPP 
Seal: EPDM 
Temperature Range: 0°C to +20°C 
Vacuum Rating: 0.94 bar 

 

 
 
 
 
 
 

THREAD SIZE CODE 
mm Ins  
25 1 2020-0440 
32 1 1/4 2020-0457 
38 1 1/2 2020-0465 
51 2 2020-0473 
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BRASS TEE PIECE 

 
Application  
BRASS HOSE TAILS 

Technical Specification  
Material: Brass 

 

 
 
 
 
 
 

I.D. O.D. THREAD CODE 
mm mm Ins  
4 7.0 1/4 ET-06 
6 9.0 5/16 ET-08 
7 10.5 3/8 ET-10 
9.6 13.5 1/2 ET-13 
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BRASS HOSE TAILS 

 
Application  
HOSE TAILS 

Technical Specification  
Material: Brass 
Thread Type: BSPT 
Thread Gender: Male 

 

 
 
 
 
 
 

I.D O.D. TAIL LENGTH CODE 
mm Ins mm mm  
6 1/4 6.8 22.5 GT13/06K 
6 1/4 11.0 25.0 GT13/09K 
10 3/8 6.8 22.5 GT17/06K 
10 3/8 10.5 35.0 GT17/09K 
13 1/2 13.9 37.0 GT21/13K 
13 1/2 26.4 37.5 GT21/25K 
19 3/4 13.7 35.0 GT26/19K 
25 1 13.7 36.0 GT33/13K 
25 1 26 43.7 GT33/25K 
38 1 1/2 38.5 56.5 GT48/38K 
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TAPERED STEEL COMBINATION NIPPLE 

 
Application  
 

Technical Specification  
Material: Plated / Carbon Steel 
Thread Gender: Male 

 

 
 

I.D THREAD TYPE CODE 
mm Ins   
19 3/4 BSPT KC-019 
25 1 BSPT KC-025 
32 1 1/4 BSPT KC-032 
38 1 1/2 BSPT KC-038 
51 2 BSPT KC-051 
63 2 1/2 BSPT KC-063 
63 2 1/2 NPT KC-063NPT 
76 3 BSPT KC-076 
76 3 NPT KC-076-NPT 
102 4 BSPT KC-102 
127 5 BSPT KC-127 
152 6 BSPT KC-152 
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BRASS BSP FEMALE SMOOTH TAIL 

 
Application  
FOR USE WITH EN ISO 14420-3 (DIN 2817) CLAMPS 
INCLUDES PU GASKET 
FEMALE BSP PARALLEL THREADS 
 

Technical Specification  
Material: Brass 
Thread Type: BSP 
Conforms To: EN ISO 14420-2-5, DIN2817 

 

 
 

I.D WP CODE 
mm Ins psi Bar  
38 1 1/2 360 25 5838BR 
51 2 360 25 5850BR 
76 3 360 25 5875BR 
102 4 360 25 58100BR 
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BRASS BSP MALE SMOOTH TAIL 

 
Application  
FOR USE WITH EN ISO 14420-3 (DIN 2817) CLAMPS 
MALE BSP PARALLEL THREADS 
 

Technical Specification  
Material: Brass 
Thread Type: BSP 
Conforms To: EN ISO 14420-2-5, DIN2817 

 

 
 

I.D WP CODE 
mm Ins psi Bar  
38 1 1/2 360 25 5738BR 
51 2 360 25 5750BR 
76 3 360 25 5775BR 
102 4 360 25 57100BR 
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DIN2817 ALUMINIUM SAFETY CLAMP 

 
Application  
SECURING HOSES 
 

Technical Specification  
Material: Aluminium 
Thread Type: BSP 
Conforms To: EN ISO 14420-3, DIN2817 

 

 
 

I.D SUITABLE FOR 
HOSE I.D. 

BAND 
THICKNESS 

WP CODE 

mm Ins mm mm psi Bar  
38 1 1/2 38 8 360 25 DIN38-8 
50 2 50 8 360 25 DIN50-8 
50 2 50-58 8 360 25 DIN-50-AL 
75 3 75 8 360 25 DIN75-8 
100 4 100-120 8 360 25 DIN-100-AL 
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HI GRIP MINI CLIPS 

 
Application  
FUEL PIPES AND SMALL HOSES 

Technical Specification  
Material: Carbon Steel 
Plating: Zinc 

 

 
 
 

SUITABLE FOR 
HOSE I.D. 

BAND WIDTH TIGHTENING 
TORQUE MAX 

CODE 

mm mm Nm  
7 - 9 9 1.2mm 505-9 
8 - 10 9 1.2mm 505-10 
9 - 11 9 1.2mm 505-11 
10 - 12 9 1.2mm 505-12 
11 - 13 9 1.2mm 505-13 
12 - 14 9 1.2mm 505-14 
13 - 15 9 1.2mm 505-15 
14 - 16 9 1.2mm 505-16 
15 - 17 9 1.2mm 505-17 
16 - 18 9 1.2mm 505-18 

18 - 20 9 1.2mm 505-20 
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PUSH IN CONNECTORS 

    
EQUAL ELBOW EQUAL STRAIGHT EQUAL TEE EQUAL Y 

  
MALE STUD UNEQUAL STRAIGHT 

Application  
AIR AND VACUUM ONLY 

Technical Specification  
Material: Plastic/Brass Nickel Plated 
Temperature Range: 0°C to +60°C 

 

Sizing options and information on next page 
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EQUAL FITTINGS 
O.D. WP EQUAL 

ELBOW 
EQUAL Y EQUAL TEE EQUAL 

STRAIGHT 
mm psi Bar CODE CODE CODE CODE 
4 145 10 2019-8396 - - 2019-8297 
6 145 10 - 2019-8453 2019-8404 2019-8305 
8 145 10 - 2019-8461 2019-8412 2019-8313 
10 145 10 2019-8370 2019-8479 2019-8420 2019-8321 
12 145 10 2019-8388 - 2019-8438 2019-8339 

 
MALE STUD FITTINGS 

O.D. THREAD THREAD TYPE CODE 
mm Ins   
8 1/8 BSPP 2028-7876 
6 1/4 BSPP 2028-7884 
8 3/8 BSPP 2028-7900 
10 1/8 BSPP 2028-7926 
10 1/4 BSPP 2028-7934 
10 3/8 BSPP 2028-7942 

 
UNEQUAL STRAIGHT FITTINGS 

O.D. 1 O.D. 2 WP CODE 
mm mm psi Bar  
6 4 145 10 2019-8545 
6 8 145 10 2019-8552 
10 8 145 10 2019-8560 
12 10 145 10 2019-8578 
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Hose World Ltd. 
Established in 1995 and is a family run company 
based in Eyemouth in the Scottish borders. 
 
We are amongst the UK’s Largest businesses 
manufacturing, importing and distributing 
flexible hose, ducting and tubing and associated 
fittings. We stock over 5000 line items, offer a 
nationwide next day delivery service and supply 
many overseas markets. 
 
Most hoses on the website are sold by the metre 
but are generally stocked in coil Lengths of 30, 
50 or 100m – and there is no minimum order 
value. 
 
We are also one of Europe’s largest suppliers 
and distributors of silicone hoses, we supply 
straight pieces in lengths of one to three metres, 
straight reducers, 90° reducers, 45°, 90° and 
135° elbows in various colours along with fluoro 
lined silicone and steel wire reinforced silicone 
(“Flexsil”). We also stock & supply long length 
silicone heater hose. 

 

 
 
 
 Hose World Ltd 

Unit 3, 
Acredale Industrial Estate, 
Eyemouth 
Berwickshire. 
TD14 5LQ. 
01890 752555 
info@hoseworld.com 

  
 
 
 
The information provided here is to the best of our knowledge true and accurate. Conditions 
under which our products may be used are beyond our control, recommendations are made 
without warranty or guarantee. 
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